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UV−visible extinction spectrum of nanoplasmonic sensors prepared with mixed HS-
PEG:HS(CH2)6-ssDNA-10b (black curve), after incubation with 1.0 nM microRNA-r (blue 
curve), treatment with 15 units of RNase H for 2 h, and then incubation in 1.0 nM microRNA-10b 
solution (red curve). All the spectra were collected in PBS buffer. (C) PL spectra of different 
microRNAs, microRNA-10b (red curve), microRNA-p (green curve), microRNA-10a (purple 
curve), microRNA-q (blue curve), and microRNA-r (black curve). For this study, 5′- FAM-tagged 
microRNAs were used. PL spectra were collected at a 496 nm excitation wavelength. (D) Average 
ΔλLSPR value of nanoplasmonic sensors after incubation in different microRNAs of varying 
concentrations, microRNA-182 (blue squares), microRNA-s (red squares), microRNA-t (black 
squares), and microRNA-v (green squares). The sensors were constructed with mixed HS-PEG: 
HS(CH2)6-ssDNA-182. The standard deviation of the blank (6 measurements) was 0.25 nm, and 
the green bar represents three times this value. Concentrations were plotted on the axis in log scale 
in order to investigate nonspecific adsorption at a lower concentration range. (E) UV−visible 
extinction spectrum of nanoplasmonic sensors for different microRNAs at 1.0 nM concentration, 
microRNA-10b (black curve), microRNA-p (yellow curve), microRNA-10a (green curve), and 
microRNA-q (blue curve). Red curve represents the LSPR spectrum of nanoplasmonic sensors. 
(F) Measured relative change in fullwidth at half-maximum after and before microRNA (Δfwhm) 
attachment from panel E for different microRNAs. ................................................................... 162 
Figure 6.3. Average ΔλLSPR value of nanoplasmonic sensors after incubation in different 
microRNAs of varying concentrations: microRNA-10b (blue bars), microRNA-p (yellow bars), 
microRNA-10a (red bars), and microRNA-q (black bars). The sensors were constructed with 
mixed -S-PEG6: -S(CH2)6-ssDNA-10b. The standard deviation of the blank (6 measurements) 
was 0.25 nm and the green bar representing three times that value. Concentrations were plotted on 
the axis in log scale in order to investigate non-specific adsorption at a lower concentration range.
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Figure 6.4. Characterization of the linker’s role on conduction electron wave function 
delocalization. (A) Average ΔλLSPR value of nanoplasmonic sensors, which were prepared with 
three different spacers, −(CH2)3− (blue squares), −(CH2)6− (red squares), and −(CH2)9− (black 
squares) as a function of microRNA-10b concentration. Each spacer was connected with -ssDNA-
10b as a recognition molecule for microRNA-10b. The standard deviation of the blank (6 
measurements) was 0.32 nm, and the green bar represents three times this value. Concentrations 
were plotted on the axis in log scale in order to investigate nonspecific adsorption at a lower 
concentration range. (B) Measured Δfwhm for different alkyl chain length for 1.0 nM microRNA-
10b concentrations. ..................................................................................................................... 168 
Figure 6.5.  Schematic representation of proposed plasmon excitation delocalization at the Au TNP 
and −S(CH2) n-ssDNA/microRNA interface. Attachment of −S(CH2) n-ssDNA onto Au induces 
hybridization of electronic states and creates hybrid bonding (HOMO′) and antibonding (LUMO′) 
orbitals. The HOMO′−LUMO′ gap further reduces after formation of the -ssDNA/microRNA 
duplex.56 The LUMO′ further facilitates photoexcited conduction electron (blue dot, plasmon 
excitation) wave function delocalization (yellow wavy line) from Au TNP to the -
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ssDNA/microRNA moiety. The extended π-stacking in the -ssDNA/microRNA duplex facilitates 
the wave function delocalization. Delocalization expands the box size (“particle in-a-box model) 
and increases the aspect ratio of TNP that together red-shifts the LSPR dipole peak. The image is 
not to scale. ................................................................................................................................. 170 
Figure 6.6. Statistical representation of microRNA analysis in BC (MT and NMT) patient plasma 
and normal control subjects. The concentration of oncogenic microRNAs (microRNA-10b and -
182) and tumor suppressor microRNAs (microRNA-143 and -145) are determined in different 
stages of BC, NMT, and MT, as well as in healthy individuals (NC); n = 4 (NMT), n = 7 (MT), n 
= 4 (NC), and two experiments for each sample (50 μL/sample) using our nanoplasmonic sensors. 
(A) microRNA-10b concentration in plasma. (B) Detection of microRNA-182 in plasma. (C) 
microRNA-143 concentration in plasma. (D) Detection of microRNA-145 in plasma. * P < 0.05, 
**P < 0.01, ****P < 0.0001, and ns = not significant by one-way ANOVA. ............................ 172 
Figure 6.7. Average ΔλLSPR value of nanoplasmonic sensors for different microRNAs in human 
plasma: microRNA-10b (blue triangles), microRNA-182 (red diamonds), microRNA145 (black 
squares) and microRNA-143 (green circles). Each type of nanoplasmonic sensors were constructed 
with corresponding –ssDNAs as receptor molecules. The standard deviation of the blank (6 
measurements) was 0.30 nm and the green bar represents three times that value. Concentrations 
were plotted on the axis in log scale in order to investigate non-specific adsorption at a lower 
concentration range. .................................................................................................................... 173 
Figure 6.8. Schematic representation of the sensing platform in order mitigate false positive and 
false negative responses. A) Synthesized Au TNPs are chemically attached onto a silanized glass 
substrate, and then (B) their surfaces are functionalized with mixed HS-PEG: HS(CH2)n-ssDNA-
X (unique sequence’s) to prepare LSPR-based nanoplasmonic sensors. Obtained LSPR shift is 
shown in red color (C) Incubation of sensors in protector microRNA containing FAM probe 
attached, solution results in the formation of a -ssDNA/protector duplex (D). Then the sensor was 
monitored using confocal microscopy and obtained image is shown in (E). After imaging sensor 
containing ssDNA/protector duplex further incubated in target microRNA containing solution and 
due to the thermodynamic favorable target microRNA forms ssDNA/TARGET complex (F) and 
obtained LSPR shift is shown in blue color (C). Same sensor was monitored using confocal 
microscopy and observed the removal of FAM tag as shown in (G). Finally, two calibration curves 
were developpes (H) for ∆𝜆𝐿𝑆𝑃𝑅vs microRNA concentration and (I) Confocal fluorescence 
intensity vs microRNA concentration. ........................................................................................ 175 
Figure 6.9. UV-visible extinction spectra of Au TNPs before (black curve) and after mixed -
SPEG4: modified-S-(CH2)3-ssDNA-145 (nanoplasmonic sensor, red curve) functionalization, and 
after incubation with 100 nM protector microRNA (blue dashed-curve). Finally, after incubation 
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ABSTRACT 
Noble metal nanostructures display collective oscillation of the surface conduction electrons upon 
light irradiation as a form of localized surface plasmon resonance (LSPR) properties. Size, shape 
and the refractive index of surrounding environment are the key features that controls the LSPR 
properties. Surface passivating ligands have the ability to modify the charge density of 
nanostructures to allow resonant wavelength to match that of the incident light, a phenomenon 
called “plasmoelectric effect,”. According to the drude model Red and blue shifts of LSPR peak 
of nanostructures are observed in the event of reducing and increasing charge density, respectively. 
However, herein we report unusual LSPR properties of gold triangular nanoprisms (Au TNPs) 
upon functionalization with para-substituted thiophenols (X-Ph-SH, X = -NH2, -OCH3, -CH3, -H, 
-Cl, -CF3, and -NO2). Accordingly, we hypothesized that an appropriate energy level alignment 
between the Au Fermi energy and the HOMO or LUMO of ligands allows delocalization of surface 
plasmon excitation at the hybrid inorganic-organic interface, and thus provides a 
thermodynamically driven plasmoelectric effect. We further validated our hypothesis by 
calculating the HOMO and LUMO levels and also work function changes of Au TNPs upon 
functionalization with para substituted thiol. We further utilized our unique finding to design 
ultrasensitive plasmonic substrate for biosensing of cancer microRNA in bladder cancer and owe 
to unpresidential sensitivity of the developed Au TNPs based LSPR sensor, for the first time we 
have been utilized to analysis the tumor suppressor microRNA for more accurate diagnosis of BC. 
Additionally, we have been advancing our sensing platform to mitigate the false positive and 
negative responses of the sensing platform using surface enhanced fluorescence technique. This 
noninvasive, highly sensitive, highly specific, also does not have false positives technique provide 
strong key to detect cancer at very early stage, hence increase the cancer survival rate.  Moreover, 
the electromagnetic field enhancement of Surface-Enhanced Raman Scattering (SERS) and other 
related surface-enhanced spectroscopic processes resulted from the LSPR property. This 
dissertation describes the design and development of entirely new SERS nanosensors using 
flexible SERS substrate based on unique LSPR property of Au TNPs and developed sensors shows 
excellent SERS activity (enhancement factor = ~6.0 x 106) and limit of detection (as low as 56 
parts-per-quadrillions) with high selectivity by chemometric analyses among three commonly used 
explosives (TNT, RDX, and PETN). Further we achieved the programable self-assembly of Au 
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TNPs using molecular tailoring to form a 3D supper lattice array based on the substrate effect. 
Here we achieved the highest reported sensitivity for potent drug analysis, including opioids and 
synthetic cannabinoids from human plasma obtained from the emergency room. This exquisite 
sensitivity is mainly due to the two reasons, including molecular resonance of the adsorbate 
molecules and the plasmonic coupling among the nanoparticles. Altogether we are highly 
optimistic that our research will not only increase the patient survival rate through early detection 
of cancer but also help to battle the “war against drugs” that together is expected to enhance the 
quality of human life.  
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CHAPTER 1. NANOPLASMONIC EFFICACY OF GOLD 
TRIANGULAR NANOPRISMS IN MEASUREMENT SCIENCE: 
APPLICATIONS RANGING FROM BIOMEDICAL TO FORENSIC 
SCIENCES 
1.1 Motivation 
The field of nanotechnology has rapidly advanced over the past decade1-5, achieving novel 
synthetic procedures for a wide range of nanoscale materials owing to their unique optical, 
electronic, magnetic, chemical, mechanical, and catalytic properties6-10. These properties can be 
easily tuned by size, shape, and composition of the nanostructure11, 12. Nanomaterials can be 
defined as any material with at least one dimension in the 1−100 nm range14. When the matter is 
reduced to nanoscale, the above-mentioned unique physical properties occur in comparison with 
bulk materials15. Nanomaterials can be metals, polymers, semiconductors, and carbon-based 
materials; however, this work is mainly focused on metallic nanostructures11, 12. Due to the 
nanoscale, intense and confined electromagnetic fields generated by surface plasmons in metal, in 
addition to the high surface to volume ratio, have led metallic nanostructures becoming attractive 
for analytical applications16. Scientists in different fields, including physicists, chemists, material 
scientists, and biologists have widely explored this plasmonic-based phenomenon and its potential 
applications in practice. Metallic nanoparticles have been utilized in various applications within 
analytical chemistry, including spectroscopy17-19, electronic detection separations,20-22 and 
sensors23-28. 
When a nanoscale metal structure interacts with light waves at the metal-dielectric interface, it 
results in the generation of charge density waves which have been identified as surface plasmons 
(SP) due to the collective oscillation of surface electrons. Collective oscillation occurring in 
localized mode has been identified as localized surface plasmon resonance (LSPR), and that taking 
place in propagation mode is known as surface plasmon resonance (SPR). Comparison of the bulk 




Figure 1.1. Comparison between SPR vs LSPR. A) Surface plasmon resonance (SPR) on a 2D 
surface. The oscillating electrons propagate along the surface like ripples across the surface of 
water, coupling to an electromagnetic field that propagates along the interface, and the resulting 
amplitude oscillation decreases exponentially as the distance from the interface increases. B) When 
the metallic nanoparticle is smaller than the incident wavelength, Due to the collective oscillation 
of electrons, the localized surface plasmon resonance (LSPR) occurs. As a result, scattering, 
absorption, and an amplified electromagnetic (EM) field occurs. The EM field associated with 
LSPR generally extends to the surrounding medium (10−30 nm) and displays exponential decay 
of the dipole as the distance increases15.  
 
The resulting plasmon resonance has been utilized in various applications. For instance, 
scientists working in the optic field have attempted to use plasmons to concentrate, channel, and 
change the phase of light, with a view to miniaturizing plasmonic circuits as compared with those 
currently used30-33. SPR can more efficiently transfer information in microprocessors as compared 
with current electronic transistors. The surface plasmons resulted from SPR has the same 
frequency as the electromagnetic waves. However, wavelength several times shorter at engineered 
metal dielectric interfaces33. Further, metallic nanostructures can provide higher information 
density due to plasmonic properties, which have been utilized in surface-enhanced Raman 
spectroscopy/scattering (SERS) to amplify the signal, providing a powerful method to detect single 
molecules32, 33. 
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Fluorescence is a common technique used in sensing applications. The biggest challenge 
associated with a short lifetime, photobleaching, is the limited brightness associated with 
conventional fluorophores; however, owing to their special properties at nanoscale, fluorescent 
nanoparticles are more stable and resistant to photobleaching, possessing a higher luminescent 
intensity and a longer lifetime. Moreover, fluorescent nanoparticles have more symmetrical and 
narrower emissions and can be easily tuned by size, shape, and composition as compared with 
organic dyes34, 35. 
Interestingly, plasmonic nanomaterials are further involved in plasmon-enhanced laser 
desorption/ionization mass spectrometry (LDI MS) via two mechanisms36: (1) amplified cross-
sectional absorption; and (2) increased generation of hot carriers at the resonance wavelength. The 
plasmonic properties of metallic nanostructures create larger absorption cross-sections, which 
further induce a greater photothermal effect. As a result, the energy transfer transferred to the 
analytes. and due to this extra energy, analytes undergo a phase transition from condensed to 
gaseous ions, which can be detected by a mass detector. To avoid the photodecomposition of 
complexes of metal ions due to the large generation of hot carriers, mass spectroscopy can be used 
in the UV-NIR range, for which Au36 and Cu38 metallic nanoparticles (e.g., nanospheres, 
nanoshells, and nanorods) are ideal. Recently, it has been demonstrated that the anti-bonding 
modes of Au nanoshells can generate hot carriers in the UV range, resulting in higher sensitivity 
over organic matrices for enhanced LDI MS-based detection36, 37. 
Conventional nuclear magnetic resonance (NMR) is challenged by its sensitivity, due to weak 
equilibrium nuclear spin polarization even with the strongest magnets37. Hyperpolarization is the 
newest concept, which has been shown to be capable of transiently uplifting the nuclear spin 
polarization far above its thermal equilibrium value, increasing NMR sensitivity38, 39. Here, the 
hyperpolarization technique has been achieved in different ways, including semiconductor 
dynamic nuclear polarization (DNP), by either chemically or photochemically induced DNP, and 
optical nuclear polarization40. Highly polarizable nanoparticles have been used to achieve 
hyperpolarization to give the highest NMR sensitivity41. 
The most common electronic-based detection methods used with metal nanoparticles are 
electrochemical detection42 and chemiresistive sensing43. The distinctive properties of metallic 
nanoparticles, includes large surface area, easy functionalization, and ability to catalyze reactions, 
makes them highly applicable. This process involves the synthesis of various monolayers or ion-
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protected nanoparticles and assembly on the electrode of interest. The resulting sensors are usually 
low-cost and portable. 
There are several conventional techniques involved in separation, such as Which includes 
ultracentrifugation, chromatographic separation, electrophoresis techniques and precipitation 
based on size. Even though these techniques have a high efficiency and reproducibility, multi-step 
preparation, performance in batch mode, and minimum sample volume are the greatest challenges. 
Recently, continuous particle separation using nanofluidic technologies has become popular for 
highly efficient separation as it is less expensive, required less sample volume, and no extensive 
sample handling involved. Therefore the separation techniques that involve nanofluidic 
technologies has been advantaged in various types of field including  medical diagnostic field for 
separation of biomolecules44. 
1.2 The Importance of Nanoplasmonics in Measurement Science 
The interaction of metal surfaces with light has been utilized in a wide range of sensing 
applications29, 44. SPR has largely contributed to the optical phenomena based on the geometry of 
sensor surface-related factors. SPR is a technique that uses the SP phenomena in biosensing 
applications. Accordingly, the propagating SP, electromagnetic waves that appear at the metal 
surface-dielectric interface resulting from excitation of thin metal films, are used in SPR 
measurement29. This electromagnetic field is highly sensitive to the refractive index of the 
surrounding medium, and therefore the SPR technique can detect analytes with high sensitivity. 
Further, SPR measurement has been improved, owing to the efficient nanosurface fabrication 
methods; however, SPR still has some disadvantages as listed in below29:  
1) Challenges in using this technique in miniaturized portable applications due to the 
requirement of sophisticated laboratory instrumentation for light-coupling mechanisms. 
2) Since the SPR technique is based on bulk refractive index changes, it is very sensitive to 
the environment, and therefore the experiment must be carried out in a well-controlled area. 
3) The decay length of the EM field in SPR is approximately 100−400 nm, which is much 
larger than the length of biological macromolecules. Therefore, this technique is less 
responsive to the arrangement and conformation of absorbed macro- or nanoscale 
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biological particulates. However, sometimes SPR is conducted using two wavelengths 
simultaneously, which helps to evaluate the size of the adsorbed particles.  
However, upon light irradiation to the metallic nanostructure a special type of locally confined 
collective plasmon oscillation occurs, LSPR. Here the dimension of metallic nanostructure is 
smaller than the wavelength of the incident light. In comparison with SPR, LSPR is very sensitive, 
with a decay length of approximately 10−30 nm. Additionally, LSPR is less responsive to the 
background changes, rendering this technique much more stable. Additionally, LSPR does not 
require complex instrumentation, and excitation of nanostructures can be achieved using simple 
laboratory spectrophotometers. LSPR nanoplasmonic techniques have drawn growing attention in 
measurement science due to their simple instrumental requirements, measurement stability, and 
unique high surface sensitivity for bio-interfacial science29. 
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1.3 The Scientific Scope of The Thesis 
 
Figure 1.2. Summary of the scientific scope of the dissertation. LSPR investigation of Au TNP 
properties has been utilized as the focus. The unique LSPR properties of Au TNP with para-
substituted thiophenol were investigated, showing delocalization of the conduction electron wave 
function from the nanostructure to the ligand monolayer. Further, based on these unique findings, 
we designed an ultrasensitive LSPR-based biomolecule detection of microRNA 10b and cTnT. 
Additionally, a flexible, highly sensitive, selective SERS substrate was developed via plasmonic 
coupling of Au TNPs via an evaporative self-assembly process for the efficient analysis of illicit 
drugs. 
 
Investigation of the LSPR 
properties of Au TNP 
LSPR-based biomolecule 
detection 




The scientific scope of this study was to explore the unique LSPR properties of chemically 
synthesized gold triangular nanoprisms (Au TNPs), and to utilize these finding in various types of 
optoelectronic applications. Accordingly, a unique LSPR-based sensor was employed to develop 
highly selective and sensitive cardiac troponin T and bladder cancer microRNA detection methods. 
Here, we investigated the mechanism that caused the unprecedented sensitivity of the newly 
developed microRNA sensors. Further, we advanced the sensing platform to mitigate the false-
positive and -negative responses of the developed microRNA using the plasmon-enhanced 
fluorescence (PEF) properties of Au TNPs. Additionally, the unique LSPR properties of Au TNPs 
were used to develop an efficient SERS substrate for real-life SERS-based explosives and drug 
detection, including an assay for the evaluation of emergency room patient plasma samples. The 
main scope of this thesis is summarized in Figure 1.2 and each step is explained in detail below:  
1.3.1 Investigation of the Surface Chemistry Effects of the LSPR Properties of Au TNPs 
Metalic nanoparticles exhibiting LSPR are valuable tools in various types of applications, 
including sensing, imaging, bio-diagnostics, and medical therapy. The tunability of the LSPR 
properties of noble metalic nanostructures via simple ligand exchange provides unique 
fundamental information for the advancement of applications related with optoelectronic, for 
instance sensing, photocatalysis and photovoltaics. In the present study, we demonstrate that the 
carrier electron density of Au TNPs can be tuned up to 12% via surface functionalization with 
para-substituted thiophanate ligands. An intensive analysis was performed with a view to 
understanding the unique LSPR properties of Au TNPs following functionalization of electron-
donating or -withdrawing groups. We believe that this newly discovered plasmoelectronic effect 
will help the development of advanced organic ligand-noble metal nanoconjugates.  
1.3.2 LSPR-based Biomolecule Detection 
Firstly, the effects of the structural parameters of Au TNPs on the detection of cardiac 
troponin T (cTnT) were investigated. Accordingly, through the selective control of the spacing 
between the receptor and the nanoprism, and the number of receptors per nanoprism, quantitation 
of cTnT in human serum and plasma at concentrations as low as 0.5 pg/L was achieved.   
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Further, the unique sensing mechanism of the microRNA assay, which we developed using the 
unique LSPR properties of Au TNPs, was investigated, and advancement of the substrate was 
performed to mitigate the false-positive and -negative responses in the microRNA assay. Hence, 
we report an ultrasensitive LSPR assay for microRNA detection in bladder cancer patient samples; 
this assay can detect zeptomolar concentrations (10-21) of microRNAs in patient plasma without 
any further purification.  
Moreover, changes in the functional parameters yielding the unprecedented high sensitivity 
were investigated based on delocalization of SP excitation through the DNA-RNA duplex. Further, 
advancement of our sensor was performed with a view to avoiding false-positive and -negative 
results using UV-Vis and fluorescence techniques for the simultaneous quantitation of microRNA 
and sensor design based on the DNA/RNA hybridization kinetics.  
Taken together, our intensive characterization of the unique LSPR properties of Au TNPs has 
directed to the design and development of highly sensitive SERS- and LSPR-based nanosensors 
that have potential applications in fields from biomedical to forensic sciences. 
1.3.3 A Flexible SERS-Based Nanosensor for The Detection of Explosives in Fingerprints 
Here, highly LSPR-active Au TNPs were employed to develop a highly sensitive, flexible, 
self-assembly sensor based on SERS, for explosives detection utilizing the strong EM field 
enhancement of gold Au TNPs. The developed sensor can detect explosives (cyclotrimethylene 
trinitro amine - RDX, trinitrotoluene -TNT, and pentaerythritol tetranitrate - PETN) at parts-per-
quadrillion (ppq) levels and has proven it’s a stability over a long time period and hence the long 
shelf-life. 
1.3.4 Evaporative Self-Assembly of Au TNPs for Highly Sensitive SERS-Based Drug 
Detection 
Here, a simple and efficient solvent-evaporation method was used to obtain 2D or 3D self-
assembly of Au TNPs. Accordingly, polyethylene glycol (PEG)-functionalized Au TNPs were 
added to hydrophobic and hydrophilic substrates. Finally, the developed substrate was utilized for 
efficient, and highly selective and sensitive drug (Cocaine, JWH-018, Fentanyl) detection in 
emergency room patient plasma. 
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1.4 Localized Surface Plasmon Resonance (LSPR) 
This section is focused on describing classical electromagnetic theory with a view to 
understanding the fundamentals of light interaction with small discrete particles, which will further 
help to realize the mechanism and plasmonic properties of metallic nanoparticles. 
In space, an EM is generated due to the movement of electrically charged objects. When a 
charged objective moves, both the electric and magnetic fields change simultaneously45; therefore, 
it is important to consider the two vectors E- (electric vector) and M- (magnetic induction). In 
addition, during the movement of charged objects, an electric current can form. Therefore, the 
magnetic vector (H) electric current density (J) and the electric displacement is D, can be obtained. 
Moreover, the magnetic and electric and charges (ρ) and field fluxes (Φ) through the loops. 
Therefore, Maxwell’s equations in a vacuum with SI units can be represented as shown in Table 
1.145, 46. 
Table 1.1. Maxwell’s equations in a vacuum expressed in SI units 








∇. 𝐵 = 𝜌𝐵 ∫ 𝐸. 𝑑𝐴 = 𝑄𝐵 
∇ x E =
𝜕𝐵
𝜕𝑡





∇ x E =
𝜕𝐸
𝜕𝑡






In practical applications, it is impossible to find the magnetic charge (a magnetic monopole), 
therefore it is considered that 𝜌𝐵 , 𝐽𝐵 , and 𝐼𝐵 are zero. Moreover, since the system is in a vacuum, 
electrical quantities are equal to zero, thus a symmetrical Maxwell’s equation can be obtained with 




Table 1.2. Maxwell’s equations obtained without magnetic charges or currents. 




 ∫ 𝐸. 𝑑𝐴 =
𝑄𝐸
𝜖0
 Gauss’s Law 
∇. 𝐵 = 0 ∫ 𝐵. 𝑑𝐴 = 0 No magnetic monopoles 
∇ x E = −
𝜕𝐵
𝜕𝑡




 Faraday’s Law 
∇ x B = 𝜇0𝜖0
𝜕𝐸
𝜕𝑡




+ 𝜇0𝐼𝐸 Ampere’s Law/Displacement current 
 
To interpret the relationship between the field vectors and the differential equations, to better 
obtain the wave equation 𝜌𝐵 , 𝐽𝐵 should be considered zero, and the above equations can be further 
simplified as follows (Equations 1.1−1.4)45, 46: 
∇. 𝐸 = 𝑂 (1.1) 
∇. 𝐵 = 0 (1.2) 











The wave equation with respect to E (Equation 1.5) can be obtained by taking the curl of Equation 
1.3 and using Equation 1.4 to remove B. 







Similarly, the wave equation for B can be obtained as Equation 1.6. 







In a dielectric medium, the above-mentioned vacuum quantities, 𝜇0 and 𝜖0, are replaced by 𝜇 and 
𝜖, and the velocity (Ʋ) in the medium can be obtained as Equation 1.747. 
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Comparison of Equation 1.7 with the refractive index 𝜂 is given by Equation 1.8. 





Further, Equation 1.8 can be rewritten as 𝜂 = √𝜖𝜇. 
1.4.1 Scattering from Homogeneous Media 
In 1871, Lord Rayleigh introduced the electric dipole concept to understand the light scattering 
of small particles48. When the wavelength of the incident light is greater than the size of particles, 
the electromagnetic phase remains constant. Due to the induced polarization of the homogenous 
field of the incident light, light scattering occurs. The dielectric function of the material is the main 
reason for the polarization of materials which occurs as a response to an electromagnetic field; 
however, at this level, we only consider the dipole scattering mode, omitting the higher-level 
scattering modes (quadrupole and octupole)47, 48. 
This dielectric function of the material is mainly determined by the electronic structure. The 
dielectric function of a non-conducting material can be expressed as Equation 1.9, using classical 
harmonic oscillator formalism which has derived by Lorentz. Accordingly, the oscillator strength 
is given by  ƒ and frequency related to the bound electrons is given as 𝜔0, , and damping constant 
is given by  𝛾48 . 
 







For metals, the Lorentz-Drude model needs to consider contributions of free electrons in 
the dielectric function calculations. Accordingly, Equation 1.20 summarizes the Lorentz-Drude 
model, and j is obtained from the sum of different oscillators. Here, in this equation the free 
electron component is generated due to the electron plasma cloud of the metal, and 𝜔𝑝
2 is the 
resonant frequency and 𝛾𝑒  is the damping constant of bulk plasma
48. 
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2−𝜔2  −𝑖𝛾𝑗𝜔 
  
(1.20) 
However, LSPR frequency of a spherical particle is different from surface polaritons, 
which can exist at the boundary of dielectric and metal and within the structures. As shown in 
Equations 1.21 and 1.22, the Laplace equation can be used to understand the space distribution of 
metal particles in a vacuum49. 





𝑙−0  (𝜃, 𝜑)     0 < 𝑟 ≤ 𝑅 
 
(1.21) 







𝑙−0  (𝜃, 𝜑)     𝑟 > 𝑅 (1.22) 
 
The quasi-static approximation suggests that the wavelength of the incident light much 
higher than the particle size, hence the dipole excitation is most important, and due to the azimuthal 
symmetry, Equation 1.22 can be rewritten as Equation 1.23. Accordingly, Legendre polynomials 
of order l is given from, 𝑃1 (𝑐𝑜𝑠 𝜃)  and as shown in Figure 1.3, 𝜃 is the angle between the line P 
and z-axis. Here, the position vector r represents the P line47. 
 
 ϕ(𝑟, 𝜃) =  ∑ [𝐴𝑙𝑟
1 +  𝐵𝑙𝑟




Figure 1.3. Homogeneous metal particle in an electrostatic field. 
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To better understand the scattering potentials, we consider the function within the sphere (𝜙𝑖𝑛 ) 
and out of the sphere (𝜙𝑜𝑢𝑡 ), and the obtained results are represented as Equation 1.24 and 1.25, 
respectively50. 




𝑃1 (𝑐𝑜𝑠 𝜃)    
(1.23) 




𝑃1 (𝑐𝑜𝑠 𝜃)      
 
 
(1.24)   
The dipole moment p induced by the applied electromagnetic field in the sphere, which is 
proportional to the strength of the applied electric field |E0|. Therefore The polarizability α of a 




 followed by an effective dipole moment (𝑃); (𝑃 =∝ 𝐸0), which can be 









(1.26)   
As shown in Equation 1.27, the cross-section of the extinction spectrum can be calculated by 
adding the absorption and scattering cross-sections48. 







scattering field radiated by the dipole is given the 𝐶𝑎𝑏𝑠 and 𝐶𝑠𝑐𝑎. The obtained expressions are 
given as Equations 1.28−1.2948. 









   (1.28) 






(1.29)   
  
In this formula, the geometrical cross-section is represented by  𝜎𝑔𝑒𝑜𝑚   and  𝜎𝑔𝑒𝑜𝑚  =  𝜋𝑎
2, 
and the dimensionless cross-sections of scattering and absorption are given as 𝑄𝑆𝐶  and 𝑄𝑎𝑏𝑠 , 
respectively. 𝑞 is the dimensionless size, given by 𝑞 = 𝐾𝑎. Here, 𝐾 is the wave vector and 𝑎 is the 
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radius of the particle. The relative dielectric function of the medium (𝜀𝑑) is equal to  
𝜀𝑝
𝜀𝑚
 , where 
the dielectric function of particle (𝜀𝑝) and dielectric function of the medium (𝜀𝑚). Therefore, the 
final equation can be shown by Equations 1.30−1.31, substituting the 𝜎𝑔𝑒𝑜𝑚  𝑄𝑎𝑏𝑠   values
48. 










   (1.30) 









According to the above equations, when the particle size decreases (𝑎 ≪  𝜆), the absorption 
cross-section (𝐶𝑎𝑏𝑠  ∝  𝑎
3) governs the scattering efficiency (𝐶𝑎𝑏𝑠  ∝  𝑎
6), which is the main 
reason that particles of a small size are difficult to detect by light scattering, since the background 
scattering is too large to visualize small objects. However, above-mentioned theory cannot be 
utilized to explain the effect of size, or changes in position and width of plasmon peaks. Therefore, 
the general Mie solution provides a formula with a Raleigh approximation, and accordingly, the 
scattering and absorption cross-sections are given as 𝑄𝑆𝐶  and 𝑄𝑎𝑏𝑠   , respectively, as represented 
by Equations 1.32−1.3448. 
𝑄𝑒𝑥𝑡
𝑀𝑖𝑒 =  
2
𝑞2



























In these equations, a non-magnetic spherical particle with a 𝑎 radius is immersed in a 
transparent medium, which has a real positive refractive index (𝜂𝑚). 𝑞 represents the size 
parameter, and for a small particle, 𝑞 ≪ 1. Further, =
𝜂𝑚𝑚𝜔
𝐶
 , where speed of the light (C) in a 
vacuum and 𝜔 is the frequency of the incident light. The dipole, quadrupole, and higher multipoles 
of the scattering is symbolized by the integer 𝑙. The s amplitude of scattering, 𝑎𝑙 and 𝑏𝑙, are defined 
as shown in Equation 1.3551. 
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𝑒  (𝑙) +  𝑖𝐺𝑎 
𝑒  (𝑙)














𝑚  (𝑙), 𝐺𝑏 
𝑚 (𝑙) are represented the Bessel and Neumann functions. Where 
the formulas of these functions can be obtained by expanding the Bessel and Neumann functions 
in a power series for small q, the resulted equation is given in  Equation 1.3651. 
𝐹𝑎
𝑒(𝑙) ≈ 𝑞2𝑙+1 
(𝑙 + 1)
[(2𝑙 + 1)‼]2
?̃?1 (?̃?2 − 1) 
𝐺𝑎
𝑒(𝑙) ≈ ?̃?1 
𝑙
2𝑙 + 1




























Here, the relative complex refractive index is represented by 𝑛 ̃  and can be shown as a function 
of the relative absorption index (𝑘𝑑) and the relative refractive index 𝑛𝑑. Accordingly, 𝑛 ̃
  =
 √𝜀𝑑 =  𝑛𝑑 + 𝑖𝑘𝑑. For the dipole scattering 𝑙 = 1 and for the smaller particles magnetic scattering 
amplitudes, 𝑏𝑙 is negligible and therefore can be ignored. Accordingly, the scattering cross-section 





, and here, 𝑎1 = 𝑎1(𝑙 = 1), which was determined based on 
Equation 1.3651. 
The dielectric permittivity of a metallic nanostructure can be expressed as Equation 1.37, 
according to the drude formula. 
𝜀 =  ?̃?2 = 1 −
𝜔𝑝
2












As explained earlier, plasma frequency is given by the 𝜔𝑝 and 𝛾 denotes the frequency of 
electron collisions, thus the dipole resonance occurs due to the scattering cross-section is expressed 























2 )2  + 𝜔2 𝛾2
𝑞4, the above 
equation was derived by ignoring 𝛾, which corresponds to the dissipative losses occurs  as a result 
of electron collisions. However, comparing the two equations, Equation 1.38 has an effective 
parameter 𝛾𝑒𝑓𝑓 damping, which is caused by the radiative losses of plasmons and can be expressed 
as 𝛾𝑒𝑓𝑓 =  
2
3
 𝜔𝑠𝑝  𝑞
3. Further, 𝛾𝑒𝑓𝑓 represents a parameter like the dissipation parameter occurs in 
the Rayleigh spectrum. 
The LSPR peak position is hypersensitive to the shape, size, and dielectric constant of the 
metallic nanostructure. Accordingly, as the size increases, the LSPR peak red shifts, mainly due 
to the weakening of the restoring faces. This can further explain why, when the size of the particle 
increases, the distance from the opposite site of the nanoparticles increases, leading to a decrease 
in their interaction. Mie theory can be directly utilized to explain the red shift of the resonance 
peak upon size increases. If one could plot a scattering cross-section with respect to the dipole 
term by neglecting the dissipation parameter, a clear red shift of the resonance particle would be 
seen, as shown in Figure 1.4a, but the scatter cross-section would be similar even at different 
sizes. However, if one considers the dissipation parameter, as the particle size reduces, the 
scattering cross-section also decreases, as shown in Figure 1.4b48.  
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Figure 1.4. The obtained relative cross-section of scattering as a function of frequency. The red 
shift of the dipole resonance peak of different size parameters is summarized. q. A) considering 
no dissipation parameter, where Im[ε] = 0 and B) considering the dissipation parameter, where 
Im[ε] = 0.1. 
 
We have discussed the Mie theory, which is the exact analytical solution for the sphere. It is 
surprising that even after 100 years, the Mie’s general theory of light scattering remains valid today 
for small spherical particles. However, years later, the Mie theory was further corrected to examine 
the light scattering of other structures. Several modifications of the Mie theory have been reported: 
the Gans modification, which is used for spheroid particles such as plasmonic nanoparticles with 
elongated shapes. Maxwell-Garnett equations, which provides an effective medium approach to 
explain the light scattering of other structures. However, here I would like to bring your attention 
to the numerical implementation that was developed by Voshchinnikov and Farafonov to 
understand the extinction and scattering cross-section of non-spherical nanoparticles.52  
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Thus far, we have utilized the quasi-static approximation to solve the electrostatics which 
occurs due to the light interacting upon particle, and in the results, we utilized the wavelength-
dependent dielectric constant. However, to develop an accurate theory for non-spherical 
nanostructures, it is important to utilize the finite wavelength effect, and such conditions can be 
identified as a modified long-wavelength approximation. 
Accordingly, as explained earlier, 𝑝 =∝ 𝐸 and the polarizability ∝′ is the spheroid 
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2   and 𝜒 are parameters that depend on spheroid geometry, and 𝑎 𝑎𝑛𝑑 𝑏 are the minor 
and major axes, respectively, as expanded in Equation 1.40. 
𝜒 = −1 − 2 [𝜉0
2   −
𝜉0(𝜉0
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Further, if we compare 𝑝 of the sphere with that of the spheroid, it is clear that only the 
denominator has replaced the number 2 with 𝜒, which further explains why, when the 𝑏/𝑎 ratio 
increases, the resonance peak gets red shifted, as the spheroid turn into more oblate. Additionally, 
corrected electrodynamic forces related with the MLWA can be given as 𝑃 =  𝛼[𝐸 + 𝐸𝑟𝑎𝑑], where 
𝐸𝑟𝑎𝑑 is the radiative correction field, which can be expressed as a combination of two forms as 
shown in Equation 1.41.  
𝐸𝑟𝑎𝑑 =  
2
3








Here in the first term, it explains the effect of radiative damping, and this form is closely related 
to the line width of the resonance peak. Accordingly, when radiative damping arises with the 
particle size, and the particle size reduces, a dipole is induced, which leads to an increase in the 
plasmon width. The second term of the given Equation 1.41 is related to the depolarization of the 
radiation across the particle surface. This mainly occurs as a result of finite ratio of particle size to 
wavelength. As the particle size increases, the dynamic depolarization causes the resonance peaks 
to be red shifted52. 
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In addition to the effect of all the other factors on the excitation of the LSPR, the surrounding 
medium also plays an important role. The wavelength of light in the vicinity of the nanoparticles 
is determined by the dielectric function of the surrounding medium, which leads to an alteration 
in the geometry of the electric field at the surface of the nanoparticles. Upon light irradiation of 
the nanoparticle surface, the charge accumulation creates an electric field that further induces the 
polarization of the dielectric medium. As a result, the charge accumulates between the dielectric 
environment and the metallic nanoparticles. The dielectric function of the media controls the 
reduction of charge. For instance, the larger the 𝜀𝑚, the larger the polarization charge, leading to 
a greater effect on LSPR. As discussed earlier, the larger the charge accumulation, the larger the 
reduction in net charge of the nanoparticle surface, reducing the restoring forces and leading to a 
smaller resonance frequency. As a result, the LSPR peak shifts toward a higher wavelength, as 
shown in Figure 1.512, 53.  
Figure 1.5. Changes in the wavelength of 10-nm Au Nps with changes in the dielectric medium. 
Different dielectric functions were calculated using Mie theory53. 
 
The wavelength of the LSPR peak based on the dielectric function of the medium can be 
derived using the Drude model of metalic nanoparticle as shown in the Equation 1.41). Here the 
Drude model explains the collisions between electrons which are freely moving around and the 
ionic lattice core. This can be considered as a classical model for electronic transport in conductors.  
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However, Equation 1.42 can be further simplified for the visible and near-infrared LSPR 
frequencies as γ << 𝜔𝑝 under these conditions
12, 53, 54. 
 
 






√2 𝜀𝑚 + 1
 
(1.43) 
Here, 𝜔𝑚𝑎𝑥 is the LSPR peak frequency, and when rearranged, the frequency in the form of 
wavelength 𝝀p, and the dielectric constant to index of refraction using 𝜀𝑚 = ƞ
2, can be expressed 
as Equation 1.44. 
 𝜆𝑚𝑎𝑥 = 𝜆𝑝√2𝑛𝑚2 + 1 (14) 
Here, λp is the wavelength of the bulk metal plasma frequency and the λmax is the LSPR peak 
wavelength. Equation 1.44 explains the dependence of LSPR on the refractive index12, 53, 54. 
1.5 Sensing Using LSPR Structures 
Sensing platforms are created using LSPR-based nanoparticles or either a simple colorimetric 
sensor or a typical plasmonic sensor based on refractive index changes12, 29, 53, 54. 
1.5.1 Colorimetric Sensing 
This is the easiest method used in nanoparticle-based sensing applications. The first 
colorimetric-based assay was reported by Mirkin et al., who utilized oligonucleotide-
functionalized Au NPs. A distinguished red shift of the LSPR peak was observed, followed by a 
color change of the nanoparticles upon aggregation when the complimentary nucleotide was 







present. The basic theory behind this application is as the distance between the nanoparticles 
reduces, enhanced the localized electric field occurs due to the nearfield coupling. This is the 
reason for the LSPR red shift, which is always followed by a visible color change that can be 
utilized as a simple sensor readout. Two main criteria required attention when designing the 
colorimetric-based assay: 
1. Binding of the target analyte should result in aggregation of the nanoparticles. Accordingly, 
the capability of simultaneous binding of more than one nanoparticle at a time is preferred. 
2. It is important to have small inter-particle separation for efficient plasmonic coupling; 
therefore, it is preferred that the analyte of choice be smaller. 
The colorimetric-based sensing mechanism has evolved over last decade and has been reported 
to act as an efficient assay with a fM sensitivity; however, the work reported here is mainly focused 
on an LSPR sensor based on changes in the refractive index. 
1.5.2 Refractive Index Sensing 
The sensing mechanism based on variations in the dielectric environment of the metallic 
nanostructure is the most widely used LSPR-based sensing concept, and this type of 
nanoplasmonic sensor has provided the opportunity to use a LSPR-based assay to compete with 
other advanced techniques such as microfluidics and inflow assays, in addition to the 
miniaturization and regeneration of sensors12, 13, 29, 53, 54. 
1.5.3 Bulk Refractive Index Changes 
LSPR-active metallic nanoparticles have been utilized for sensing applications by detecting 
variations in the bulk refractive index (BRI) of their surroundings via recording the shift changes 
in the LSPR peak wavelength. Typically, the LSPR peak is recorded as an extinction spectrum for 
a metallic film or as a scattering measurement for a single nanoparticle. The effect of the size and 
shape of the materials in the LSPR sensing mechanism will be discussed separately. Figure 1.5 
shows the schematic representation of bulk refractive index-based LSPR sensing and changes in 





Figure 1.6. A) Schematic representation of the changes in bulk refractive index sensing by LPSR. 
B) The effect of bulk refractive index changes in 28-nM edge length Au TNPs were studied by 
measuring the LSPR peak in different medium. Accordingly, extinction spectra were obtained 
using different solvent systems: H2O (black), acetonitrile (green), ethanol (blue), and carbon 
tetrachloride (purple). C) The LSPR dipole peak position of 28-nm edge length nanoprisms vs. the 
refractive index of the bulk solutions before (red triangles) and after (blue diamonds) removing 
non prismatic structure by performing tape cleaning technique of 28-nM edge length Au TNPs, 
and BRI sensitivity, are shown in the diagram13. 
 
The relationship between changes in the LSPR spectral shift () and changes in the BRI is 
shown in Equation 1.45. 
 





Here, m is the BRI sensitivity of the nanoparticle interface, and the difference in the 
refractive index of the local dielectric environment before and after binding with the analyte is 
defined as 𝑛𝑑𝑖𝑙𝑒𝑐𝑡𝑟𝑖𝑐 and 𝑛𝑟𝑒𝑓𝑒𝑟𝑒𝑛𝑐𝑒, respectively.  𝑑𝑑𝑖𝑒𝑙𝑒𝑐𝑡𝑟𝑖𝑐 and 𝐼𝑑 are the thickness of the 
dielectric layer and decay length of the electromagnetic field of the sensor, respectively. However, 
the above equation can be further simplified for the thickness of the adlayer, since it is higher than 
the decay length of the sensor. The simplified version is shown in Equation 1.4611, 12, 29, 53, 54. 
A B 
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 𝛥𝜆 = 𝑚𝛥𝑛 (1.46) 
FOM is the most general form that can be used to account for variations in the refractive index 
depending on the bulk refractive index sensitivity and the peak line width. This is important to 
consider, especially for large nanoparticles that show a higher sensitivity, as explained earlier, but 
are subject to peak broadening due to radiative damping and multipolar excitations. Therefore, 
Equation 1.47 can be used to receive the highly precise generalized application of bulk RI 







Here, m is the bulk RI sensitivity, and full width at half maximum is denoted as a FWHM The 
higher the FOM value, the higher LSPR sensitivity of the sensor. However, in order to further 
generalize the FOM for applications where it is difficult to elucidate the exact line width, Becker 
et al., proposed a different figure of merit (FOM*), as shown in Equation 1.48. Here, FOM is 
calculated using the relative intensity change is represented  as dI/I, which occurs at a wavelength 














1.5.4 Molecular or Local Refractive Index Sensitivity 
 The highly localized sensing volume of a metallic nanostructure, which is very close to the 
nanostructure surface, strongly influences changes in the local refractive index. Figure 1.7 shows 
the schematic representation of the local refractive index based LSPR sensing mechanism. In 
comparison with SPR, the decay length of the LSPR system is limited to 10−20 nm, and as a result, 
LSPR acts as an efficient biological recognition interface. Accordingly, Equation 1.48 can be 
rearranged to Equation 1.49 when the analyte of thickness dA binds to the LSPR sensor, which 
has the dL thickness of the receptor/molecular recognition element. Here, we assume that both 








𝛥𝜆 = 𝑚(𝑛𝑑𝑖𝑙𝑒𝑐𝑡𝑟𝑖𝑐 − 𝑛𝑟𝑒𝑓𝑒𝑟𝑒𝑛𝑐𝑒)𝑒𝑥𝑝 (−
2𝑑𝐿
𝐼𝑑
) [1 − 𝑒𝑥𝑝 (−
2𝑑𝐴
𝐼𝑑
)]   (2.49) 
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Figure 1.7. A) Schematic representation of the local refractive index based LSPR sensing 
mechanism. B) Changes in the LSPR peak position based on each functionalization step. Red 
spectrum shows DNA (receptor) attached to the Au TNPs and the blue spectrum is following 
binding to microRNA (analyte). C) The obtained 𝝙𝝀LSPR peak vs. concentration for calculation of 
the molecular detection limit (MDL) value. D) The main geometric parameters that controls the 
MDL as shown in Equation 1.5012. 
 
The sensitivity and selectivity of the LSPR-based sensor is controlled by the receptor molecule 
attached to the LSPR surface. Therefore, the sensing volume (Vs), decay length (Id), distance from 






that control the molecular detection limit (MDL) of the LSPR sensing platform and is shown in 









LSPR sensing is mainly carried out by monitoring LSPR peak position following chemical or 
physical changes to the surface of the metallic nanostructure. This has been achieved by forming 
a self-assembled monolayer (SAM) on the nanostructure surface; well-known metal thiol 
chemistry has been utilized to form a SAM of the receptor onto the nanostructure. The literature 
indicates that intensive research has been conducted to study the effect of the SAM length; it has 
been shown that LSPR sensitivity reduces as the SAM length increases. Linear dependence of the 
LSPR band is obtained when the SAM thickness is up to 3 nm from the nanostructure surface, and 
when the SAM thickness is above 20 nm, non-linear dependency is obtained. It is important to 
keep the thickness of the SAM of the receptor and analyte below 20 nm to obtain an efficient 
LSPR-based sensing platform12, 29, 53-56. 
1.5.5 LSPR Applications and Future Challenges 
LPSR is one of the leading techniques in measurement science and is known as a label-free 
and cost-effective (less expensive instruments required) technique with the ability to be 
miniaturized to portable and multiplexed devices11. Therefore, LSPR has been widely applied in 
molecular and biosensing applications. Among the plasmonic nanoparticles, Au NPs have attracted 
wide interest in biomedical applications (diagnostic, imaging, and therapeutics) due to their 
stability, easy preparation, inertness, and biocompatibility57. Moreover, surface modification of 
Au NPs is easy, by forming either mercapto or amino covalent interactions. Au-based LSPR 
sensors have been utilized to quantitate DNA, microRNA, proteins, and many other 
biomolecules29.  
Although the LSPR technique has had a significant impact on biological sensing applications, 
several limitations exist. Increasing the sensitivity by improving the detection limit is one of the 
greatest challenges58-60. In the work reported in this thesis, we have focused on increasing the 
sensitivity and the detection limit of LSPR sensors by thoroughly investigating the structural 
parameters, properties of the ligand and metal interface, and the sensing mechanism of the 
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developed sensors. Another challenge is the selectivity and reproducibility of the developed 
sensors58-60. Advancements in specific self-assembled monolayers for the highly specific binding 
of target analytes and in the prevention of binding with unwanted species is the key to ensuring 
specificity. In this work we have achieved the highest selectivity and reproducibility of the 
developed sensors. 
Additionally, the stability of biological materials has been a huge challenge in the development 
of a platform for commercialized portable LSPR-based sensors. To overcome this issue, the 
literature has reported that replacing DNA binding proteins with a DNA-binding hairpin pyrrole-
imidazole (Py-Im) polyamide, to increase the stability of DNA for the DNA detection, and peptide 
nucleic acid (PNA), is a good replacement for DNA/RNA/aptamers12, 53, 54, 57, 58, 60. 
Consequently, the recent increase in the sensitivity, selectivity, stability, reproducibility, and 
multiplexing ability of LSPR-based sensors will enhance the chemical, biological, and medical 
fields within measurement science11. 
1.6 Surface-Enhanced Raman Spectroscopy 
1.6.1 Background 
The Raman phenomenon was first observed by Raman and Krishnan, who found that 
molecules can scatter the light as a result of the interaction with a small portion of incident light, 
and the resulting beam has a different energy (either gains or loses energy due to molecular 
vibration or rotation modes) that the incident beam61-65. This is known as Raman scattering, and 
the resulting scattering intensity vs. wavelength graph is known as the Raman spectrum. However, 
application of the Raman technique is limited due to the weak strength of the Raman signal 
(approximately 1 in 106−1010 photons are scattered inelastically)66, 67. 
The surface-enhanced Raman scattering phenomenon was first discovered in 1973, when 
pyridine absorbed onto a silver electrode; however, it was not correctly interpreted until 1977. Two 
decades after the discovery of SERS, the observation of single-molecule SERS was reported in 
199768. Today, SERS has attracted attention in a wide selection of fields including chemistry 
disciplines, material sciences, physical sciences and life sciences, and the growing knowledge 
regarding SERS has had a large impact on improving the quality of human life69-72. 
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Unlike normal Raman, SERS requires the presence of a metallic nanostructure, and therefore 
two important interactions exist: light/target analyte and light/metallic nanostructure. 
1.6.2 SERS Enhancement Mechanism 
The SERS enhancement mechanism has two main contributors: electromagnetic field 
enhancement (EM) and chemical enhancement (CE). EM dominates the total enhancement in 
SERS and LSPR and is the major contributor to EM field enhancement. As shown in Figure 1.8, 
Au NPs are subjected to charge separation upon resonance excitation. Here, conduction electrons 
in Au oscillate due to the oscillating electric field of the incoming laser. Here the angular frequency 
is given from 𝟂inc and amplitude is shown as the E067, 68, 73. 
 
Figure 1.8. Schematic representation of EM field enhancement of SERS. A) Contribution of the 
LSPR of Au NPs to EM field enhancement. B) The effect of the incoming field (green) and the 
outgoing field (orange) on elastic light scattering enhancement73. 
 
Earlier, we discussed the 𝑃 polarizability of the metal sphere. Further, the magnitude of the 
induced dipole (𝑃ind(metal) is determined by (αmetal) and the strength of the incident electric field 
E (𝟂inc), as shown in Equation 1.51.  
𝑃ind(metal = 𝛼𝑚𝑒𝑡𝑎𝑙𝐸0(𝜔𝑖𝑛𝑐)                                                                                1.51) 
Accordingly, the 𝟂inc of the electromagnetic wave changes the sign of the localized induced 
dipole (Pind) as an external driving force. As a result, Hertzian dipole, which can radiate at the same 
incident frequency (𝟂inc), is generated as shown in Figure 1.8 (green). 
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In addition to the plasmon-based SERS enhancement, the interaction of the local electric field 
with molecules near the metal surface is important and induces dipoles in molecules, as shown in 
Equation 1.5273. 
𝑃 = 𝛼𝑚𝑜𝑙𝑒𝑐𝑢𝑙𝑒𝐸𝐼𝑂𝐶(𝜔𝑖𝑛𝑐)                                                                                           (1.52) 
Here, three dipole components occur, named Rayleigh 𝑃𝑖𝑛𝑑(𝜔𝑖𝑛𝑐), Stokes Raman 
𝑃(𝜔𝑖𝑛𝑐 − 𝜔𝑣𝑖𝑏), and anti-Stokes Raman (𝑃𝑖𝑛𝑑(𝜔𝑖𝑛𝑐 +  𝜔𝑣𝑖𝑏). Therefore, the overall SERS 
intensity is fully dependent on both incoming and outgoing electric fields and can be summarized 
as Equation 1.5366, 68, 73. 
𝐼𝑆𝐸𝑅𝑆 = 𝐼𝑖𝑛𝑐(𝜔𝑖𝑛𝑐)𝐼(𝜔𝑖𝑛𝑐 − 𝜔𝑣𝑖𝑏) =   |𝐸𝑖𝑛𝑐(𝜔𝑖𝑛𝑐)|
2  |𝐸(𝜔𝑖𝑛𝑐 − 𝜔𝑣𝑖𝑏)|
2                 (1.53) 
To obtain the optimal SERS enhancement, the plasmon peak of the metal needs to be in 
resonance with both the incident radiation at 𝜔𝑖𝑛𝑐 and the Stokes Raman shifted radiation at 𝜔𝑖𝑛𝑐 −
ωvib. 
When the incident laser light ωinc and the Stokes Raman scattering for a specific 
vibration/Raman band ωinc − ωvib are close to each other, ISERS = |E(ωinc)|
4. This is known as 
the |E4| approximation and is mostly applicable to ωinc in the blue region. As stated earlier, EM 
field enhancement is the most dominant contributor to SERS enhancement and lies in the range of 
103–1010. 
To obtain an extremely strong localized electric field enhancement, it is important to have a 
minimum gap between the NPs. As shown in Figure 7, very high electric fields are reported in 
between two nanoparticles, where hot spots (highly localized regions) of plasmons occur. 
Moreover, as shown in the first and second column of Figure 7, as the gap size increases, the 
SERS enhancement factor decreases between two particles66, 68, 73. 
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When considering the effect of nanomaterial on SERS EM field enhancement, silver is gaining 
greater attention due to its high plasmonic activity, but at the same time, gold is competing, since 
it is highly chemical stability due to its inert nature74. The EM field enhancement of gold and silver 
is similar in region of infrared. 
 
Figure 1.9. The gap-dependent EM field enhancement of Ag NPs. The colored log scale is 
explained as the EM field enhancement factor. The first and second column from the right 
represent the Ag dimers and changes in the EM field enhancement based on the gap in comparison 
with that of single Ag Nps, which is shown in the third column73. 
1.6.3 Chemical Enhancement to Increase SERS Intensity 
Chemical enhancement (CE) is mainly dependent on the electronic properties of the adsorbate. 
Due to the CE the electronic polarizability (αmolecule@metal) of the adsorbed molecule is increased. 
However, the overall contribution of CE to the EM field enhancement is extremely low and may 
lie between 101−103.  
Changing the polarizability of the molecule is the main step in the CE process and is mainly 
controlled via charge transfer among the molecule (which is in the electronic ground state) and the 
metallic nanoparticles. Different models have been suggested in the literature to explain the CE 
process. Among them, Otto et al., explains the CE process as including four consecutive steps: 1) 
the creation of SP excitation; 2) the formation of the negative ionic molecule of adsorbate; 3) the 
return of the excited electron to the metal; and 4) the radiation of photons via emission. 
Additionally, the literature has reported other concepts with slight variations to explain CE 
depending on the SERS intensity75-78. 
31 
1.6.4 SERS Applications and Challenges Faced in Real-life Applications 
This extremely sensitive SERS technique is used for the detection of molecules in the 
biological, chemical, and biomedical fields, since it has the capability of detecting trace 
concentrations and provides the all structural information73. Despite being a versatile analytical 
technique, there are certain challenges that need to be addressed during real-time applications67; 
poor reproducibility and poor stability are the two main obstacles that limit its application in 
measurement science67. Achieving the controlled assembly of nanoparticles on the SERS substrate 
is key to responding to the reproducibility challenges. The literature has reported successful 
programable self-assembly of nanoparticles using organic molecules, polymers, proteins, and 
DNA/DNA hybridization79-81. In some cases, the liquid/liquid interfacial assembly technique is 
used to achieve efficient SERS activity79-81. In this thesis, we report a very sensitive, reproducible 
SERS-based drug detection sensor using programable self-assembly of Au TNPs by controlling 
particle-particle and particle-substrate interactions. 
Another major problem associated with the SERS technique is the lower sampling efficiency 
of the SERS substrates82-84. The rigid/fragile SERS substrates are less convenient to use and are 
associated with high fabrication costs. Nevertheless, flexible SERS substrates have provided 
highly efficient, cost-effective direct sampling, and other non-invasive or minimally invasive 
sampling capabilities provide the advantage of easy transposition and stable storage85-87. The 
literature has reported the generation of many flexible substrates using the dip-coating method, 
printing on to the substrate, and self-assembly techniques of the interface. In this thesis, we have 
used a simple technique of Au TNPs to create a highly sensitive, flexible SERS substrate for the 
detection of explosives. 
Furthermore, portable Raman devices should be considered with a view to making SERS more 
suitable to real-life applications. The literature has reported the use of smartphone-based point-of-
care testing for genetic applications for user-friendly and cost-effective SERS analysis; therefore, 
it is important to advance the portable Raman spectrometers associated with SERS-active 
substrates to provide a reliable user-friendly application in measurement science in a cost-effective 
manner88-91. 
32 
1.7 Plasmon-Enhanced Fluorescence Spectroscopy 
When a fluorophore is subjected to irradiation by white light or monochromatic 
electromagnetic radiation, molecular fluorescence is generated92. In contrast, metal nanoparticles 
show extremely weak fluorescence following monochromatic electromagnetic irradiation. 
However, as discussed earlier, the extinction cross-section of plasmonic nanostructures is 
distinctly higher for metallic nanostructures as compared with molecular fluorophores93. The 
LSPR properties of metallic nanostructures cause local field enhancement, since they increase the 
absorption and emission cross-sections93. When the LSPR of a metallic nanostructure is coupled 
to the frequencies emitted by a fluorophore, it causes metal nanoparticles to radiate light with 
higher intensity; this light will be the same frequency as the fluorescence emitted by the 
fluorophore. This has identified as the metal-enhanced fluorescence (MEF), and since the 
technique is coupled to surface plasmons, it has been identified as surface plasmon-enhanced 
fluorescence spectroscopy (PEFS)93.  
1.7.1 Mechanism of Plasmon-Enhanced Fluorescence 
The electromagnetic field intensity is due to the coupling of light to LSPs or SP polarizations 
(SPP), which can interact with the absorption (𝝀abs) and emission (𝝀ems) wavelengths of the 
fluorophores, further causing modifying corresponding transitions between the ground state and 
higher excited states, which is depicted in Figure 2.0. Here, the excitation rate of the fluorophore 
at the absorption wavelength 𝝀ab ,due to the incident wave that has an electric field 𝐸, can be 
expressed in Equation 1.54 as a function of the absorption dipole (𝑃𝑎𝑏𝑠) of the fluorophore
93. 
 𝛾𝑒 = |𝐸. 𝑃𝑎𝑏𝑠|
2  (1.54) 
There are two possible ways for the excited fluorophore to be returned to the ground state: 
either by emitting a photon at a higher wavelength, which is referred to as the radiative decay (γr), 
or without emitting a photon, which is identified as non-radiative decay (γnr). Therefore, the 
quantum yield (ƞ0) of a fluorophore in a homogenous aqueous environment can be expressed as 











However, when the fluorophore is close to the metallic structure due to the local density of optical 
states which has the plasmon-enhanced field intensity |E|2 at λem, the γnr and γr are changed to 
γnr = γnr
0 + γabs and γr = γr
0 + γabs, respectively. As a result, the modified quantum yield is shown in 
Equation 1.5693.  
 
Figure 1.10. A) Schematic representation of the fluorophore coupled to the SPP and LSP modes. 
B) Jablonski diagram showing the plasmon-mediated transition of the ground state to higher 
excited state of the fluorophore93. 
The main challenges associated with the detection limit of fluorescence-based sensing 
applications are the challenges with the fluorophore quantum yield, the less photostability of the 
fluorophores and the resulted autofluorescence of the samples. However, as explained earlier, the 
use of metallic nanostructures is further modified, since the fluorophores improve some of their 
photophysical limitations93.  
Forster energy transfer from the metallic nanostructure to the fluorophore takes place over 
short distances (<15 nm). The resulting quenching is due to the prominent non-radiative decay, 
which further cause to reduce the lifetime of the fluorophore. On the other hand, when the distance 
from the fluorophore to the metallic surface increases, radiative decay is enhanced and therefore 







   (1.56) 
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The enhancement factor (Ef) of the PES can be calculated using Equation 1.57. Here, we 
measured the fluorescence intensity of the fluorophore in the presence of the metallic structure as 
compared with in its absence. The fluorophore orientation plays an crucial role in the Ef due to the 








In recent years, the use of PES has increased and involved the detection of important analytes 
including biomarkers (DNA, microRNA, and proteins), pathogens, and toxins, and the reported 
sensitivity has been in the fM range95-98. For instance, microwave-accelerated metal-enhanced 
fluorescence (MAME) is a clinically validated technique that was utilized to detect  less than 10  
copies of a genome within 1 minute99, 100. However, to date, PEF has shown an average Ef <10
2, 
and current advancements in the field are expected to increase this value to >10
3. It is important to 
use a developed, advanced, cost-effective method to fabricate metallic nanoparticles onto the 
substrate in order to achieve an enhanced Ef. In this thesis, we address these challenges and use 
this rapidly developing field, in combination with LSPR, to develop more accurate biosensing 
application by mitigating the false-positive and -negative responses that result from the LSPR 
technique.  
1.8 Organization of The Thesis 
The introduction above provides a background of the use of nanoplasmonics in analytical 
chemistry and measurement science. This was the main foundation and motivation for the research 
work presented herein, and a summary of the scientific scope of this thesis is given in Figure 1.10. 
Herein, chemically synthesized gold triangular nanoprisms (Au TNPs) were utilized for the 
rational development of LSPR-, SERS-, and confocal-based nanosensors. Au TNPs have attracted 
attention in measurement science due to their high stability under conventional laboratory 
conditions as compared with other metals such as Ag, easy surface modification, and simple 
measurement instrumentation. Importantly, the high localized EM-field enhancement at the sharp 
tips and edges ensure a large sensing volume, and hence, high sensitivity to decay length and 
atomically flat surfaces, which facilitates the perfect SAM formation, easy functionalization, and 
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high reproducibly of the measurement. The size of the Au TNPs can be easily tuned by monitoring 
the LSPR peak position in the range of 650−900 nm, which helps to control the sensitivity of 
applications. 
Chapter 2 considers the investigation of reversible tuning of LSPR properties of noble metal 
nanostructures via manipulation of organic ligand energy levels with a fermi level of a metallic 
nanostructure. For the first time, we report the spectroscopic investigation of reversible charge 
delocalization at the inorganic nanostructure and organic ligand interface. These studies were 
carried out using LSPR, SERS, and UPS and show self-assembled monolayers of para-substituted 
conjugated thiols on the nanostructure, inducing the delocalization of conduction electron wave 
function from the nanostructure to the ligand monolayer. Additionally, density functional theory 
calculations were utilized to validate the energy level orientation. Based on the calculation and 
spectroscopic data, we determined that in order to have an efficient charge delocalization, it is 
important to have appropriate alignment between the Fermi energy of the nanostructure and the 
highest occupied (HOMO) and lowest unoccupied (LUMO) molecular orbital energies of ligands. 
This understanding resulted in previously unknown plasmonic properties of hybrid inorganic-
organic nanomaterials. We believe that this investigation will open new fields of scientific research 
and promote the design of advanced biosensors, plasmon-enhanced photocatalysts, and 
metamaterials. 
In Chapter 3, we report our findings regarding the fabrication of self-assembled and flexible 
SERS nanosensors for the detection of explosives in fingerprints at parts-per-quadrillion levels. 
Here, we developed an ultra-sensitive, SERS-based, self-assembled, flexible sensor for explosives 
detection utilizing the strong electromagnetic enhancement of gold triangular nanoprisms. Our 
sensor is capable of detecting explosives (cyclotrimethylene trinitro amine - RDX, trinitrotoluene 
– TNT, and pentaerythritol tetranitrate - PETN) at parts-per-quadrillion (ppq) levels and has a 
long-term stability and shelf life. We believe that this highly sensitive and selective SERS-based 
sensor can be used to detect trace levels of explosives for the investigation of national security 
concerns. 
Chapter 4 reports the “programable assembly of plasmonic gold triangular nanoprisms based 
on the substrate properties which resulted an ultra-sensitive SERS-based emergency room patient 
plasma assay. We employed a simple and efficient evaporative self-assembly method using 
polyethylene glycol (PEG)-functionalized Au TNPs. Here we controlled the substrate properties, 
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mainly the hydrophobic and hydrophilic nature, to obtain 2D, 2D/3D, or 3D assembly. The 
developed substrate has been utilized for efficient, highly selective, and sensitive drug detection 
in emergency room patient plasma samples. 
Chapter 5 considers the achievement of biosensing of cardiac Troponin T in human biofluids 
at attomolar concentrations. Here, we investigated the effects of the structural parameters of 
receptor molecules for the detection of cardiac Troponin T (cTnT). Further, via the selective 
control of the spacing between the receptor and the nanoprism, and the number of receptors per 
nanoprism, we were able to quantitate cTnT in human serum and plasma samples at levels as low 
as 0.5 pg/L. We believe that our ultrasensitive detection of cTnT could be an affective early 
diagnostic test for myocardial infarction. 
Finally, in Chapter 6, we report a ultrasensitive assay which is based on plasmoelectronic 
properties for the detection of tumor suppressor microRNAs in patient plasma as a liquid biopsy 
for the highly specific early diagnosis of bladder cancer. We developed a novel ultrasensitive 
optical-based assay using the unique aspects of the LSPR properties of chemically synthesized 
gold triangular nanoprisms. The reported technique can detect zeptomolar concentrations of 
microRNAs in patient plasma without any further purification. Additionally, we describe the 
investigation of changes in the functional parameters that yield the unprecedented high sensitivity 
based on delocalization of surface plasmon excitation through the DNA chain. The demonstrated 
sensitivity and feasibility of our novel methodology has the potential to effectively quantitate 
microRNA. Further, we successfully detected three different types of microRNAs in bladder 
cancer patients using only a few microliters of the plasma samples, without requiring further 
extraction or purification. Importantly, with our highest sensitivity for the first time, we were able 
to effectively detect the tumor suppressor microRNA in patient plasma. 
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CHAPTER 2. REVERSIBLE TUNING OF THE PLASMOELECTRIC 
EFFECT IN NOBLE METAL NANOSTRUCTURES THROUGH 
MANIPULATION OF ORGANIC LIGAND ENERGY LEVELS 
This article has been reprinted with permission, Liyanage, T.; Nagaraju, M.; Johnson, M.; 
Muhoberac, B. B.; Sardar, R., Reversible Tuning of the Plasmoelectric Effect in Noble Metal 
Nanostructures Through Manipulation of Organic Ligand Energy Levels. Nano Letters 2019, 
Ahead of Print. DOI/10.1021/acs.nanolett.9b03588 
2.1 Synopsis 
. Interestingly, in this chapter, we report the complete opposite spectral observation to the 
well-known Drude model with gold triangular nanoprisms (Au TNPs) functionalized with para- 
substituted thiophenols (X-Ph-SH; X =-NH2, -OCH3, -CH3, -H, -Cl, -Br, -NO2, and –CF3) in the 
solid-state. Accordingly, with respect to thiophenol-functionalized Au TNPs, electron-
withdrawing groups substituted with thiophenol showed a red shift of the 𝝀LSPR position, and the 
electron-donating groups substituted with thiophenol showed a blue shift of the 𝝀LSPR position. We 
were able to tune the electron density of Au TNPs up to 12% by functionalization with para-
substituted thiophenolate (X-Ph-S-) ligands. Importantly, all the observed spectroscopic properties 
are fully reversible either way by exchanging thiophenolates containing electron-withdrawing 
groups with those containing electron-donating groups, or vice versa. Further, we developed 
Frontier molecular orbital (MO) diagrams of Au-thiophenolate interactions utilizing density 
functional theory calculations to explain the observed spectral changes. Hence, for the first time, 
we propose that delocalization of excitation wave functions of Au TNPs control the LSPR 
properties following functionalization. Further, we conducted UPS calculations to validate the 
molecular orbital theory based on the changes in working function of Au TNPs following 
functionalization. Taken together, these unique findings have fundamental importance in various 
optoelectronic applications such as photocatalysis, photovoltaics, and sensing. 
2.2 Introduction 
When the electric field of incident light interacts with the surface conduction electrons of a 
noble metal, collective oscillation occurs via surface plasmon excitation, and the resulting 
resonance is identified as localized surface plasmon resonance (LSPR)1, 2. As discussed in Chapter 
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1, the LSPR properties of metallic nanostructures are mainly controlled by the size, shape, and 
local dielectric environment3-5. The Drude model (Equations 2.1 and 2.2) has been executed to 
explain how the wavelength position of the LSPR peak varies by increases or decreases in the 
electron density. Accordingly, when the carrier electron density (Ne) of a metallic nanostructure is 
increased, the bulk plasma frequency (ωp) is also increased, and as a result, the LSPR peak position 
(𝝀LSPR) is decreased6. Similarly, when Ne is decreased, 𝝀LSPR is increased. Here, m is the effective 














Therefore, noble metallic nanostructures can be identified as “plasmoelectric materials” 
that allow easy tuning of the 𝝀LSPR position by an external electric field upon light irradiation of 
the conductive surface of the nanostructure7. The literature has reported in-depth study of tuning 
the position by changing the Ne of the metallic nanostructure. As an example, Sheldon et al., 
changed the 𝝀LSPR position using an external electric field to increase the Ne of the nanostructure8. 
Further, Hoener et al., and Moskovits reported modifying the LSPR response of an Au 
nanostructure by changing the Ne using a capacitive charge or a thin layer of conducting metal-
oxide9, 10. 
Intuitively, 𝝀LSPR of the metallic nanostructure can be tuned via modification of the electron 
density, which can be achieved by functionalization with electron-donating group (EDG) or 
electron-withdrawing group (EWG)-substituted organic ligands, controlling the plasmoelectric 
effect via inductive or resonance effects. However, such tuning of the LSPR position is expected 
to be fully reversible in either direction by replacing the EWG ligands with EDG ligands or vice 
versa. To the best of our knowledge, there is no literature evidence for the ligand-controlled, fully 
reversible tuning of plasmoelectric effects in metal nanostructures, and such application will be 
highly advantageous in a wide range of chemical and biological sensors, molecular 
microelectronics, and other applications with highly controllable photocatalytic and photovoltaic 
properties. 
Therefore, the data reported in this chapter show for the first time how the plasmoelectric 
properties of Au TNPs are changed following solid-state functionalization with para-substituted 
48 
thiophenol (X-Ph-S-; X = -NH2, -OCH3, -CH3, -H, -Cl, -Br, -NO2, and –CF3). Our unique findings 
reveal that the Ne of Au TNPs can be controlled up to 12% based on the energy level alignment 
between the TNPs and the molecular orbitals (MOs) of the organic X-Ph-S- ligands. Most 
importantly, this is the first time that the fully reversible tuning of the 𝝀LSPR position of Au TNPs 
has been reported for at least five cycles following functionalization with X-Ph-S- ligands. 
Surprisingly, our experimental results are the exact opposite of those observed with the Drude 
model (Equations 2.1 and 2.2), and we propose MO theory of the TNP-S-Ph-X system to explain 
this unique observation. Accordingly, we hypothesize the delocalization of excitation electron 
wave functions, either from or to hybrid orbitals that are formed between the electronic states of 
Au TNPs and MOs of thiophenol due to the appropriate alignment of their MO energy levels, 
which was further confirmed with the calculated changes in overall charge density of the TNPs 
and the corresponding LSPR properties. Most importantly, we successfully achieved a ~1.9 eV 
change in the working function (𝜙) of Au TNPs, between EDG- and EWG-substituted thiophenol-
functionalized Au TNPs. This finding further supports the proposed excitation electron wave 
delocalization mechanism.  
Taken together, this remarkable solid-state large range of ligand-controlled spectral tunability 
of noble metal nanostructures in the visible region of the solar spectrum11-13 has great potential for 
solar cell and photocatalytic applications14, 15, since it offers the opportunity to bypass the 
complication of off-resonance LSPR activation of noble metal-doped semiconductor 
nanocrystals8, 16. Further, this unique finding will be highly advantaged in design and development 
of  nanoelectronic devices using metallic nanoparticles cross-linked to organic molecules 
possessing based on functional properties of the substitution17. Nanoparticle-assisted photothermal 
therapy is a unique drug-free approach that induces cell death by utilizing the localized heat 
generated upon excitation of LSPR and has already been successfully demonstrated as cancer 
therapy where excitation of  laser at different wavelength used to destroy the tumor cells. In this 
case, the EM energy density on the nanostructure is very important, since it is converted into 
thermal energy that locally heats the metal nanoparticles. Controlling the electron density on the 
nanostructure without changing the shape or size of the nanostructure based on the ligand 




2.3 Materials and Methods 
2.3.1 Material 
Chloro(triethylphosphine) gold (I) (Et3PAuCl, 97%) was purchased from Gelest, 
poly(methylhydrosiloxane) (PMHS, Mn = 1700-3300), trioctylamine (TOA, 98%), ACS grade 
acetonitrile (CH3CN, 99.9%), methanol (99.8%)), Para substituted aminothiophenol (97%), 
methoxythiophenol (97%), methylthiophenol (98%), thiophenol (97%), bromothiophenol (95%), 
chlorothiophenol (97%), nitrothiphenol (80%), trifluromethylthiophenol (96%) and 1-hexanethiol 
(95%) were purchased from Sigma Aldrich and were used as recieved. (3-mercaptopropyl)-
triethoxysilane (MPTES, 94%) was purchased from Alfa Aesar. 98% sadium borohydride powder 
was obtained from Acros organics and ethanol (alcohol 200 proof) was purchased from Decon 
labs. The glass coverslips were purchased from Fisher Scientific.  RBS 35 Detergent was obtained 
from Thermo Scientific and used as received. All water was purified using a Thermo Scientific 
Barnstead Nanopure system.  
2.3.2 Absorbance, Extinction, SERS, NMR, and Ultraviolet Photoelectron (UPS) 
Spectroscopy, and Atomic Force Microscopy Measurements 
Absorption and extinction spectra in the range of 300-1100 nm were collected with a Varian 
Cary 50 Scan UV-visible spectrophotometer using 1 cm glass cuvette. All the absorbance spectra 
were collected using 0.3 mL of reaction solution diluted in 2.0 mL of acetonitrile. Acetonitrile was 
used as a background for these measurements, and the background was run before collecting the 
absorbance spectra. All extinction spectra were measured in air at room temperature. Here, a blank 
MPTES-functionalized glass coverslip was placed in a clean cuvette and used as a background. 
The chemically synthesized gold triangular nanoprisms (Au TNPs) attached onto the silanized 
glass coverslips were characterized by atomic force microscopy (AFM) using a Bioscope AFM 
instrument. Surface-enhanced Raman scattering (SERS) analyses were performed using a Foster 
& Freman Foram 785 HP Raman system with a 785 nm diode laser excitation source with 20 mW 
of power and 5-µm spot size. The SERS data were acquired for nanosensors with 10 scans from 
400-2000 cm-1 with a 16 sec acquisition time. Automatic baseline correction was performed in 
OMNIC software before acquired spectra were plotted. 1H NMR spectra were collected on a 
Bruker AVANCE III 500 instrument at 500 MHz frequency using CD2Cl2 as solvent at room 
temperature. A minimum of 1000 scans were collected for quantification. A 15 sec relaxation delay 
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time was used for accurate integration of the phenyl peak region. Photoelectron spectroscopy 
(UPS) was performed in a Kratos Axis Ultra UPS/XPS spectrometer. UPS spectra were acquired 
with a 21.2 eV He(I) source at a pass energy of 5.0 eV. In the UPS experiments, a -10 V bias was 
applied to the sample to increase the kinetic energy of all photoelectrons, improving the instrument 
response and resolution of the low KE electrons.  UPS data were also collected for a piece of Au 
foil cleaned in the UPS chamber with an Ar+ sputter gun, which allowed the measurement if the 
Fermi level and. 
2.3.3 Silanization of Glass Coverslips and Attachment of Au TNPs 
MPTES-functionalized glass coverslips were prepared using our previously published 
methods.1-3 Briefly, glass coverslips were immersed and sonicated in a 10% (v/v) aqueous RBS 
35 detergent solution for 10 min at 90 ℃.  Then coverslips were thoroughly rinsed with nanopure 
water, and incubated in a solution of conc. hydrochloric acid and methanol (1:1 v/v) for 30 min. 
The coverslips were then washed several times with nanopure water and dried in a vacuum oven 
at 60 ℃ overnight. Following day, the dried coverslips were incubated for 30 min in a solution of 
15% MPTES in purged ethanol.  The coverslips were then sonicated in N2 purged ethanol. After 
10 min ethanol was decanted and repeated the four other washing cycles and each time ethanol 
solution has been changed. After the last washing step, coverslips were placed in a vacuum oven 
at 120 ℃  for minimum 3 hr. The prepared MPTES-functionalized coverslips were then stored at 
4 ℃ for further use. 
2.3.4 Synthesis of Au TNPs 
Our previously reported methods were followed for the colloidal synthesis of Au TNPs.4-6 
Briefly, 12.0 mg Et3PAu(I)Cl was dissolved in 10 mL of CH3CN and allowed to stir for 5 min at 
room temperature in a covered Erlenmeyer flask, which was kept on a hot-plate stirrer. Then 0.085 
mL of TOA and 0.3 mL of PMHS were mixed in a 1.0 mL of CH3CN in a separated vial and 
injected into the above gold salt solution. Within 2 min of addition of PMHS and TOA mixture 
heat was applied to the reaction mixture and the inside temperature was maintained at 42-44 ℃ 
throughout the entire synthesis.  The solution color started to change from colorless to pink, purple, 
and then light blue and at this stage 7.0 mL of additional CH3CN was added to the reaction, and 
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the reaction was allowed to run until it resulted in a dark blue solution with a stable absorbance 
dipole peak at 800 nm in CH3CN.  The solution was then removed from heat, centrifuged at 5000 
rpm for 20 sec. Finally, previously prepared MPTES-functionalized coverslips were incubated in 
the freshly synthesized Au TNPs solution for ~1.0 hr. After incubation, the glass coverslip-bound 
Au TNPs were rinsed with acetonitrile, dried under nitrogen flow, and stored under nitrogen at 
4 ℃.  
2.3.5 Functionalization of Au TNPs with Para-Substituted Thiophenols (X-Ph-SH), and 
Extinction and SERS Measurements 
Tape-cleaning procedure was performed to remove non-prismatic nanostructures from glass 
coverslip-bound Au TNPs. During the process, an adhesive (scotch) tape was placed onto the glass 
substrate and gently pressed with the thumb, and then the tape was slowly removed at a 90O angle.  
The glass coverslip-bound Au TNPs were incubated in 1.0 mM ethanolic solution of p-substituted 
thiophenol for overnight. After that, coverslips were rinsed with plenty of ethanol to remove 
loosely bound p-substituted thiophenols, and then functionalized Au TNPs were dried using N2 
flow. Finally, the LSPR dipole peak position of Au TNPs was determined by using UV-vis 
spectroscopy. During the measurement we used we kept the bulk refractive index constant by 
collecting all spectra in N2-filled cuvette. After collecting the 𝜆𝐿𝑆𝑃𝑅 of the X-Ph-S-functionalized 
Au TNPs, the same on to the sensor glass coverslips were analyzed by SERS spectroscopy. SERS 
intensity of C=C and C-S stretching was utilized to quantify the relative number of X-Ph-S-
attached on to Au TNPs. 
2.3.6 Quantification of Au TNP-Bound X-Ph-SH by 1H NMR 
After obtaining the 𝝙𝝀LSPR of the p-substituted thiophenol on to the sensor same sensor was 
utilized obtain the SERS spectroscopy using 785 nm diode laser excitation source with 20 mW of 
power and 5-µm spot size.  For the SERS data we used h 10 scans (1 x 20 mW, 9 x 80 mW) from 
400-2000 cm-1, and 16 sec acquisition time and with a 5-μM laser spot diameter. Automatic 
baseline correction was performed using OMNIC software before acquired spectra were plotted. 
Raman intensity of C=C and C-S stretching was utilized to quantify the number of p-substituted 
thiophenol on to the Au TNPs. 
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2.3.7 Quantification of Au TNP-Bound X-Ph-SH by 1H NMR 
We determined the number of X-Ph-S-/nm2 through a 1H NMR analysis using ferrocene as an 
internal standard. We used chemical displacement reactions for the analysis as follows. Firstly, X-
Ph-S-functionalized Au TNPs were incubated in 10.0 mM of 1-hexanethiol solution in ethanol for 
overnight to replace X-Ph-S- from the surface of Au TNPs. The exchange solution then carefully 
collected in a vial, and ethanol was completely evaporated using rotatory evaporator. Then the vial 
was dried under medium vacuum for overnight to bring it to complete dryness. Secondly, 0.7 mL, 
0.25 mM ferrocene solution in CD2Cl2 was added into the vial and sonicated for 2 min to prepare 
a homogeneous solution. Finally, NMR spectroscopy data were obtained and using integration of 
the peak of interest (A) (e.g.- aromatic peaks of X-Ph-S-) and integration of the peak of the internal 
standard (B), the moles of X-Ph-S-were calculated as explained in Equation 2.3. Here N represent 
the number of nuclei represented by the peaks of interest. 
 
𝑟𝐴 𝐵⁄ =
(𝑖𝑛𝑡𝑒𝑔𝑟𝑎𝑙𝐴 𝑁𝐴 ⁄ )
(𝑖𝑛𝑡𝑒𝑔𝑟𝑎𝑙𝐵 𝑁𝐵 ⁄ )
  (2.3) 
2.3.8 Density Functional Theory (DFT) Calculations 
The molecular geometry optimization-based DFT calculations was conducted using 
LANL2DZ for Au with 6-311+G** basis set and B3LPY functional. 
2.4 Results and Discussion 
To investigate ligand-controlled reversible tunability of plasmoelectric effects of noble metal 
nanostructures, we selected Au TNPs because their atomically flat surface should allow the 
formation of a well-controlled self-assembled monolayer of X-Ph-S- ligands. Moreover, several 
important nanoscale structural properties such as (1) strong electromagnetic (EM) field 
enhancement at their sharp tips and edges should induce a large LSPR response,18-20 (2) sharp 
structural features of TNPs are expected to facilitate strong Au-S-Ph-X interactions at the metal-
ligand interface,21 and (3) high stability of the Au-S bond due to soft-soft covalent interactions. 
These properties allow spectroscopic characterization in the solid-state that is critical for device 
applications.20, 22, 23 As shown in Figure 2.1A, we investigated the LSPR response of Au TNPs by 
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attaching them onto a silanized glass substrate followed by ligand exchange reactions with X-Ph-
S-; X= -NH2, -OCH3, -CH3, -H, -Cl, -Br, -NO2, and –CF3 in the solid-state. Figure 2.1B represent 
atomic force (AFM) and scanning electron (SEM) microscopy images of trioctylamine (TOA)-
passivated, Au TNPs with an average 42 nm edge-length and 8.5 nm height that display an LSPR 
dipole peak (also defined as 𝝀LSPR) at 775 nm in air.  
Ligand exchange by thiophenol produces fully X-Ph-S- ligand-passivated TNPs as confirmed 
by surface-enhanced Raman scattering (SERS) measurements in which disappearance of the C-N 
Raman stretch at 1035 cm-1 and appearance of the C-S and aromatic C=C stretches at 1083 and 
1573 cm-1, respectively, are observed. As illustrated in Figure 2.1C and D, an ~24 nm red shift in 
the 𝝀LSPR of TNPs is observed that could be due to the change in the local dielectric environment 
around the TNPs. Passivation of Au TNPs with X-Ph-S- ligands containing strong electron 
withdrawing (X = -CF3) and strong electron donating (X = –NH2) groups produces ~20 and ~25 
nm blue and red shifts of the 𝝀LSPR position, respectively, with respect to H-Ph-S- (see Figure 
2.1C and D). Interestingly, the magnitude of the LSPR red and blue shifts follows the increasing 
order of electron donation (-CH3> -OCH3> -NH2) and electron withdrawal (-Cl> -Br> -NO2> -
CF3) abilities of the para-substitutions, respectively. The change in the 𝝀LSPR position (𝝀LSPR in 
nm) from fully TOA-passivated TNPs and upon ligand exchange with X-Ph-S- ligands does not 
follow the refractive index trend (see Figure 2.1E) because one would expect nearly identical 
𝝀LSPR values for -Br and -NH2 substitutions, whereas -CH3 and -OCH3 substituted X-Ph-S- 
ligands should provide lesser shifts than either Cl or Br substituted X-Ph-S- ligands. Furthermore, 
the trend in 𝝀LSPR values with respect to the electronic character of para-substitutions is somewhat 
surprising because ωp is expected to increase (decrease) [𝝀LSPR blue shift (red) shift] for X-Ph-S- 
ligands containing an electron-donating (-withdrawing) group [i.e., X = -NH2(-CF3], as described 
by Eq. 1 and 2 (i.e. Drude model). Two other factors, refractive index of different X-Ph-S- ligands 
and variation in the number of X-Ph-S- ligands attached per TNP, also would influence the LSPR 
properties including the 𝝀LSPR position of metal nanostructures. We hypothesize that the 
attachment of X-Ph-S- ligands onto Au TNPs produces hybrid HOMOs and LUMOs that together 
allow delocalization of photo-excited electron or hole wave functions, thus resulting in the changes 
in the Ne of TNPs and the 𝝀LSPR response, see Figure 2.2. 
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Figure 2.1. Structural and optical characterizations of different X-Ph-S-passivated Au TNPs in the 
solid-state. (A) Schematic diagram showing reversible delocalization exciton (electron or hole) 
wave functions along Au-S interface. The image is not to scale. (B) AFM image of the TOA-
passivated Au TNPs. (C) Experimentally determined LSPR spectra of para-substituted 
thiophenolate (X-Ph-S-)-passivated Au TNPs: TOA- (black-774 nm), and X-Ph-S-)- passivated: 
X = CF3 (Dark Blue-779 nm ), X = NO2 (Pink-784 nm), X = Br (Brown-791 nm), X = Cl ( Green-
793 nm), X = H (Red dotted line-798 nm), X = CH3 (Purple-805 nm), X = OCH3 (orange-820 nm),  
X = NH2 (Blue-824 nm). (D) Figure summarizes the observed LSPR (X-Ph-S-passivated –TOA-
passivated Au TNPs) upon passivation of Au TNPs with X-Ph-S-. Red arrow indicates the LSPR 
shifts after passivation with electron donating groups (EDGs) and black arrow indicates the LSPR 
shifts after passivation with electron withdrawing groups (EWGs), comparatively when Au TNPs 
functionalized with H-Ph-S-. (E) Figure summarize the LSPR changes upon passivation of Au 




















As reported in the literature for Au nanostructures24 and according to MO theory,25 
chemical attachment or adsorption of organic molecules creates new hybrid orbitals. We predict 
that in the case of X-Ph-S- ligands containing electron-donating groups (e.g., -NH2, -CH3, etc.) 
hybrid bonding (HOMO’) and anti-bonding (LUMO’) orbitals are formed when two empty orbitals 
interact considering Au has continuum of energetic states (Figure 2.2A)25. When illuminated with 
visible light during the UV-visible spectroscopic characterization, the LSPR active hot electrons 
are generated. There are two possibilities involving these electrons: (1) Wave functions of hot 
electrons could delocalize into empty HOMO’, which reside below the Au Fermi level (EF, -5.5 
eV)26; (2) Hot electrons are being transferred to empty HOMO’. In our system, we believe that the 
electron wave functions are delocalizing because if the electrons are transferred from Au-to-
HOMO’ then excess positive charge (residual holes) will build up that can slowly destroy the TNPs 
and permanently change the LSPR properties because all the measurements were conducted in N2 
filled cuvette where no potential hole scavengers were available. Delocalization of electron wave 
functions decreases the overall Ne of Au TNPs that support the red shifting of the 𝝀LSPR position. 
In contrast, as shown in Figure 2.2B, an interaction between X-Ph-S- ligands (containing electron-
withdrawing groups e.g., -NO2, -CF3, etc.) and Au is a four-electron and two-orbital system in 
which LUMO’ rises above the Au Fermi energy. Extension of LUMO’ electron functions up to 
the Au Fermi level stabilizes the system and increases the Ne of TNPs. This electronic process 
leads to blue shifting of the 𝝀LSPR position. We performed density functional theory (DFT) 
calculations of NH2-Ph-S-Au. We used Au-thiolate “staple” structures [Au(X-Ph-S-)2]
27-29 in the 
DFT to calculate the MO energy levels to determine energies of HOMO’ and LUMO’ and found 
to be -5.850 and -3.158 eV, respectively. Similarly, DFT calculation provided HOMO’ and 
LUMO’ of NO2-Ph-S-Au at -6.911 and -4.005 eV, respectively. Considering an 8 nm thick Au 
TNP is a plasmonic slab, then the distribution of plasmonic electron would be -5.5 (Ef) ± 2.22 eV; 
excited hole and electron energy levels are ~ -7.72 and -3.28 eV, respectively26. Under this 
calculation delocalization of photoexcited electrons (plasmonic electrons) wave function into the 
HOMO’ orbital is thermodynamically favorable for NH2-Ph-S- passivation (Figure 2.2A). Also, 
in order to stabilize the excited holes, delocalization of electrons wave function from LUMO’ to 
Au would be energetically favorable for NO2-Ph-S-Au system (Figure2.2B).  Together, the slab 
theory and DFT calculations support the proposed MO diagram. Newly formed hybrid MOs 
contain the property of both metal and ligands. Supporting Information file contains further 
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information concerning DFT calculations. It is also important to mention that the formation of 
hybrid orbitals (HOMOs’ and LUMOs’) due to mixing of individual energy levels of Au and X-
Ph-S-, one must consider that the metal-ligand interactions follow perturbation theory in which 
different ligand will interact differently with the metal. This interaction depends on the appropriate 
energy level alignment between the MOs of metal and ligand and their coupling constants. 
Therefore, better is the energy level alignment and higher is the coupling constant, the probability 
of the formation of larger number of hybrid MOs is also higher that allows facile delocalization of 
excitons wave functions. Together, this electronic process strongly modulates the LSPR properties 
of ligand-passivated Au TNPs. 
 
Figure 2.2. Proposed mechanism of exciton wave functions delocalization in the solid at the Au 
TNP and para-substituted, thiophenolate interface. (A) An electron wave function moves from Au 
to hybrid HOMO’ reducing the overall electron density in the nanostructure. (B) An electron wave 
function moves from hybrid LUMO’ to Au Fermi level. This process is similar to hole wave 
function delocalization.30 
 
In order to support the proposed excitons wave function delocalization-controlled 
modulation of the LSPR properties of Au TNPs, we carefully examined UV-visible extinction 
spectra of all the X-Ph-S-passivated TNPs. Figure 2.3A illustrates the relationship between full-
width at half maxima (FWHM) and various para-substitutions in which NH2-Ph-S- and CF3-Ph-S-
passivated Au TNPs show an ~8 decrease and 23% increase of the FWHM of the extinction 
spectra, respectively, in comparison to the FWHM of extinction spectrum of H-Ph-S-passivated 
Au TNPs. Our experimental spectral linewidth data are in agreement with literature suggesting 
that an increase in Ne of a nanostructure leads to increase damping in the oscillation of the 
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conduction electrons9, 31 This electronic phenomenon is responsible for the broadening of the LSPR 
spectrum31. As shown in Figure 2.3B, we calculated Ne of Au TNPs upon functionalization with 
X-Ph-S- utilizing Equation 2.3 and 2.4. Clearly NH2-Ph-S- and CF3-Ph-S-passivated Au TNPs 
show an ~6.2 decrease and 5.2% increase in Ne, respectively, as compared to the Ne of H-Ph-S-
passivated Au TNPs. Importantly, an 8 nm thick Au TNP as a plasmonic slab is capable of 
generating ~105 hot electrons under illumination of incident light perpendicular to the TNP 
height26. Therefore, the change in electron density upon surface ligand passivation is in good 
agreement. We do not fully understand the reason underlying the relatively larger change in 
FWHM of the extinction spectrum of CF3-Ph-S-passivated Au TNPs, which provides a smaller 
change in Ne compared to NH2-Ph-S-passivated Au TNPs. Because one would expect that the 
higher the Ne change larger higher is the FWHM value.  
 




− 𝛾2           (2.3) 
 
Here sp is the plasmon frequency, m is the dielectric constant of plasmonic materials. 
And the electrons of the metal oscillated due to the electromagnetic field and the motion of 
collision damped with a bulk collision frequency . As metals have free electrons in their 
conduction band, therefore for large frequencies in the visible and near visible region lead to a 
negligible damping frequency, and this approximation leads to the modification of Drude model 
where damping oscillator Equation 2.3 and Equation 2.4 can be rewritten as Equation 2.4. We 
obtained the sp value for different X-Ph-S-passivated Au TNPs from the UV-visible extinction 
spectra (Figure 2.1C). 
 




          (2.4) 
 
It is also important to note that in the Ne calculations, we considered 𝝀LSPR is induced only 
by nanostructures charging effects and not due to the changes in their local refractive index for 
individual X-Ph-S- ligands. Delineating individual components to fully quantify Ne, and refractive 
index effects on overall 𝝀LSPR value of Au TNPs upon surface modification with various X-Ph-
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S- ligands require sophisticated theoretical calculations, which are beyond our expertise. We 
should also mention that the change in FWHM of metallic nanostructures due to charging and 
discharging is somewhat controversial. During the preparation of our manuscript, Lee et al.,21 
reported the chemical interface damping (CID) phenomenon – direct energetic electrons transfer 
from plasmonic metals to their surface-bound, strongly interacting passivating ligands that causes 
damping in a homogenous LSPR linewidth - in thiolate ligand-passivated gold  bipyramids where 
the authors observed weak FWHM of ~20 and ~15 meV for NO2-Ph-S- (electron withdrawing) 
and NH2-Ph-S- (electron donating), respectively, that also opposite to the Drude model. The 
reported work, however, lacks proper ligand reference (e.g., H-Ph-S-) to fully rationalize the CID 
effect along with a very limited selection of X-Ph-S- ligands. Moreover, CID should induce excess 
positive charge (“hot-hole) accumulation within the occupied state of a noble metal and without 
the use of hole capturing species (i.e., solid-state optical measurements), accumulation of positive 
charges would eventually destroy metal-sulfur bond during prolong light exposure and long 
timescale of experimental measurements. Below we show that the 𝝀LSPR is fully reversible by 
exchanging NO2-Ph-S- with NH2-Ph-S- and vice versa, thus CID phenomenon is very unlikely 
occurred under our experimental conditions. Nevertheless, the experimental data presented herein 
is a simplified approximation of the Drude model, which suggests broadening of the spectral 
linewidth in metal nanostructures is expected to occur with an increasing Ne.  
 
Finally, we experimentally measured the work function () of X-Ph-S- ligand-passivated 
Au TNPs using the ultra-violet photoelectron spectroscopy (UPS) technique to further examine 
and support our excitons wave function delocalization mechanism. Figure 2.3C demonstrate the 
UPS spectra of Au when TNPs were functionalized with various X-Ph-S- ligands. Additional UV-
photoelectron spectra are provided in Supporting Information. The secondary electron cutoff shifts 
gradually to lower binding energy with electron donating X-Ph-S- ligands with respect to H-Ph-
S-, while an opposite trend is observed for X-Ph-S- ligands bearing electron withdrawing 
functional groups.  We observe an increase in  (Fermi level of Au moves towards more negative 
energy with respect to vacuum) value for NH2-Ph-S-passivated Au TNPs that suggests decreasing 
Ne in TNPs, see Figure 2.3D. Parallelly, NO2-Ph-S- provides a decreasing  value of Au indicating 
an increase in Ne value. Ligand-induced changes in  are reported in the literature for 
semiconductor PbS nanocrystals and planar metallic (Au and Ag) substrates by utilizing the UPS 
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technique,32-34 but to our knowledge, first time we shown a large change in  (1.9 eV) for plasmonic 
nanostructures because of the variation in their surface passivating ligands. Nevertheless, our UPS 
data are in agreement with the literature demonstrating changes in redox potential35 of ultrasmall 
Au nanocrystals upon functionalization with X-Ph-S- ligands. Taken together, under our 
experimental conditions the changes in Ne support our proposed model (Figure 2.2) that X-Ph-S- 
with the capability of donating electrons to metal nanostructures can reduce the Ne and increase 
the  of a plasmonic nanostructures under special circumstances.  
Figure 2.3. Quantification of ligand-controlled electronic parameters of Au TNPs. (A) Figure 
summarizes the full width half maxima of the LSPR peak upon passivation of Au TNPs with X-
Ph-S- ligands vs. the refractive index of the X-Ph-SH ligands. (B) Figure summarizes the 
calculated Ne changes upon passivation of TNPs with X-Ph-S- ligands. As figure shows upon 
passivation with CF3-Ph-S-, Ne increases to 5.2% and NH2-Ph-S- passivation leads to decrease in 
Ne to 6.2% in comparison to the Ne of H-Ph-S-passivated Au TNPs. (C) Secondary electron cut-
off region of UPS spectra used to determine the work function of X-Ph-S-passivated Au TNPs: -
NH2 (blue curve), -CH3 (pink curve), OCH3 (wine curve), -H (black curve), -Cl (purple curve), - 
Br (green curve), and -NO2 (red curve). (D) Calculated  of Au TNPs as a function of electronic 




Figure 2.4A-C show the reversible tuning of the 𝝀LSPR and FWHM of Au TNPs upon 
passivation with different X-Ph-S- ligands. Exchanging H-Ph-S- by NH2-Ph-S- provides a 𝝀LSPR 
of +26 nm (red-shift), and then a 𝝀LSPR of -40 nm (blue-shift) is observed when NH2-Ph-S- was 
replaced by NO2-Ph-S- from the surface of Au TNPs. Finally, a 𝝀LSPR of +14 nm (red-shift) is 
detected upon exchanging NO2-Ph-S- by H-Ph-S-. The exchange reactions have been performed 
up to five cycles without detecting any noticeable differences in the overall 𝝀LSPR values. Fully 
reversible 𝝀LSPR shifts are also achieved by exchanging H-Ph-S- with NO2-Ph-S- followed by 
NH2-Ph-S-. Simultaneously, ligand exchange reactions produce reversible changes in the FWHM 
values, as shown in Figure 2.4C. the Drude model does not follow the trends in 𝝀LSPR and FWHM 
during reversible ligand exchange in our system. It is important to mention that we conducted 
SERS measurements during the exchange reaction to confirm the complete removal of bound 
ligands by exchange ligands by utilizing the strong EM-field enhancement property of our 
chemically synthesized Au TNPs. 36-39 As illustrated in Figure 2.5A, the SERS intensity of the C-
S stretch at 1083 cm-1 is present in all the samples during the exchange reactions. Importantly, the 
intensity of C-S and aromatic C=C (1573 cm-1) stretches are constant throughout the exchange 
(see Figure 2.5B). This is an expected result because exchanging H-Ph-S- by NH2-Ph-S-, and then 
again attaching NO2-Ph-S- by replacing NH2-Ph-S- should not change the overall density of 
surface passivating ligands, and thus the number of C-S and aromatic C=C bonds, and thus the 
SERS intensities. Furthermore, we observe continuous disappearance of N-H stretch at 1390 cm-1 
and appearance of N-O stretch at 1340 cm-1 when was NH2-Ph-S- replaced from the surface of 
TNPs by NO2-Ph-S-.We should mention that a 24h exchange reaction was sufficient to replace 
TNPs surface bound ligands with incoming ligands in order to achieve a stable 𝝀LSPR position and 
SERS intensity (see Figure 2.5B), however, we did not calculate the coverage through an 
adsorption isotherm. Although, reversible tuning of the 𝝀LSPR of metal nanostructures through 
applied electrochemical potential has been reported in the literature, to the best of our knowledge, 
for the first time this work demonstrates reversible modulation of the 𝝀LSPR of metal nanostructures 
in solid-state by controlling the electronic properties of organic ligands. Depending on the 
chemical nature of para-substitution, we hypothesize that the sequential ligand exchange with X-
Ph-SH reestablishes HOMOs’ and LUMOs’ that allow electron or hole wave functions 
delocalization from Au TNPs to passivating ligands. Our  calculations also support this 
hypothesis. The reversibility of tuning 𝝀LSPR also suggests that no charge transfer has taken place 
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between TNPs and X-Ph-S- because under such condition, Au TNPs would accumulate excess 
changes (electron or holes). Excess charge would potentially destroy TNPs, and thus the 𝝀LSPR 
position and FWHM should not be fully reversible for many cycles, as observed under our 
experimental conditions. 
Figure 2.4. Ligand-controlled reversible modulation of LSPR properties of Au TNPs. (A) 
Schematic representation showing reversible ligand exchange reactions with various X-Ph-S- 
ligands. (B) Position of the 𝝀LSPR after passivating the surface of TNPs with H-Ph-S- (black 
squares, 𝝀LSPR = ~796 nm) and then H-Ph-S- was exchanged with NH2-Ph-S- (red squares, 𝝀LSPR 
= ~828 nm), which was replaced by NO2-Ph-S- (blue squares, 𝝀LSPR = ~782 nm). Representative 
UV-visible extinction spectra are provided in the supporting Information. Reversible tuning of 
𝝀LSPR position is carried out for five successive cycles. (C) An average FWHM value of the dipole 
peak of Au TNPs during the sequential ligand exchange with three different-type of X-Ph-S- 




Figure 2.5. SERS-based Monitoring of Sequential Exchange Reactions of Au TNPs with X-Ph-S- 
Ligands. (A) SERS spectrum of H-Ph-S-passivated Au TNPs (a), after exchanging H-Ph-S- with 
NH2-Ph-S- (b), which is again replaced by NO2-Ph-S- (c), and then H-Ph-S-passivated Au TNPs 
were prepared by exchanging NO2-Ph-S- with H-Ph-S-. Black, red, green, and blue dash lines 
represent C-S stretch at 1083 cm-1, aromatic C=C stretch at 1573 cm-1, N-O stretch at 1340 cm
-,1 
and N-H stretch at 1390 cm-1. (B) Time dependent SERS intensity of different stretches during 24 
hr ligand exchange reactions at room temperature: C-S (black squares), aromatic C=C- (red stars), 
N-H (blue spheres), and N-O (green diamonds) stretches. 
 
Finally, another possibility for the 𝝀LSPR modulation of Au TNPs upon X-Ph-S- ligands 
passivation is the variable degree of ligand attachment in which higher is the number of bound 
ligands, larger is the 𝝀LSPR value.  One could argue that the ligand density (number of ligand/nm2) 
on a TNP varies in the following order, NO2-Ph-S- > H-Ph-S- > NH2-Ph-S- that provides the 
highest and the lowest 𝝀LSPR for NH2-Ph-S- and NO2-Ph-S-, respectively. To quantify the number 
of ligands attached to the TNP surface, we conducted 1H NMR analysis using ferrocene as an 
internal standard (see Figure 2.6A-C) for three different thiophenolate-passivated Au TNPs, X-
Ph-S- (X = -NH2, -H, and –NO2). Supporting Information provides detailed experimental 
procedure and quantification methods. Our results show nearly an identical surface coverage for 
all three X-Ph-S- (3.1-3.4 ligand/nm2). This value is well consistent with the thiolated ligand 
grafting density on metal nanostructures. Taken together, unique structural characteristics of the 
Au TNP allow reversible modulation of the exciton wave functions and 𝝀LSPR in which the energy 




Figure 2.6. 1H NMR spectrum of A) NO2-Ph-S- after detaching from Au TNPs using ligand 
exchange reactions. The inset shows the aromatic proton region B) NH2-Ph-S- after detaching 
from Au TNPs using ligand exchange reactions. C) of H-Ph-S- after detaching from Au TNPs 
using ligand exchange reactions. 
 
In Summary, this work capitalizes on the previously unexplored nanostructure surface 
ligand system, which demonstrates reversible tuning (up to five cycles) of the plasmoelectric effect 
of metallic nanostructures. Our in-depth spectroscopic characterizations show that an ~12% of 
LSPR active Ne of Au TNPs can be modulated through passivating their surface with X-Ph-S- 
ligands with electron withdrawing and donating functional groups. The trends in observed LSPR 
shifts and spectra linewidth of TNPs upon functionalization with different X-Ph-S- ligands 
[electron donating group (-NH2) provides an ~26 nm LSPR red-shift while electron withdrawing 










We have developed orbital interaction diagrams in the solid-state to explain the LSPR properties 
of TNPs under our experimental conditions. We hypothesize that the energy level alignment 
between continuum of states of the Au TNP and HOMO/LUMO of X-Ph-S- produces hybrid MOs 
that participate in excitons wave function delocalization, which in return reversibly alters the LSPR 
properties (plasmoelectric effects). Therefore, we would expect that the degree of excitons wave 
function delocalization will vary if the strength of electron withdrawing or donating ability of the 
functional groups further increases. As a proof-of-concept, we investigated the plasmoelectric 
effect of Au TNPs by passivating their surface with a very strong electron donating group, 4-
(dimethylamino) thiophenol (4-DMAT) and a very strong electron withdrawing group, 3,5-
Bis(trifluoromethyl)benzenethiol (3,5-TFMBT). We observe a +36 nm 𝝀LSPR red-shift and a -36 
nm 𝝀LSPR blue-shift for 4-DMAT and 3,5-TFMBT, respectively, in comparison to H-Ph-S-
passivated TNPs (data not shown). We believe that these 𝝀LSPR shifts and magnitude of the 
plasmoelectric effect resulting from excitons wave function delocalization are strongly controlled 
by electronic interactions between TNPs and surface passivating ligands. Nevertheless, the unique 
LSPR behavior of ligand-passivated Au TNPs could be due to their sharp tips and edges. The 
higher density of free electrons of TNPs potentially reduce effective energy barrier and facilitate 
the delocalization of exciton wave functions that together result in an unprecedentedly large 
change in their work functions. This is the first example in which LSPR, and UPS spectroscopy 
techniques have been used to monitor the plasmoelectric effect of metallic nanostructure. Taken 
together, controlling charge delocalization at the metal nanostructure-organic ligand (hybrid 
nanoconjugate) interface should lead to discovery of unique hybrid nanoplasmonic materials in 
which LSPR properties of metallic nanostructures can be tuned through programmable 
manipulation of charge injection/withdraw by surface ligand shells. The hybrid conjugates are 
capable of providing chemical versatility of organic ligands and shape dependency of LSPR 
properties of metal nanostructures that are expected to expedite the fabrication of hybrid 
nanoplasmonic devices and preparation of efficient photocatalysts.11-15, 40  
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CHAPTER 3. FABRICATION OF SELF-ASSEMBLED AND 
FLEXIBLE SERS NANOSENSORS FOR EXPLOSIVE DETECTION IN 
FINGERPRINTS AT PARTS-PER-QUADRILLION LEVELS 
This article has been reprinted with permission. Liyanage, T.; Rael, A.; Shaffer, S.; Zaidi, S.; 
Goodpaster John, V.; Sardar, R., Fabrication of a self-assembled and flexible SERS nanosensor 
for explosive detection at parts-per-quadrillion levels from fingerprints. The Analyst 2018, 143 
(9), 2012-2022. DOI:10.1039/C8AN00008E 
3.1 Synopsis 
Apart from high sensitivity and selectivity of surface-enhanced Raman scattering (SERS)-
based trace explosive detection, efficient sampling of explosive residue from real world surfaces 
is very important for homeland security applications. Herein, we demonstrate an entirely new 
SERS nanosensors fabrication approach. The SERS nanosensors were prepared by self-assembling 
chemically synthesized gold triangular nanoprisms (Au TNPs), which display strong 
electromagnetic field enhancements at the sharp tips and edges, onto a pressure-sensitive flexible 
adhesive film. Our SERS nanosensors provide excellent SERS activity (enhancement factor = ~6.0 
x 106) and limit of detection (as low as 56 parts-per-quadrillions) with high selectivity by 
chemometric analyses among three commonly used explosives (TNT, RDX, and PETN). 
Furthermore, the SERS nanosensors present outstanding reproducibility (<4.0% relative standard 
deviation) and unprecedentedly high stability with shelf life of at least 5 months. Finally, TNT and 
RDX were analyzed and quantified by transferring solid explosive residues from fingerprints left 
on solid surfaces to the SERS nanosensors. Taken together, the demonstrated sensitivity, 
selectivity, and reliability of the measurements together with the excellent shelf life of our SERS 
nanosensors obviate the need for complicated sample processing steps required for other analytical 
techniques, and thus these nanosensors will find tremendous potential not only in the field of 
measurement science but also for homeland security applications to combat acts of terror and 
military threats. 
3.2 Introduction 
Today, terrorism has become a high-tech game of cat and mouse, making it imperative to detect 
trace amounts of explosives that can be identified to prevent terrorist attacks1, 2. Therefore, devising 
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a detection method that can be performed on-the-spot, which is automated and highly sensitive, 
accurate, reliable, and reproducible, is more important now than at any time. Most of the current 
existing methods for explosive detection have been involving with liquid-liquid extraction3-6 or 
swabbing7-9 methods. However, the efficiency of sample collecting is one of the biggest challenges 
due to the law vapor pressure of explosives. 
In our reported technique, we used self-assembled chemically synthesized gold triangular 
nanoprisms (Au TNPs) onto the adhesive flexible support which has provided convenient sampling 
efficiency for surface-enhanced Raman scattering/spectroscopy (SERS) based label free explosive 
detection. We have been able to detect three different explosives (TNT, RDX, and PETN) using 
developed nanosensor with the parts-per-quadrillion (ppq) levels sensitivity. Additionally, our 
detection has shown the 100% classification accuracy which determined using the chemometric 
analyses. Further our developed nanosensor has shown unprecedented stability over 5 moths even 
under normal laboratory condition and we believe it’s due to the unreactive nature of adhesive 
films. This high stability of the developed sensor has provided the opportunity to advance as an 
effective SERS substrate. 
SERS is a potent technique in analytical chemistry which open up a new window for the trace-
level detection7-9. Raman spectroscopy provides molecular fingerprints due to unique vibrations 
of the target analyte10. However, Raman signals are weak and therefore using them for ultra-level 
detection is challenging. The Raman signal can be amplified when a metalic nanostructure come 
closer to the molecule and that process is identified as SERS11. Additionally, SERS also helps 
avoid strong fluorescence background noise11, 12. There are two main mechanism involve in the 
SERS, named as electromagnetic (EM) filed enhancement and chemical enhancement (CE)10. 
However, EM occurs due to localized surface plasmon resonance (LSPR) properties of the 
nanostructure Here, as explained chapter 1 EM field enhancement occur due to the collective 
oscillation of conduction electrons, which resulted as their resonance frequency matches that of 
the incident photons13-15. and EM provides the main contribution for the SERS enhancement 
mechanism over CM. Moreover, EM mainly depends on two aspects: noble-metal structures and 
orientation on to the surface16. As discussed in chapter 1 the LSPR property of metalic 
nanostructure is mainly control the EM field enhancement and the size, shape and the distance of 
the metalic nanostcurures is directly influence for the EM field enhancement due to the “hot spots” 
creates around the nanostructure. Enhancement factor (EF) is mainly involve determining the 
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SERS efficiency16-19. EF can be calculated by using Equation 3.120. Accordingly, here we 
compare the Raman signal amplification by considering the Raman and SERS signal for the (ISERS, 
I RAMAN) concentration. NBULK and NSERS represents the number of molecules in Raman and SERS 
respectively, the less sensitive substrates show the SERS peaks around the range of ~10-103 and 
typical range for the SERS substrates lies in the range of ~105-106 range. When nanostructures 
consist with large number of hotspots that creates very prominent EM field enhancement which is 
resulted as a highly efficient SERS substrate. 
 






)   
 
(3.1) 
Overall SERS draws the attention of a trace-level detection of explosives, due to their ability to 
miniaturize in a microsystem and their ability to perform an automated analysis over other 
available techniques, such as mass spectrometry21, electrochemistry22, and fluorescence-based 
sensors23-27. 
Au spherical particles/ Au nanorods were most frequently used SERS substrates for the 
explosive detection platforms. However, for this reported work we have been utilized the 
chemically-synthesized Au TNPs for the explosive detection SERS platform, mainly due to the 
very strong EM-field enhancement at their sharp tips28-34. Furthermore. Ag nanostructures reported 
as the highest SERS sensitive substrate which used in very efficient explosive detection35, 36. 
However, due to the less stability of Ag nanostructures it subjected to easy decomposition process 
which caused the false positive and negative response of the senor. On the other hand, Au is very 
stable even in very harsh conditions and it has shown very negligible 
photobleaching/photodecomposition process when expose to the laser light37, 38. Additionally, due 
to the high efficiency of Au and nitrogen atom, which is commonly available element in almost 
explosives, Au is an ideal material for SERS applications39-41. Interestingly, in this reported work 
we have experimentally shown the SERS EF of an ~6.0 x 106 for our Au TNP-based flexible SERS 
nanosensors.  
On the other hand, the efficiency of collecting samples still needs to be addressed, as most 
of the explosives have very low vapor pressure and it is important to have the ability to collect 
very small samples efficiently42, 43. Lately, people have utilized flexible, soft substrates to 
overcome this issue. For instance, the literature has demonstrated that a paper-based SERS swab20, 
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44, based on AU nanorods decorated filter papers as SERS substrate has allowed conformal contact 
with real-world samples. However, this method still fails to address the required sampling 
efficiency and it is involved with organic solvents. Adhesive tape has been utilized in various 
research applications and has recently been used as a support for the SERS substrate45, 46. 
Accordingly, various research applications have successfully exploited the flexible nature and 
sticky features of adhesive tape for efficient and effective pesticide extraction, hence, SERS-based 
detection. However, this reported method has involved the drop-cast technique for nanoparticle 
decoration onto the substrate, which leads to having nanoparticles aggregation onto the support. 
Therefore, the reproducibility of data is doubtful.  To conquer the current challenges, we have 
utilized novel approach of assembling Au TNPs onto a flexible adhesive as illustrated in Figure 
3.1, Accordingly, a programmable “stamping” technique was executing to prepare label-free SERS 
“nanosensors”. Due to high sampling efficiency the newly develop substrate creates direct contact 
in-between target analyte and the Au TNPs. As a result, we were able to achieve highest sensitivity 
for TNT, RDX, and PETN which has shown as ~900, 50, and 50 ppq sensitivity respectively. 
This developed ultra-sensitive SERS substrate has shown at least 103-fold better than other 
previously reported SERS-based explosive detection methods and 106-fold more sensitive than 
commonly available explosive detection techniques such as gas chromatography-mass 
spectrometry (GC-MS).   
As a proof concept, the developed sensor used to detect explosives in fingerprint samples 
which provides the simulate real-world applications for homeland security applications. Taken 
together, our highly sensitive selective and highly reproducible, flexible SERS substrate will have 
a great effect on efficient and accurate explosive detection applications and hence will enhance the 
quality of human life by reducing the public safety threats. 
3.3 Materials and Method 
3.3.1 Chemicals 
Chloro(triethylphosphine) gold (I) (Et3PAuCl, 97%), poly(methylhydrosiloxane) (PMHS, Mn 
= 1700-3300), trioctylamine (TOA, 98%), ACS grade acetonitrile (CH3CN, 99.9%), methanol 
(99.8%), (3-aminopropyl)-triethoxysilane, APTES, 94%) were purchased from Sigma-Aldrich, 
and ethanol (alcohol 190 proof) was from Decon laboratories. Glass coverslips (Cat. No. 12548C) 
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were purchased from Fisher Scientific. RBS35 Detergent was obtained from Thermo Scientific 
and used as received. A Thermo Scientific Barnstead Nanopure system was utilized to achieve 
water Purity at 18.2 MΩ-cm and the same nanopure water was used for all cleaning process. 
Separate explosive solutions of pentaerythritol tetranitrate (PETN), cyclotrimethylenetrinitramine 
(RDX) 2,4,6 trinitrotoluene (TNT), 2,4-dinitrotoluene (DNT), and trinitrobenzene (TNB) were 
purchased from RETSEK Chromatography Products and Solutions. Scotch magic-tape (Cat. No. 
810) was purchased from 3M corporation.  
3.3.2 SERS Measurements 
SERS analysis was performed using a Foster + Freman Foram 785 HP Raman system with a 
785 nm diode laser excitation source with 20 mW of power and 5-µm spot size. The SERS data 
were acquired for nanosensors with 10 scans (1 x 20 mW, 9 x 80 mW) from 400-2000 cm-1, 16 
sec acquisition time and with a 5-μM laser spot diameter. Automatic baseline correction was 
performed in OMNIC software before acquired spectra were plotted.  
3.3.3 Spectroscopy and Microscopy Characterization 
A Varian Cary 50 Scan UV-visible spectrophotometer was used to collect absorption and 
extinction spectra in the range of 300 - 1100 nm. Absorption spectra of Au TNP solutions were 
obtained by diluting 0.3 mL of reaction solution to a final volume of 2.0 mL with acetonitrile in a 
1 cm quartz cuvette. Acetonitrile was used as a background in each run before collecting the 
absorbance spectra. Background subtracted (using 3M adhesive tape) extinction spectra of our 
SERS nanosensors were measured in air (pH 7.4) at room temperature. Scanning electron (SEM) 
and Transmission electron (TEM) microscopy techniques were used to determine the average 
edge-length of gold nanoprisms used in our SERS nanosensor fabrication. 
3.3.4 Silanization of Glass Coverslips 
Glass coverslips were functionalized based the same procedure on chapter 2.3.3 
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3.3.5 Synthesis of Gold Triangular Nanoprisms (Au TNPs) 
Gold triangular nanoprisms (Au TNPs) were synthesized according same method on Chapter 
2.3.4. 
3.3.6 Preparation of SERS Nanosensors and Explosive Detection 
The preparation of our flexible and adhesive SERS nanosensor is described in Figure 3.1. Au 
TNPs with ~42 nm edge lengths were synthesized according to our literature procedure28-32. Au 
TNPs in acetonitrile were immobilized onto a APTES-functionalized glass substrate through 
incubation to form a self-assembled layer of TNPs (A), which avoided unwanted Au TNP 
aggregation. The Au TNP-bound coverslips were washed thoroughly with acetone to remove 
loosely adsorbed organic compounds (PMHS and TOA) and dried under nitrogen flow. 3M 
adhesive tape was placed on the Au TNP-containing glass substrate, pressed gently with the thumb, 
and removed at a 900 angle (B). This procedure resulted in successful transfer of the self-assembled 
Au TNPs from the glass to a flexible adhesive substrate by stamping, producing the nanosensor 
(C). We selected the 3M adhesive tape for SERS nanosensor fabrication because has a less “sticky” 
nature that should extract a solid residue from the contaminated surface, whereas “stickier” 
adhesive would be expected to destroy the sample. The explosive detection and quantification were 
performed via two different methods. Firstly, each explosive solution in methanol was separately 
drop-casted on the SERS nanosensor, followed by slow evaporation of solvent at room temperature 
(D). Secondly, our adhesive nanosensor was directly placed onto glass coverslips containing 
explosive molecules as thumb impressions and these were directly transferred onto the surface of 
Au TNPs (E). In both cases, the explosives molecules were physorbed onto the Au TNPs surface 
through Ag-N interactions (F). SERS spectra were collected using a bench-top Raman 
spectrometer (G). The EFs and limit of detections (LODs) were determined using literature 
procedures, which are described in the Supporting Information.  
Simulation of Extinction Spectrum and Electromagnetic Field Calculations. Discreet Dipole 
Approximation (DDA) (DDASCAT+ tool5, DDSCAT 7.36) was used as previously described to 
calculate the extinction spectra (600-1000 nm, circularly polarized simulating unpolarized) and 
electromagnetic field (785 nm, linear polarized) for an Au TNP (8 nm thickness, 42 nm edge 
length. The dielectric constant was from Johnson and Christy8) with an ambient medium 
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representative of the ligand environment (TOA, n = 1.4485). Enhancement Factor Calculations. 
We followed the literature procedure9 to determine the EF of our Au TNP-containing flexible 
adhesive SERS substrate at the 1380 cm-1 Raman peak (C-N stretch), using Eq. 1. With a 5 μM 
diameter laser spot and a TNT molecule footprint of 0.25 nm2, NBulk was determined to be 7.9 x 
107. From the SEM analysis, we estimated that ~4% of the 3M tape surface was covered with ~42 
nm edge length Au TNPs. Considering Au TNPs are equilateral triangles and a monolayer of TNT 
molecules was present on the surface of Au TNPs, NSERS was calculated to be 2.9 x 105. 
3.3.7 Limit of Detection (LOD) Calculations 
We used a sophisticated mathematical equation (Eq.2) for limit of detection (LOD) 
calculations.  For LOD determination a 1.0 millimolar (mM) stock solution of explosive in 
methanol was prepared and then various concentrations up to 100 
femtomolar (fM) with 10-fold concentration changes were obtained through serial dilutions. 
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= 𝑅𝑒𝑝𝑙𝑎𝑐𝑒𝑚𝑒𝑛𝑡 𝑜𝑓 𝑡ℎ𝑒 𝑡𝑟𝑢𝑒 𝑚𝑒𝑎𝑛 𝑏𝑦 Ȳ𝑏 , 𝑛 = 3 𝑛𝑢𝑚𝑏𝑒𝑟 𝑜𝑓 𝑏𝑙𝑎𝑛𝑘 𝑠𝑝𝑒𝑐𝑡𝑟𝑢𝑚  
3.3.8 Chemometric Analysis 
The SERS spectra were automatically baseline corrected by the Foster and Freeman FORAM 
FireWire instrument software at the time of collection. Some incomplete baseline correction of 
nM and μM concentrations of TNT and PETN occurred and the correction was completed in 
Origin. The baseline corrected spectra were subsequently normalized using the square root of the 
sum of squares or 2-norm11. Multivariate calibration curves from 100 fM to 100 μM were obtained 
with Partial Least Squares (PLS) using the baseline corrected spectra and the log of the 
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concentration using in JMP 13 with the NIPALS method and Leave-One-Out validation. Principal 
Components Analysis (PCA) on the sample covariance matrix and Discriminant Analysis (DA) on 
the PCs were conducted using the normalized spectra and JMP 13. PCA used the Row-Wise 
method. DA for single concentrations used the linear method with 3 PCs for the quadripartite 
analysis (PETN, RDX, TNT, blank; n=24). and 2 PCs for tripartite analysis (TNT, TNB, DNB; 
n=18). DA for the full concentration ranged from 100 fM to 100 μM using the Quadratic method 
(4 PCs for pairwise of either RDX or TNT with PETN, n=120; 8 PCs for pairwise of RDX and 
TNT, n=120; and 8 PCs for tripartite, n=180). 
3.4 Results and Discussion 
 
Figure 3.1. Design of Au TNP-based SERS nanosensor for detection of trace explosives. (A) a 
self-assembled layer of Au TNPs onto an APTES functionalized glass coverslip were prepared. 
(B) Au TNPs were transferred to a flexible adhesive substrate by the stamping technique, which 
produced a SERS nanosensor (C). Explosive molecules either drop-casted from a solution (D) or 
transferred from a thumb impression (E) directly onto the SERS nano-sensor (F). (G) SERS spectra 
were collected using benchtop Raman spectrometer at a 785 nm diode laser excitation. The 
fabrication approach of SERS nanosensor is a schematic representation; none of the figures present 
an exact number and/or density of Au TNPs in each step. The image is not to scale. 
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3.4.1 Microscopy and Spectroscopy Characterizations of SERS Nanosensors and Their 
Explosive Detection Ability 
To construct the self-assembled SERS nanosensors, we selected the NH2-surface terminal 
group to bind to Au TNP because it forms relative weak electrostatic interactions with metal 
nanostructures47 that can be broken by applying moderately strong mechanical force such as found 
with lifting the adhesive tape substrate followed as described in the Experimental Section. We 
characterized our SERS nanosensor by scanning electron microscopy (SEM) as shown in Figure 
3.2A and B. The images show randomly distributed and oriented Au TNPs on the adhesive 
substrate. Such disorder creates a unique SERS substrate because of “accidental” formation of a 
large number of hot spots where TNPs come into close contact with each other. Moreover, through 
discrete dipole approximation (DDA) calculations, we calculated the local field intensity 
enhancement at 785 nm excitation for an Au TNP (see Figure 3.2C). Clearly, a strong and 
localized EM-field enhancement was observed at their sharp tips, which is an ideal LSPR property 
for SERS-based trace analyte detection and quantification.  Furthermore, it is important to 
recognize that the LSPR peak position of metal nanostructures and the wavelength of the incident 
light source (i.e., the laser) control the hot spot intensity. An ideal nanostructure for SERS 
application should be one whose LSPR peak is longer than but close to the wavelength of the laser 
source. In this context, for trace explosive detection, laser excitation with low energy photons (e.g., 
785 nm) is a prerequisite to avoid sample decomposition. According to our DDA calculations, the 
LSPR dipole peak of ~42 nm Au TNPs was at 781 nm (Figure 3.2D, black curve). The LSPR 
dipole peak of our Au TNPs attached onto flexible adhesive films appeared at ~820 nm (Figure 
3.2D, red curve). This ~40 nm red-shift in dipole peak position of TNPs compared to DDA 
calculations could be due to near-field plasmonic coupling between randomly distributed and 
oriented Au TNPs, as shown in Figure 3.2B. Furthermore, LSPR dipole peak of Au TNPs at ~820 
nm makes them ideal SERS substrates for low energy laser excitation as compared to Ag 
nanoparticles, which display an LSPR peak <600 nm and have been previously studied for SERS 
applications48-50. 
 Because TNT is a very commonly used military grade high explosive and it also serves as 
a reference of explosive power, we used it as a model system to investigate the detection, 
identification, and quantification capabilities of our SERS nanosensor. Figure 3.2E shows Raman 
spectra detailing parts of the nanosensor and the responses that were collected as following: (a) 
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bare transparent 3M adhesive film, (b) 6.0 microliter (µL) of a 1.0 millimolar (mM) TNT solution 
in methanol drop-casted on adhesive film, (c) only the SERS nanosensor, and (d) 6.0 µL of a 1.0 
mM TNT solution drop-casted on the SERS nanosensor.  
 
 
Figure 3.2. Spectroscopic and theoretical characterization of developed sensor. (A) Low 
magnification SEM image of our SERS nanosensor (1.0 µm scale bar). (B) High magnification 
SEM image of the expanded region of the nanosensor shown in dotted box in (A). Scale bar is 100 
nm. (C) DDA simulated EM-field for a TOA-coated Au TNP (42 nm edge length, 8 nm thick); 
TNP is denoted by the triangle overlay. The EM-field is presented in the surface plane of the TNP 
in both primary modes and resulted from excitation with 785 nm linear polarized light as used with 
the SERS measurements reported. (D) Experimental LSPR spectra of Au TNPs self-assembled 
onto 3M adhesive tape (red curve) and their DDA-simulated spectrum (black curve). (E) 
Comparison of Raman signals under different experimental conditions: bare transparent 3M 
adhesive tape (a), total 6.0 µL of 1.0 mM TNT solution drop-casted on 3M tape (b), bare SERS 
nanosensor (c), total 6.0 µL of methanol drop-casted on SERS nanosensor (d), and total 6.0 µL of 
1.0 mM TNT solution in methanol drop-casted on SERS nanosensor (e). Scale bar represents 
counts per second. 
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The nanosensor demonstrates significant enhancement in characteristic Raman peak intensities 
of TNT at 1380 (C-N stretch), 1240 (benzene ring), 1130 (CH3 deformation), 1010 (symmetry 
aromatic stretch), and 860 cm-1 (NO2 scissoring) as compared with TNT on just 3M adhesive film. 
Figure 3. 3. (A-E) providing additional SERS spectra utilized for EF calculation. Our 
experimentally observed Raman peaks were slightly shifted as compared to normal Raman 
vibrational modes of bulk TNT, which could be due to changes in orientation of TNT molecules 
upon adsorption onto (111) planes of Au TNP during slow solvent evaporation. Finally, we 
experimentally calculated the EF of our nanosensor to determine the SERS performance and it 
found to be ~6 x 106. For additional information concerning experimental EF calculation, please 
see the materials and methods section and Figure. 3.3. To the best of our knowledge, this is the 
highest value reported in the literature for Au nanostructure-based, flexible SERS nanosensors. 
However, we are not certain of the reason for the nearly three orders of magnitude difference 
between the experimentally determined and DDA-calculated SERS EF of our nanosensor. Perhaps, 
one possible reason for this deviation could be an overestimation of the number of TNT molecules 
(NSERS, 2.9 x 10
5) that were present on the surface of Au TNPs. Furthermore, the highest SERS 
enhancement value from the DDA calculations was obtained at the tips of TNP in contrast to the 




Figure 3.3. Spectroscopy analysis of various components in the SERS nanosensor: (A) Raman 
spectrum of 3M adhesive tape, (B) Raman spectrum of 3M adhesive tape containing 6 μL of 1.0 
mM TNT solution, (C) SERS spectrum of our nanosensor, (D) 6 μL methanol drop-casted on 
SERS nanosensor, and (E) 6.0 μL of a 1.0 mM TNT solution drop-casted on SERS nanosensor. 
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3.4.2 Selectivity of SERS Nanosensors. 
 An analytical technique with extremely high selectivity is of paramount importance for 
homeland security applications because most items of evidence are either impure or may contain 
many interferents. In most trace analytes detection, defining selectivity at a very low concentration 
provides an added advantage for label-free analytical techniques in comparison to traditional 
methods such as GC-MS and electrochemistry that require fairly large number of samples. In this 
context, TNT samples are often contaminated with trinitrobenzene (TNB) and dinitrotoluene 
(DNT). To investigate the selectivity, a 6.0µL, 100 fM solution of either TNB or DNT was drop-
casted onto SERS nanosensors and the Raman spectra were acquired. Figure 3.4A illustrates a 
comparison of SERS spectra of TNB, DNT, and TNT. Though the frequency and intensity of 
vibrational bands are visibly different in each spectrum, we performed principle component (PCA) 
and discriminant (DA) analyses for specificity testing and precise differentiation between these 
compounds. As shown in Figure 3.4B, the variation between these three nitrobenzene derivatives 
in SERS spectra was well described by PC 1 (70.1% of total variance) and PC 2 (24.5% of total 
variance). The first two PCs (cumulatively 94.6% of total variance) readily separated the 
compounds. DA analysis using PCs 1 and 2 resulted in 100% classification accuracy, with all 
spectra being predicted with a probability of 1. Taken together, our label-free SERS 
characterization demonstrates excellent classification capacity. 
 
Figure 3.4. (A) Representative SERS spectra acquired using the nanosensor from 100 fM of: (a) 
TNT, (b) TNB, and (c) DNT at 1380 cm-1 (purple box). (B) Plot of PCA scores for SERS at 100 
fM concentration of TNT (blue spheres), TNB (red triangles), and DNT (black square). DA 
classified 100% of spectra correctly. Here n= 18, DA prediction 100%. 
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3.4.3 Reproducibility of SERS Nanosensors 
For any type of a label-free sensing approach, reproducibility in SERS nanosensors fabrication 
and long shelf life are prerequisites for accurate analytical measurement and for bringing the 
technology forward for real world applications. We have adopted two different reproducibility 
tests for our SERS nanosensor for trace explosive detection: (1) Analyze multiple spots in the same 
nanosensor (i.e., spot-to-spot variation) and (2) measure the SERS characteristics of multiple 
nanosensors (i.e., batch-to-batch variation). In the first reproducibility test, SERS spectra from 
nine randomly selected spots of a single nanosensor were collected using TNT as a standard 
explosive at 1.0 µM concentration. A negligible variation of SERS intensity was observed with 
the relative standard deviation (RSD) determined to be 2.7% (Figure 3.5A). This value is better 
than other flexible SERS nanosensors constructed with adhesive tape51and with other substrates20, 
52-55including those used for explosive detection. In the second reproducibility test, four SERS 
nanosensors were prepared from four different batches of Au TNPs and SERS spectra were 
collected from four randomly selected spots on each nanosensor. As illustrated in (Figure 3.5B). 
stability/shelf life of our SERS nanosensors under normal laboratory storage conditions but 
protected from prolong light exposure. In this case, we also formulated two different approaches: 
Firstly, a 6.0 µL 1.0 µM of TNT solution was drop-casted onto six randomly selected spot of a 
nanosensor and the SERS spectrum were collected each day for an entire month. Figure 3.5C 
shows SERS peak intensity at 1380 cm-1 as a function of day where a small difference in intensity 
was observed with 3.1% RSD. Secondly, we prepared twenty SERS nanosensors from five 
different batches of Au TNPs at once, and SERS spectra were collected weakly using one 
nanosensor. Importantly, only 3.5% RSD (Figure 3.5D) was observed over the course of five 
months. We believe that such extraordinary characteristics of our SERS nanosensors arise from 
the programmable fabrication approach we adopted along with the high stability of Au TNPs under 
normal laboratory storage conditions. Taken together, our results demonstrate the outstanding 
reproducibility and shelf life of SERS nanosensors that will be crucial for future technological 
development. Furthermore, the long shelf life is very encouraging, specifically for the analysis of 
explosive residue in field blast samples when the nanosensor-containing explosive residue will be 
stored and analyzed days later from the sample collection location.   
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Figure 3.5. Histograms of SERS intensity of TNT at 1380 cm-1 collected from: (A) 9 randomly 
selected spots on a particular nanosensor; (B) four randomly selected areas of four different 
nanosensors (1-4, 5-8, 9-12, and 13-16), which were prepared from four different batches of Au 
TNPs; (C) one SERS nanosensor over an entire month; (D) 20 individual nanosensors over the 
course of 5 months. The error bars in (C) and (D) represent measurements from six spots each.  
3.4.4 Detection, Quantification, and Classification of TNT, RDX and PETN Using SERS 
Nanosensors 
With proven selectivity and reproducibility, we now investigate the feasibility of use of our 
SERS nanosensors for quantitative detection of TNT as a standard explosive. We prepared a TNT 
solution in methanol over the range of 1.0 mM to 100 fM through serial dilution. A 6.0 µL solution 
of a particular concentration was drop-casted on three different spots and two different 
nanosensors. Figure 3.6A shows the SERS spectra for different TNT concentrations where the 
low standard deviation of the Raman peak intensity supports exceptional reproducibility in our 
fabrication. Furthermore, a wide linear range spanning eight orders of magnitude (Figure 3.6B), 
105 to 10-2 nM) between the TNT concentration and the Raman peak intensity was observed. The 
LOD was determined using a more sophisticated equation and found to be ~0.9 parts-per-trillions 
(ppt) (see Supporting Information for detail LOD calculation). Importantly, we were able to 
quantify TNT at 100 fM concentration with signal-to-noise ratio of 5.9. The sensitivity of our 
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SERS nanosensor is at least two orders of magnitude better than another Au nanostructure-based 
SERS nanosensors (see Table S2). We believe this excellent sensitivity is because of the strong 
EM field enhancement of Au TNPs at their sharp tips and edges. Furthermore, our detection 
technique provides multiple advantages over conventional and well-established analytical methods 
such as GC-MS, ion-mobility MS, electrochemistry, and fluorometry that require large sample 
amounts, expensive sample processing, a specific laboratory environment, and labeling.  
RDX and PETN are also commonly used in acts of terror but only six and two SERS-based 
detection reports, respectively, are available. Furthermore, the literature methods not only suffer 
from poor sensitivity, but because the use of Klarite substrate, the advantages of flexibility and 
adhesive properties are diminished versus our SERS nanosensor. Therefore, there is an unmet need 
to develop an ultrasensitive nanosensor that is capable of detecting and quantifying these 
explosives along with an efficient sampling process, which better would expand potential 
applications of SERS nanosensor. With this aim we were able to quantitatively measure RDX and 
PETN utilizing SERS nanosensors with LODs of 56 and 56 ppq, respectively. Figure 3.6C-F show 
Raman spectra and calibration plots for RDX and PETN. Strikingly, RDX and PETN display an 
unprecedentedly large linear range spanning ten (105 to 10-4 nM) and nine (104 to 10-4 nM) orders 
of magnitude between the concentration and the Raman peak intensity. To rationalize an ~15-fold 
better sensitivity for either RDX or PETN in comparison to TNT we proposed a simple adsorption 
model of these explosive onto (111) facets of Au TNP (Figure 3.6G-I). TNT is a planar and rigid 
molecule, and thus the adsorption onto Au TNP surface requires TNT to be flat. Under this 
circumstance, number of TNT molecule per nm2 surface area is expected to be low if one would 
envision multiple flat Au-N interactions. In contrast, RDX and PETN molecules are capable of 
forming multiple Au-N interactions without occupying a large surface area because of the high 
degree of flexibility in their molecular structure, which could result in more molecules effectively 
adsorb onto the TNP surface. Nevertheless, the sensitivity (3.1 femtogram) we achieved for either 
RDX or PETN is at least three-orders of magnitude better than current literature reports  
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Figure 3.6. SERS spectra of (A) TNT from 1.0 mM to 100 fM, (B) RDX from 1.0 mM to 10 fM, 
and (C) PETN from 100 M to 10 fM concentration range on flexible and adhesive SERS 
nanosensors. The plot of SERS intensity as function of (D) TNT and (E) RDX (at 1380 cm-1), and 
(F) PETN (at 1570 cm-1) versus explosive concentration on logarithm scale. The dashed lines 
represent the linear concentration ranges. Average SERS intensity was determined from 6 
measurements. (G-I) Schematic illustration of physorption of the three different explosive 







(G, TNT) (H, RDX) (I, PETN) 
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Next, we performed chemometric analysis to develop univariate calibration plots for TNT, 
RDX, and PETN for Raman peaks at 1380, 1380, and 1570 cm-1, respectively. PCA loadings 
exhibited a very high magnitude at these positions in agreement with the high intensity, 
concentration dependence, and absence in the blank of these peaks. Multivariate calibration in the 
100 fM to 100 μM concentration range with partial least square (PLS) corroborated the univariate 
calibration curves, but PLS did not provide improvement under these conditions (PLS calculation 
not shown). At the reported limit of quantification of 100 fM, PCA and DA were highly effective 
in separating the blank, PETN, RDX, and TNT, as shown in Figure 3.7A. The variation described 
by PC 1 (58.2% of total) distinguished TNT and RDX from the blank and PC 2 (27.9% of total) 
differentiated PETN from the Blank. DA using the 3 PCs yielded a 100% prediction accuracy. 
This is representative of our sensor ability to discern the blank from the analytes in the investigated 
range of 100 fM to 100 M using PCA and DA. 
Classification of RDX, TNT, and PETN using the reported sensor was highly effective, 
resulting in greater than 98% classification accuracy from DA (8 PCs, n=180) of the normalized 
SERS spectra of RDX, TNT, and PETN across the entire concentration range tested, i.e., 100 fM 
to 100 μM (Figure 7B). Due to the similarity of TNT and RDX SERS spectra in the 400 cm-1 to 
2000 cm-1 range, the PCs that most strongly differentiate TNT and RDX yield very small amounts 
of variation, PC 5 (3.3%) and PC 8 (1.4%). The dominance of PCs 5 and 8 in the differentiation 
of TNT and RDX and in the structure of Canonical 2 is evident in the scoring coefficients. PC 5 
and 8 also provided the most obvious visual division of TNT and RDX in three-dimensional PCA 
plots of the normalized spectra from 100 fM to 100 μM (not shown), which is a rational based for 
the role they play in structuring canonical 2. PC 1 (61.9 % of total variance) is the primary 
contributor to Canonical 1 and provides the differentiation of PETN from RDX and TNT. Three 
1.0 nM RDX spectra were misclassified as TNT by DA of the normalized spectra from 100 fM to 
100 µM. This misclassification is visually attributable to the abnormally high intensity of the 1075, 
1130, and 1325 cm-1 peaks, which were not present in the blank, making the misclassified spectra 
characteristic of higher concentrations of TNT. The 1130 and 1325 cm-1 regions have intense 
loadings in PCs 5 (both) and 8 (1325 cm-1) corroborating the observations concerning the role of 
these peaks in misclassification due to the importance of PCs 5 and 8 for the differentiation of 
RDX and TNT. Colocation of a PETN peak at 1075 cm-1 obscured the effect of this peak on 
misclassification in the PC Loadings. This misclassification did not occur in pairwise DA of 
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PETN/RDX, PETN/TNT, and RDX/TNT (n = 120) from 100 fM to 100 µM. Pairwise DA resulted 
in 100% classification accuracy for all spectra and the previously misclassified spectra were 
predicted with a probability of one. Taken together, detection, quantification, and classification of 
three explosives by our experimental measurement using Au TNP-based SERS nanosensors and 
our statistical investigation using chemometric will open new opportunities for trace explosive 
detection. 
 
Figure 3.7. (A) PCA scores plotted at the 100 fM LOQ for SERS of RDX (red), TNT (green), 
PETN (blue), and blank (black) using the SERS nanosensor. Inset, DA classified 100% of spectra 
correctly, all with a probity of 1, using PCs 1-3 (91.7% of total variance). (B) DA canonical biplot 
(left and bottom axis) for SERS from 100 fM to 100 µM showing differentiation of RDX (red), 
TNT (green), and PETN (blue). DA coefficient loadings ray plot (top and left axis) for PCs 1-8 
used in DA. Inset, DA classified 98.3% of spectra correctly, using PCs 1-8 (93.6% of total 
variance). 
3.4.5 Direct Sampling of TNT and PETN on Fingerprints Using SERS Nanosensors 
We expected that one of the unique aspects of our flexible and adhesive SERS nanosensor 
would be efficient sampling from real-world surfaces by placing the nanosensor on top of the trace 
residue without the need of any solvent wetting and swabbing steps. To test our assumption, here 
we demonstrated direct sampling of T3.NT from fingerprints that were prepared by thumb pressing 
TNT powder onto glass slides. Figure 8A illustrates Raman spectra of TNT after transferring the 
solid residue from glass and that the symmetric –NO2 Raman vibrational stretch of TNT is clearly 
n = 24 
DA Prediction 100% 
n = 180 
DA Prediction 98.3% 
A B 
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visible even from the 10th slide. Clearly, trace amount of solid was transferred from coverslip to 
nanosensor unequivocally proving a very effective sample collection strategy with our SERS-
based sensing approach. It is important to mention that the lack of linearity in the Raman signal 
versus glass coverslip number (Figure 3.8B) originates because the nature of transferring solid 
residue from one coverslip to another through pressing is not identical. Finally, as shown in Figure 
3.8C and D, we also analyzed PETN from fingerprint samples because no such study is currently 
available for this explosive with results showing nearly similar characteristic of trace detection as 
TNT. Taken together, the demonstrated sample collection efficiency and trace detection of solid 
explosive residue is a step forward for successful application of our flexible and adhesive SERS 
nanosensors in both homeland and military applications. 
 
Figure 3.8. SERS nanosensor spectra of (A) TNT and (C) PETN collected by transferring 
fingerprint explosive residue from glass to SERS nanosensors. The top and bottom spectra are 
number 1 and 10 glass slides in which explosives powder was transferred from 1 to 2 to higher 
number slides through subsequent thumb pressing. The plot of SERS intensity (B) TNT (1380 cm-





In summary, we have developed an ultrasensitive SERS nanosensors for trace explosive 
detection by self-assembling Au TNPs onto a commercially available, flexible and adhesive 
substrate through a programmable stamping method. This level of versatility has not been 
previously demonstrated in nanosensor-based explosive detection. By utilizing SERS nanosensors, 
we quantitatively detected TNT, RDX, and PETN from standard solutions with LODs as low as 
of 56 ppq, which is the highest sensitivity ever reported in the literature for trace explosive 
detection. We hypothesize that such outstanding sensitivity arises from the strong EM field 
enhancement of TNPs at their sharp tips and edges. Importantly, our demonstrated selectivity 
through experimental SERS characterizations and statistical calculations provides unique ability 
of our nanosensors to distinguish various types of explosives. Notably, the SERS nanosensors 
showed unprecedentedly high stability and shelf life with the RSD values of Raman signal of 
<4.0%. Furthermore, the direct sampling efficiency of our nanosensors on fingerprints from glass 
will obviate the need of the swabbing technique, which requires a wet surface for extraction of 
solid explosive residue and is currently very commonly used at the airports for screening purposes. 
We believe our flexible and adhesive SERS nanosensor will have the ability to collect trace 
amounts of sample from field blast residue and thus greatly improve explosive detection and 
instant analysis in homeland security applications when coupled with portable Raman 
spectrometers. Additionally, use of commercially available inexpensive adhesive substrate could 
potentially allow large scale, low-cost production of SERS nanosensors. Finally, our SERS 
nanosensors for trace explosive detection can successfully be used for other chemical detection 
such as pesticides reside on fruits and vegetables, forensic drug analysis, and biological sensing 
(e.g. DNA and microRNAs), thus opening new avenues in measurement science.  
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CHAPTER 4 PROGRAMMABLE ASSEMBLY OF PLASMONIC 
GOLD TRIANGULAR NANOPRISMS BASED ON THE SUBSTRATE 
PROPERTY FOR HIGHLY SENSITIVE SERS BASED EMERGENCY 
ROOM PATIENT PLASMA ASSAY. 
4.1 Synopsis 
Today, the use of illicit drugs has been a long-standing problem in American society1-4. It is 
very crucial to have an efficient and accurate diagnosis method for drug toxicology screening in 
the emergency room. It is an unmet requirement to develop widely applicable, nondestructive, 
highly sensitive, less costly, quantitative, analytical techniques for an efficient diagnose of illicit 
drug at the emergency room patient samples.  Herein we have reported effective surface-enhanced 
Raman scattering (SERS) substrate using gold triangular nanoprisms (Au TNPs) for highly 
sensitive, selective assaying technique of drug screening directly in-patient plasma. This self-
assembly of Au TNPs achieved by using simple droplet evaporation method based on the surface 
properties (hydrophilicity and hydrophobicity) of the substrate. Accordingly, we have achieved 
programmable highly dense homogeneous 2D, 2D/3D or 3D supper lattice array by assembling 
polyethylene glycol (PEG60-SH) functionalized Au TNPs on to the (3-aminopropyl)-
triethoxysilane, (APTES), n-octyl-triethoxysilane (OTES) or phenyl-triethoxysilane (PTES) 
functionalized substrates respectively. Further, this efficient substrate was used for assaying three 
different types of analytes, including Opiates- Fentanyl, Coca Alkaloids- Cocaine and 
Cannabinoids- JWH-O18 and achieved the 130, 32.3 and 118.9 ppq sensitivity respectfully. 
Finally, the developed substrate was executed for the ultrasensitive SERS based detection of 
fentanyl and cocaine in parts per trillion (ppt) level by directly using only 10% diluted, 6 µL 
emergency room patient plasma samples without further purification. Also, we have further 
confirmed the high selectivity of the assay for the targeted analytes by detecting different patient 
samples which do not contain the target analytes. Taken together, the demonstrated sensitivity, 
selectivity, and reliability of the measurements as well as with the excellent reproductivity of our 
SERS based assay, obviate the need for complicated sample processing steps and easy to execute 
even with basic knowledge. We believe this newly designed sensor will be highly beneficial in 
efficient the battle of “war against drugs,”. 
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4.2 Introduction 
Today the United States faces expanding difficulties in public health and national security 
because of the critical increment in the production, carrying and maltreatment of controlled 
substances1-4. The center for disease control and prevention (CDC) has reported 64,000 mortalities 
from drug overdoses in year 2016 was reported. Further they have expected increases in opioid 
overdoses of 30% in 45 states of the Unites States and 70% in the Midwest alone5-13. Further along 
with fatalities drugs are implicated in other criminal justice issues such as assaults, probations and 
parole violations and driver impairment14. Therefore, herein this report we address the unmet 
requirement of the development of widely applicable, nondestructive, highly sensitive, less costly, 
quantitative, analytical techniques which are able to detect and quantify drugs directly in few 
microliters of human plasma.  
Usually in the Emergency Department where the diagnosis and treatment in an acute setting 
take place, it is often important to know if the patient’s clinical condition can be explained by 
effects of drugs-of-abuse (DOA) or therapeutic medications15. Here toxicology screening is carried 
out using different methods including immunoassays16-20 and chromatography-based21-24 assays to 
detect DOA and therapeutic drugs in various biological samples such as plasma. However, these 
analytes mostly take place in central facilities and the process is quite time consuming and 
expensive, depending on laboratory techniques. Also, most cases require trained personnel for the 
analysis15. Further toxicological analysis of unknown drug is extremely challenging because of the 
interference of the biological matrix and lack of available antibodies25. Among excessively use 
opiates fentanyl analogous26-29 and synthetic cannabinoids such as JWH-01830-31 is extremely 
challenging to detect in ultra-trace levels. According to the Controlled Substance Act, fentanyl has 
been progressively used as an adulterant in illicit substances, such as coca alkaloids cocaine32. 
Also, they are extremely powerful where 10 ppb level in blood is considered to be fatal32. 
Altogether, lack of efficient, highly sensitive, highly accurate, technique for emergency room drug 
detection implicated in the sharp expansion of drug related deaths in all around the world. 
The Scientific Working Group for Forensic Toxicology has reported (SWGTOX), the 
development of sensing application for forensic toxicological applications should be enriched with 
the prerequisite of sensors including sensitivity, selectivity, specificity and reproducibility. Herein 
we proposed Raman instrument-based analysis technique to achieve the above-mentioned criteria. 
Raman spectroscopy observes the vibrational frequency mode which provides characteristic 
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spectrum of molecular fingerprint. This unique spectrum can be utilized to develop a highly 
selective detection and quantification method. However, Raman effect itself is fairly weak33-35 
which avoids usage in forensic toxicology applications which require the detection of parts per 
billion (ppb) or even smaller analytes. In order to amplify the Raman signal, target analyte needs 
to be in contact with a metallic nanoparticle (NPs) which results in surface enhanced Raman 
scattering/Spectroscopy (SERS)36.  Here NPs is considered as a SERS substrate and localized 
surface plasmon property (LSPR) of the NPS causes the signal amplifications when the resonance 
frequency of collective oscillations of conductive electrons of the metallic nanoparticles matches 
with the incident photons37. The LSPR property of the metallic nanoparticles create strong 
electromagnetic field enhancement (“hot spots”) around the nanoparticles38-41. If we can increase 
the number of hotspots on by bringing NPs closer in 3D packing, it will provide the potential to 
enormously enhance the normal Raman signature. 
Self-Assembly of nanoparticles into 2D or 3D array is the best way to attain such supper 
substrate to achieve high enhancement of Raman signature42-45. In this study we have utilized the 
Gold triangular nanoprisms (Au TNPs) as anisotropic structure for suitable self-assembled 
superstructures due to their possibility of tailoring strong EM field enhancement at sharp edges 
and tips based on the local density and Au TNPs orientation on to the substrate which further 
enhance the collective plasmonic properties46-56. The biggest challenge of assembly of plasmonic 
nanoparticles is to achieve more uniform 2D or 3D superlattice array in millimeter scales where 
they can be easily adopted for SERS based applications. Droplet evaporation is the most commonly 
executed self-assembly process due to their wide applicability and the cost effectiveness57-62. 
However, obtaining the uniform distribution by pinning and depinning of the contact line, also so-
called coffee ring effect, is normally implemented to pattern the solute on surfaces63-67. Previous 
literature has reported different approaches to overcome one or the other obstacle. However, here 
we mainly focus on all the factors that control the self-assembly process such as particle–particle 
interaction, particle–suspension interaction, and droplet–substrate interaction to achieve 
homogenous programmable self-assembly of Au TNPs63. 
Herein we have executed simple effective droplet evaporation based self-assembly by 
controlling the surface properties of Au TNPs and by regulating the hydrophilicity and 
hydrophobicity of the substrate. Finally, we have achieved programmable highly dense 
homogeneous 2D, 2D/3D or 3D supper lattice array by assembling polyethylene glycol (PEG60-
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SH) functionalized Au TNPs on to the APTES, ODTS or PMTS functionalized substrate. Further 
we utilized the developed substrate as SERS substrate for the trace level detection of Opiates- 
Fentanyl, Coca Alkaloids- Cocaine and Cannabinoids- JWH-O18 as analytes and achieved the 
130, 32.3 and 118.9 ppq sensitivity respectfully. Finally, the developed substrate was executed for 
the ultrasensitive SERS based detection of fentanyl and cocaine in parts per trillion level by 
directly using only 6 µL emergency room patient plasma samples without further purification. 
Also, we have proved the high selectivity of the assay for the targeted analytes by detecting 
different patient samples which do not contain the target analytes. 
4.3 Material and Methods 
4.3.1 Methods 
Chemicals. Chloro(triethylphosphine) gold (I) (Et3PAuCl, 97%), poly(methylhydrosiloxane) 
(PMHS, Mn = 1700-3300), triethylamine (TEA, 98%), ACS grade acetonitrile (CH3CN, 99.9%), 
methanol (99.8%), (3-aminopropyl)-triethoxysilane, APTES, 94%), were purchased from Sigma-
Aldrich, and Phenyl-triethoxysilane (PTES) and  n-octyl-triethoxysilane 98% (OTES) were 
purchased from Gelest Inc. Ethanol (alcohol 190 proof) was purchased from Decon laboratories. 
Glass coverslips (Cat. No. 12548C) were purchased from Fisher Scientific and silicon wafer were 
purchased from UniversityWafer. RBS35 Detergent was obtained from Thermo Scientific and 
used as received. A fisher Scientific Barnstead Nanopure system was utilized to achieve water 
Purity at 18.2 MΩ-cm and the same Nanopure water was used for all cleaning processes. Separate 
drug solution of Fentanyl, Cocaine D3 and JWH-018 were purchased from fisher scientific. 
4.3.2 SERS Measurements 
For this study we used the exact same instrumentation utilized in chapter 3. 
4.3.3 Spectroscopy and Microscopy Characterization 
 Absorption spectra were collected using Varian Cary 50 Scan UV-visible spectrophotometer 
in the range of 300- 1100 nm. Absorption spectra of TEA capped Au TNP solutions were obtained 
by diluting 0.3 mL of reaction solution to a final volume of 2.0 mL with acetonitrile in a 1 cm 
100 
quartz cuvette. Acetonitrile was used as a background in each run before collecting the absorbance 
spectra. The UV- visible spectra of solid state self-assembled coverslips of TEA capped Au TNPs 
and after ligand exchange with PEG60-SH were obtained in air and for that plain silanized coverslip 
in air was used as a background. The UV- visible spectra of PEG60-SH functionalized Au TNP, 
after liftoff was obtained in ethanol medium and ethanol was used as background in each run 
before collecting the absorbance spectra. Scanning electron (SEM) and Transmission electron 
(TEM) microscopy techniques were used to determine the average edge-length of gold nanoprisms 
used in our SERS nanosensor fabrication. 
4.3.4 Synthesis of Gold Triangular Nanoprisms (Au TNPs) 
 Au TNPs were synthesized according to our published method with minor modifications where 
we utilized a different stabilizing agent than the previously reported method in chapter 2.3.3.46-56. 
Briefly, Et3PAu(I)Cl (0.010 g) was dissolved in 20 mL of purged acetonitrile and stirred for 5 min 
at room temperature followed by addition of 0.019 mL of TEA and then the reaction mixture was 
gradually increased in temperature , to reach 40 ℃, Once at 40 ℃   0.3 mL of PMHS were added. 
Then the Au TNP formation was allowed to proceed at this temperature. During this time the color 
of the solution changed from colorless to pink, purple blue and then to a deep purple color. The 
reaction mixture was monitored through UV-visible absorption spectroscopy to follow the dipole 
peak position (λLSPR) of Au TNPs. The reaction mixture was removed from heat once the dipole 
peak reached 800 nm in acetonitrile, which represented average edge-lengths of 42 nm. The edge-
lengths were confirmed by SEM analyses. 
4.3.5 Silanization of Glass Coverslips 
 For the salinization process we followed the same procedure published in chapter 2.3.2.  
4.3.6 Silanization of Silicon Wafer 
  Silicon wafer was first cut into 25mm*25mm squares and incubated in a solution containing 
7:3 concentrated sulfuric acid (H2SO4) and hydrogen peroxide (H2O2) for 30 minutes. The 
coverslips were then thoroughly rinsed with nanopure water and further incubated in a solution 
containing 5:1:1 nanopure water, ammonium hydroxide (NH4OH) and hydrogen peroxide (H2O2) 
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and sonicated in that solution for an hour. Then the coverslips were thoroughly rinsed with copious 
amount of nanopure water and placed in a vacuum oven at 60 ℃ overnight. Next the cleaned 
coverslips were immersed in a 15% APTES/PTES/OTES solution in ethanol for 30 min, and then 
sonicated for 15 min followed by five time rinsing with ethanol. Finally, these 
APTES/PTES/OTES functionalized coverslips were dried in a vacuum oven at 120 0C for 3 h. 
4.3.7 Preparation of SERS Nanosensors and Drug Detection 
 The preparation of SERS nanosensor is described in Figure 4.1. Au TNPs with ~42 nm edge 
lengths were synthesized as explained in section 4.3.6. Then APTES-functionalized glass 
coverslips were incubated four an hour in freshly synthesized Au TNPs in order to self-assemble 
a layer of Au TNPs on the glass coverslips. The Au TNP-bound coverslips were washed thoroughly 
with acetonitrile to remove loosely adsorbed organic compounds (PMHS and TEA) and dried 
under nitrogen flow. After drying, 3M adhesive tape was placed on the Au TNP-containing glass 
substrate, pressed gently with the thumb, and removed at a 900 angle to remove the truncated 
structures and the aggregated AuTNPs. Once there is a nice assembly of Au TNPs on the 
substrates, the coverslips were incubated in 1 mM PEG60-SH solution for overnight. The obtained 
LSPR peak (before and after functionalization) were utilized to ensure the functionalization. After 
that, the functionalized Au TNPS containing coverslips were placed in a glass container with 2 mL 
of ethanol to cover the coverslips and sonicated for 3-5 minutes. During the sonication, the 
PEG60SH functionalized Au TNPs were easily lifted off into solution due to the Au-TNPs were 
self-assembled to APTES functionalized coverslips via Au-NH2 weak bond. We added 
functionalized Au TNPS containing coverslips into the same solution until desired LSPR intensity 
of the solution obtained. Finally, collected PEG60SH functionalized Au TNPs containing ethanol 
solution was subjected to the ultracentrifugation (10 minutes at 13,000 rpm) to precipitated out the 
functionalized Au TNPs. The solution was decanted and the functionalized Au TNPs were then re 
dissolved in fresh ethanol (1 mL) solution and same procedure was carried out 4-5 times to make 
sure that excess PEG60-SH is removed. After the final wash, all the ethanol was evaporated and 
the separated PEG60-SH functionalized Au TNPs were dissolved in 100 µL of nanopure water 
and sonicated for 5 minutes to avoid aggregation.25 µL of the  solution was drop casted on each 
substrate and was covered with a plastic lid  overnight to make the sensor via slow evaporation 
method.  
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 Once the substrate was prepared, the drug (Fentanyl, Cocaine and JWH-018) concentration 
series was prepared in 10% human plasma in RNA’s free water. 6 µL of sample solution was drop 
casted on to the developed sensor (2 µl X 3) and was left to dry overnight. Then SERS spectrum 
of each concentration were obtained. 
 For the patient sample analysis, same procedure was carried out. Accordingly, 6 µL of patient 
sample were diluted to make 10% plasma solution and the sample were introduced to the 
developed sensor via drop cast technique. 
4.3.8 Analytical Enhancement Factor Calculations 
 We followed the literature procedure to determine the analytical EF of the nanosensor which 
was prepared on an OTES substrate.  
 According to the literature, the analytical enhancement factor (AEF) of a 3D self-assembly of 
Au TNPs can be estimated using the Equation 1. Here we utilize the ratio between the SERS 
intensity for the selected concentration of the analyte (fentanyl) (ISERS) and the corresponding 






                                                                                                            (4.1) 
CSERS and CRS are the concentrations of the analyte (Fentanyl) in the SERS and Raman 
experiments, respectively. Here, we selected for ISERS the obtained intensity of 1334cm
-1 peak, 
6209 at 10-10 M concentration for IRS, intensity of 97 at 10
-3 M concentration. Accordingly, we 
have estimated 6.4 x 108 AEF for the developed 3D assembly of Au TNPs on the OTES substrate. 
4.4 Results and Discussion 
In this chapter we report a simple droplet evaporation technique for the thermodynamically 
driven self-assembly process for Au TNPs by controlling the substrate property to obtain the highly 
sensitive 2D and 3D array for SERS Based Emergency room patient plasma assay.  
Here in Au TNPs were used as the building blocks for the self-assembly process and 
synthesized using previously reported well establish method of our lab in which triethyl amine 
(TEA) was used as a capping agent. Detail synthesis procedure has been explained in the 
experimental section. After the synthesis, Au TNPs were transferred on to the solid substrate using 
APTES functionalized glass coverslips. However, TEA a C 2 hydrophobic straight-chain tertiary 
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amine does not facilitate the self-assembly process due to the nonexistence of attractive forces. 
Therefore, as shown in (Figure 4.1A) we subjected solid state ligand exchange of TEA capped 
AuTNPs with Poly (ethylene glycol) thiol (PEG60 -SH) average Mn 2,165 via overnight incubation 
in a 1 mM concentration. PEG60 -SH gradually replaced the TEA due to high affinity of Au-S 
bond. During this process we have investigated the effect of Poly (ethylene glycol) thiol chain 
length and the concentration (data is not reported) and optimized that 1 mM concentration PEG60 
-SH has provided most efficient effective ligand exchange. 
After the ligand exchange the properties of the solid-state substrate was determined by 
using Surface Enhanced Raman Spectroscopy as shown in Figure 4.11Ba.TEA capped Au TNPs 
has very distinguished peak around 1035 cm-1 and that peak has completely disappeared after 
PEG60-SH functionalization which proves the 100% ligand exchange after overnight incubation. 
Also, SERS stretching of C-O-C was appeared at 1100 cm-1 which further confirms the successful 
ligand exchange reaction. Further we have used localized surface plasmon references (LSPR) peak 
changes upon ligand exchange to confirm the ligand exchange and accordingly LSPR peak has 
shown apparent 80 nm redshift and additionally FWHM of the peak has been increased upon 
PEG60 SH binding Figure 4.1Bc. That further provides evidence of successful ligand exchange 
process.  
In order to achieve effective self-assembly process via selective evaporation, the PEG60-
SH functionalized Au TNPs needed to be transferred from solid state to solution phase. For this 
we have executed the simple lift off technique via gentle sonication over few minutes. TEA capped 
Au TNPs were originally transferred on to the APTES factionalized glass coverslips by forming 
Au -N bond. It is well known that SH terminated silane forms a strong covalent bond via Au-S 
bond and that NH2 terminated alkanes are described to have a weak covalent interaction.
68-69 
Further such interaction can be destroyed using small mechanical power. Due to that, during mild 
sonication, Au TNPs detached from the glass substrate and leave to the solution phase. As 
explained in experimental section here we have covered the 25 mm* 25 mm PEG60-SH 
functionalized glass coverslips using 2 mL of reagent alcohol. Each coverslip has been sonicated 
3-5 minutes and the sonicator temperature has been controlled under 20 0C to avoid the heat 
generation during the sonication. After the lift off process the 2 mL of PEG60-SH functionalized 
Au TNPs were centrifuged at 13,000 rpm for 10 min to remove the loosely bound PEG60-SH. The 
same procedure was repeated 5-6 times to make sure no unbounded PEG60-SH existed. Before the 
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final wash UV spectrum of solution was measured and we always maintained the final 
concentration as 3 X 109. After the final wash, supernatant was carefully decanted, and solid 
substrate were carefully dried using N2 gas. Succeeding careful removal of ethanol, 25 µL of nano-
pure water was added to the tube and sonicated for few minutes to get the homogeneous solution. 
In order to study the deposition and evaporative directed self-assembly process we have utilized 
colloidal suspensions of PEG60 SH functionalized Au TNPs and three different types of 
functionalized silica substrates. Figure 1B summarizes the entire evaporation process and the 





Figure 4. 1.A SERS sensor preparation via evaporative self-assembly process. A) Shows the 
schematic representation of ligand exchange of triethyl amine (TEA) capped Au TNPs with 1 mM 
Polyethylene glycol Mw (2160) (PEG60-SH), Figure 4.1B schematically show the droplet 
evaporation in order form a self-assembly on to the substrate, Further 1B-a) summarizes the 
formation of more uniform 3D self-assembly on to the OTES functionalized Si wafer and 1B-b) 
represents the formation mixture of 2D/3D self- assembly on to the PTES functionalized substrate 
and finally 1B-c) shows the formation of uniform 2D self-assembly on to the APTES 
functionalized Si wafer. Next to each substrate the nature of the obtained assembly has shown as 
a schematic representation. Additionally, it has shown how the contact angle of the obtained self-





Recent literature has reported many evaporations based self-assembly processes for 
different shapes of nanostructures. The working hypothesis of conventional droplet evaporation 
method is mainly controlled by kinetically formed capillary forces and convective liquid flow. In 
this case nanoparticles in the droplets move until they settle on to the substrate. Three main droplet 
evaporation modes are known. The constant contact radius (CCR) mode, in here the contact line 
is pinned on the solid substrate and the droplet evaporates with constant area and fading the contact 
angle. The second method is constant contact angle (CCA) mode where the contact line keeps on 
disappearing towards the center of the droplet and during the process the contact angle remains 
unchanged. Last of all, the mixed mode which usually occurs at the end of evaporation process. 
During evaporative self-assembly process it is possible to encounter serious obstacles during the 
process such as, pinning and depinning of the contact line can be occurred also so-called coffee 
ring effect, which is normally implemented to pattern of solute on surfaces. Recent scientists found 
that coffee ring effect can be suppressed by regulating the shape, stickiness, type, charge and the 
concertation of the particles. latest research has reported that by regulating the surface property of 
nanoparticles it can be completely reverse the coffee ring effect. 
It is important to consider the leading factors which determine the transition from CCR to 
CCA mode during the evaporation in order to fully avoid the pinning dipping effect and the coffee 
ring effect in order to obtaining the effective self-assembly process. Literature has supported that 
CCR mode is prominent on a smooth hydrophilic surface and the CCA mode is prominent on a 
smooth hydrophobic surface. 
Therefore, here in our study it is reported for the first time the effective large scale 
programmable homogenous self-assembly of Au TNPs by controlling the particle- particle 
interaction particle- suspension interaction, and droplet- substrate interaction. 
As explained above we have obtained the efficient particle-particle interaction via PEG60- 
SH functionalized Au TNPs. PEG60-SH generates steric stabilization of the Au TNPs and PEG60-
SH functionalized Au TNPS are hydrophilic in nature due to the O bonds in the PEG60-SH chain.  
Further this high molecular wait PEG60-SH chain induces an additional stabilization via  the short-
range repulsive hydration forces. Besides that, this steric stabilization provides more adequate 
substrate for biological applications70-73. Since we are using PEG60 SH functionalized Au TNPs as 
colloidal suspension in water, we further introduce the steric stabilization of PEG60 SH 
functionalized Au TNPs. 
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Finally, in order to achieve the droplet substrate effect, we have used three different types 
of substrates, including n-octyltriethoxysilane (OTES) functionalized Si wafer, 
phenyltrimethoxysilane functionalized Si Wafer, (PTMS) and (3-Aminopropyl) triethoxysilane 
(APTES) functionalized Si wafer. Here, OTES functionalized Si Wafer acts as a super 
hydrophobic substrate due to the thick hydrophobic layer created by the long hydrocarbon chain 
and PTMS functionalized Si Wafer is considered to have a medium hydrophobic layer due the 
considerably shorter aromatic ring. The APTES functionalized Au TNPs is considered as the 
hydrophilic chain owing to terminal amine group. The detail explanation of substrate preparation 
is given in the experimental section. 
As shown in the (Figure 4.1C-a) the PEG60-SH capped Au TNPs creates a large contact 
angle with the ODTES functionalized Si-wafer due to the hydrophobicity nature and with less 
hydrophobic PTMS functionalized substrate they had a comparatively smaller contact angle 
(Figure 4.1C-b). When it comes to the hydrophilic APTES functionalized substrate, the contact 
angle was so small (Figure 4.1C-c). 
Finally, the droplets were covered with a plastic lid and allowed to slowly evaporate on a substrate 
at humidity of 60% −
+ 5% at room temperature. 
Further, as shown in Figure 4.1C-a-c we have measured the contact angle of the droplet 
using ramé-hart Contact Angle Goniometer and confirmed that contact angle increases with 
increasing hydrophobicity. Based on the contact angle variation here we have successfully 
obtained three different types of assembly structure. During the evaporation process of  PEG60 SH 
functionalized Au TNPs on APTES functionalized hydrophilic surface, we have obtained the 2D 
assembly and on the less hydrophobic (PTMS) substrate it was given the mixture of 2D and 3D 
assembly where more hydrophobic substrate (OTES) provided uniform ordered close 3D stacking 
on to the substrate. 
The mechanism of formation of three different types of Au TNPs were proposed according 
to the previously reported literature. Accordingly, APTES functionalized Si wafer substrate where 
the angle is closer to the contact line and is pinned on the solid substrate and the droplets evaporates 
with constant area and fading the contact angle which resulted in 2D assembly. When substrate is 
more hydrophobic, OTES functionalized Au TNPs, the CCA mode is more prominent and the 
contact line keeps disappearing towards the center of the droplet and during the process the contact 
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angle remains unchanged. Therefore, the PEG60 functionalized Au TNPs started forming 3D 
uniform stacking. In this as we are tailoring the all three interactions, particle- particle interaction, 
particle- suspension interaction, and droplet- substrate interaction, it provided the more uniform 
plasmonic 3D super lattice array. However, on the moderate hydrophobic PTMS substrate both 
CCR and CCS modes are existing, therefore it ended with a mixture of 2D and 3D assembly. 
Obtained 2D and or 3D assembly is shown in the Figure 4.2-(A-F).  
 
Figure 4. 2. The SEM images of the obtained self-assembly. Accordingly, 2D self-assembly 
obtained on APTES substrates has shown in A, B and obtained mixture of 2D/3D self-assembly 
obtained on PTES substrates has shown in C, D. Finally, 3D assembly on to the OTES substrate 
has shown in E, F. The respect scale bar represents inside the image. 
4.4.1 Developed Substrate for SERS Based Drug Analysis 
After successful optimization of the evaporative self-assembly of PEG60 capped Au TNPs the 
super plasmonic properties of the developed substrate was determined based on the vibration 
spectra obtained from the SERS. For this study we mainly focused on developing noninvasive 
highly sensitive SERS based analysis for simulated toxicology samples. For that we have selected 
the analyte based on their occurrence as forensic exhibits. Accordingly, we utilize Opiates- 
Fentanyl, Coca Alkaloids- Cocaine and Cannabinoids- JWH-O18 as analytes. Therefore, after 
preparation the 2D, 2D/3D and 3D assembly we drop casted 6 µL of 100 nM- 100 pM dilution 
series of the analyte in 10% of human plasma and let the sample be deposited on the developed 






4.4.2 Detection, Quantification, and Classification of Fentanyl, Cocaine and JWH-018 
Using SERS 
We have studied the use of our SERS nanosensors for quantitative detection of Fentanyl as a 
standard drug. As explained earlier we prepared a fentanyl solution in 10% plasma over the range 
of 1.0 mM to 1pM through serial dilution. A 6.0 µL solution of each concentration was drop-casted 
on six different nanosensors of each substrate. Figure 4.3A shows the SERS spectra for different 
Fentanyl concentrations on OTES functionalized substrate where the low standard deviation of the 
SERS peak intensity proves the exceptional reproducibility in our 3D assembly. Furthermore, a 
wide linear range spanning 10 orders of magnitude (Figure 4.3D-black squares, 106 to 10-3 nM) 
between the fentanyl concentration and the SERS peak intensity was observed. The LOD was 
determined using a more sophisticated equation and found to be 130 parts-per-quadrillion (ppq) 
(see the experimental section for detailed LOD calculation). Importantly, we were able to quantify 
fentanyl at 1 pM concentration with signal-to-noise ratio of 3.3. The sensitivity of our 3D 
assembled SERS nanosensor is at least several order magnitudes better than other Au 
nanostructure-based SERS nanosensors for opiates detection. We believe this excellent sensitivity 
is because of the strong EM field enhancement of Au TNPs at their sharp tips and the large number 
of hot spots created upon 3D self-assembly on to the OTES substrate. Additionally, Figure 4.3B 
shows the fentanyl concentrations (1 mM to 100 pM) on PMTS functionalized substrate and using 
Figure 4.3D-circles of Raman intensity vs the Fentanyl concentration plot, we calculated LOD of 
the PTES functionalized substrate as 2.4 ppt. It also showed a wide linear range spanning five 
orders of magnitude (103 to 10-2 nM) between the fentanyl concentration and the SERS peak 
intensity on PMTS functionalized substrate. We have observed comparatively large deviation of 
the standard deviation on this substrate, and we believe it’s due to the less homogeneity of the 
SERS substrates. This observation further proved our proposed mechanism of self-assembly on to 
PTES substrate where we have obtained mixture of 2D and 3D self-assembly. Furthermore, Figure 
4.3C shows the fentanyl concentrations (1 mM to 100 pM) on APTES functionalized substrate and 
we have obtained an LOD of 22 ppt using Figure 4.3 blue triangle of Raman intensity vs the 
Fentanyl concertation plot. As we expected when the self-assembly changes from 2D to 3D, a 
drastic change of sensitivity occurs. Our developed self-assembly based detection technique 
stipulates numerous rewards over conventional analytical methods which included GC-MS, ion-
mobility MS, and electrochemistry. Those well-established techniques required large amount 
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sample volumes and required particular laboratory environment and it may include expensive 
sample processing and labeling for the final analysis. 
 
Figure 4. 3. SERS spectra of Fentanyl on to the three different functional groups containing SERS 
substrate. (A) Fentanyl from 1.0 mM to 1 PM on OTES functionalized Si Wafer (B) Fentanyl from 
1.0 mM to 10 PM on PTES functionalized Si Wafer and (C) Fentanyl from 1.0 mM to 1 PM on 
APTES functionalized Si Wafer. (D) The plot of SERS intensity as function of Fentanyl C-N 
stretching at 1334 cm-1versus Fentanyl concentration on logarithm scale shows in black squares, 
red circles and blue triangles on OTES, PMTS and APTES functionalized substrate respectively. 
The dashed lines represent the linear concentration ranges. Average SERS intensity was 
determined from 6 measurements.  
 
 
After optimization of the highest SERS sensitivity of the OTES functionalized Si Wafer 
substrate we used Coca Alkaloids- Cocaine and Cannabinoids- JWH-O18 as analytes for further 
A  B  
C  D  
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detection. Synthetic cannabinoids such as JWH-018 are commonly used as a psychoactive 
substance and is associated in large with vivo toxicological effects in public health due to the less 
knowledge. Therefore, this compound is hugely associated with emergency room visits and 
mortalities74. Also, Cocaine is a highly addictive coca alkaloids stimulant and it is the most 
commonly abused drug in the United States. Many people are attracted to cocaine for the quick, 
euphoric high the drug provides. Literature has reported that the use of cocaine and cannabis either 
individually or in combination resulted in significantly higher mortality risk compared with other 
ED patients.75 Therefore we have selected these two compounds because there is an unmet need 
to develop an ultrasensitive nanosensor that is capable of detecting and quantifying these drugs 
along with an efficient sampling process, which better would expand the potential applications of 
SERS nanosensor. 
With this aim we were able to quantitatively measure cocaine and JWH-018 utilizing SERS 
nanosensors with LODs of 32.3 and 118.9 ppq, respectively. Figure 4.4A-D show SERS spectra 
and calibration plots for cocaine and JWH-018. Here we utilized the aromatic ring (C=C) stretch 
at 1586 cm-1 for calibration peak76 for cocaine and naphthalene CH stretching at 1393 cm-1 for 
JWH-018.74 Amazingly, Cocaine and JWH-018 also display an unprecedentedly large linear range 
spanning nine (105 to 10-3 nM) orders of magnitude between the concentration and the Raman peak 
intensity. This observation rationalizes the uniform 3D self-assembly of our developed sensors.  
However, among these compounds’ cocaine has shown the highest sensitivity with a ~4-fold 
increase compared to fentanyl and JWH-01. Here we proposed a simple adsorption model of these 
drugs onto (111) facets of Au TNP (Figure 4.4E-G). Among these analytes, cocaine has the 
highest number of SP3 C compared to the more planar and rigid molecules of fentanyl and JWH-
018, and thus the adsorption onto Au TNP surface requires fentanyl and JWH-018 to be flat. Under 
this circumstance, number analyte molecule per nm2 surface area is expected to be low. In contrast, 
cocaine molecules can form multiple Au-N and Au-O interactions without occupying a large 
surface area because of the high degree of flexibility in their molecular structure due to the more 




Figure 4. 4. SERS spectra and LOD plots for drugs on to the OTES SERS substrate. (A) Cocaine 
from 100 µM to 1 PM and (B) JWH-018 from 100 µM to 1 PM on OTES functionalized Si Wafer 
and. The plot of SERS intensity as function of Cocaine C=C stretching at 1586 cm-1 versus cocaine 
concentration on logarithm scale shows in (C), and (D) intensity of JWH-018 naphthalene CH 
stretching at 1393 cm-1 versus JWH-018 concentration on logarithm scale shows in on OTES 
functionalized nanosensors. The dashed lines represent the linear concentration ranges. Average 
SERS intensity was determined from 6 measurements. (E-G) Schematic illustration of adsorption 
of the three different drug molecules fentanyl, Cocaine and JWH-018 respectively onto the 
PEG60-SH functionalized Au TNP self-assembly on to the OTES Si wafer surface. The images 
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4.4.3 Direct Quantification of Cocaine and Fentanyl on Human Plasma of Emergency 
Room Patient Sample Using Developed 3D Self-Assembled SERS Nanosensors 
The initial assessment and treatment of suspected drug poisoning of patients who attends an 
emergency room rapidly decide to buy the physicians based on the therapeutic measures and 
disposal. But the efficiency of this process mainly depends on the clinical status and the resources 
available at the hospital. The special challenge for emergency physicians for rapid accurate certain 
diagnosis for efficient treatment procedure. Moreover, at the emergency room has a specific 
procedure for drug screening and it required a separate unit to perform the analysis. These 
procedures can determine of over 900 drugs and their metabolites, but the analysis may take over 
of 20 to 60 minutes. However, the effectiveness of the screening process has been questioned77. 
Therefore, the aim of this study is to mainly focus on developing cost effective highly sensitive 
simple SERS based drug screening technique for emergency room patient samples for rapid and 
high accurate assessment of drugs and hence decrease drug overdose death rates. For this purpose, 
we have assayed seven patient sample plasma obtained from an emergency room using our 
developed highly sensitive SERS based 3D assembled nanosensors. Figure 4.5A shows the SERS 
spectra obtained from seven different patient samples. Here we have drop casted 6 µL of 10% 
diluted patient sample on to the 3D self-assembled PEG60SH capped AU-TNPs containing 
nanosensors. After obtaining the spectra we have evaluated it using developed calibration curves 
using the intensity of the peak of interest. For cocaine we used we utilized the aromatic ring (C=C) 
stretch at 1586 cm-1 and for fentanyl we used C-N stretching at 1334 cm-1.  
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Figure 4. 5. SERS spectra of 6 UL of patient sample diluted 10% in Rnase free water a) patient 
46 (b) patient 52 (C) patient 5 (D) patient 44 (E) patient 55 (F) patient 43 onto the PEG60-SH 
functionalized Au TNP self-assembly on to the OTES Si wafer surface. The blue dashed lines 
represent the peaks appears with respect to the C-N stretching at 1334 cm-1 of Fentanyl and red 
line represent the C=C stretching at 1586 cm-1 of cocaine. Average SERS intensity was 
determined from 6 measurements. 
 
As summarized in Table 4.1 we have quantified the concentration of a drug using developed 















Table 4.1. Summarize the assayed analyte concentration in emergency room patient plasma. 
Column 1 shows the patient description and column 2 provide detail explanation of GCMS 
identified analyte composition. Column 3 summarizes the calculated concentration based on 
developed fentanyl and cocaine calibration of nanosensor on to the OTES Si wafer surface. Last 
column was given the semiquantitative concentrations obtained using GC-MS. 
 
Sample Number Type of Analyte 
Concentration 
of Cocaine 





10% diluted 6 
mL sample 
(pg/mL) 
(a) Cocaine 1.47  
(b) Cocaine 0.23  
(c) 




AB-PINACA, Furanyl Fentanyl, 
Methamphetamine 
 0.40 
(e) Acrylfentanyl or Fentanyl, Codeine  0.36 
(f) 





Additionally, we were curious to see the SERS spectra of patient samples that do not 
contain the interested cocaine or fentanyl analytes. As shown in Figure 4.6B obtained SERS 
spectra clearly shows an absence of our interested aromatic ring (C=C) stretch at 1586 cm-1 of 
cocaine and C-N stretching at 1334 cm-1 for fentanyl. This confirms the high selectivity of the 






Figure 4. 6. SERS spectra of 6 L of patient sample diluted 10% in Rnase free water for selectivity 
test a) patient 11 (b) patient 2 (C) patient 17 (D) patient 45 (E) patient 55 (F) patient 43 onto the 
PEG60-SH functionalized Au TNP self-assembly on to the OTES Si wafer surface. The black 
dashed lines represent the absence of peaks appears with respect to the C-N stretching at 1334 cm-
1 of Fentanyl and the C=C stretching at 1586 cm-1 of cocaine. 
4.5 Summary 
In summary, we have developed a highly sensitive and selective SERS nano- sensor for trace 
level drug detection by successful 3D self-assembling Au TNPs onto a substrate using simple 
molecular tailored droplet evaporation technique. Here, we mainly utilized the surface property 
(hydrophilicity and hydrophobicity) of the substrate Accordingly, we were able to achieve 2D, 
2D/3D and 3D self-assembly of PEG60-SH capped Au TNPS on to the APTES, ODTES, PMTES 
functionalized substrates respectively.  By utilizing our SERS 3D nanosensors, we quantitatively 
detected Opiates- Fentanyl, Coca Alkaloids- Cocaine and Cannabinoids- JWH-O18 and achieved 
the 130, 32.3 and 118.9 ppq sensitivity respectfully. This level of sensitivity has not been 
previously demonstrated in nanosensor- based drug detection. We assumed that such outstanding 
sensitivity evolves from the strong EM field enhancement of TNPs at their sharp tips and edges 
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during the 3D assembly and based on the we have calculated our EM field enhancement as 6.4 x 
108. 
This is one of highest EM field enhancement that could occur on Au based SERS substrates. 
Furthermore, the developed substrate was successfully utilized direct analysis fentanyl and cocaine 
of the emergency room patient plasma, using our developed ultrasensitive SERS based nanosensor. 
Accordingly, we only use 10% diluted, 6 µL emergency room patient plasma samples without 
further purification and we were able to quantify in ppt concentrations. Also, we have further 
confirmed the high selectivity of the assay for the targeted analytes by detecting different patient 
samples which do not contain the target analytes. All our data were validated using standard paper 
spray mass spectrometry-based evaluation. Altogether, our newly design sensor showing 
promising application for an efficient diagnosis of drugs during toxicology screening at emergency 
room applications and we believe this sensor will be highly beneficial for in the challenges that 
the united states in public health and national security because of the illicit drugs. 
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CHAPTER 5 ACHIEVING BIOSENSING AT ATTOMOLAR 
CONCENTRATIONS OF CARDIAC TROPONIN T IN HUMAN 
BIOFLUIDS BY DEVELOPING A LABEL-FREE NANOPLASMONIC 
ANALYTICAL ASSAY 
This article has been reprinted with permission. Liyanage, T.; Sangha, A.; Sardar, R., Achieving 
biosensing at attomolar concentrations of cardiac troponin T in human biofluids by developing a 
label-free nanoplasmonic analytical assay. The Analyst 2017, 142 (13), 2442-2450 
DOI:10.1039/C7AN00430C. 
5.1 Synopsis 
Noble metal nanoparticles display localized surface plasmon resonance (LSPR) properties.  By 
utilizing such unique optical properties of nanoparticles (Nps) various label-free sensors were 
developed to detect proteins, DNAs, and microRNAs.  However, a precise knowledge 
demonstrating how to effectively immobilize bio-recognition molecules. ("receptor") on the 
surface of the nanoparticles to enhance the sensitivity is still elusive.  To fill this gap, we have 
investigated the effects of structural parameters of receptor molecules for detection of Cardiac 
Troponin T (cTnT).  We have selected cTnT as a model system for detection and quantification 
because this protein regulates actin and tropomyosin during muscle contraction and is present in 
cardiomyocytes.  During myocardial infarction (MCI), myocytes disintegrate, releasing free cTnT 
into the bloodstream, which causes a short-term increase in concentration of cTnT.  Through 
selectively controlling the spacing between receptor and nanoprism, and the number of receptors 
per nanoprism we are able to quantify cTnT in human serum and plasma as low as 0.5 pg/L.  We 
believe our ultrasensitive detection of cTnT would result early diagnostic for heat attack.  
5.2 Introduction 
The field of label free detection of biomolecules (protein, DNA, RNA) using on Localized surface 
plasmon resonance (LSPR) of metalic nanostructures has been advanced over the past the 
decades1-11. The LSPR of the nobel metals generates due to the collective oscillation of the 
conduction electrons upon light irradiation and as we discussed in chapter 1 the size, shape and 
the local dielectric environment is mainly controlling the LSPR frequencies4, 5, 9, 12. Here in this 
report we have been developed LSPR based bio sensor which can be characterized using LSPR 
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extinction spectral changes upon changes of the dielectric environment8, 13-15, to assay utilized 
cardiac Troponin-T (cTnT) which is a highly studied biomarker in the cardiovascular diseases. 
This study has reported limit of detection (LOD) as low as 507 fg/L (104 folds better sensitivity 
than commercialized technology) and the capability of detecting cTnT in complex biological 
fluids16, 17. 
The quantification of surface bound proteins using LSPR technique has been reported in 
the literature, which is started from Chilkoti18 and Van Duyne5 group for the chip-based sensors 
and Arnold and coworkers19 and Stenberg et al.20 has also utilized the LSPR for protein assay. 
Here they mainly utilized the nanoparticles inducing refractive index (RI) change in the LSPR 
properties which can be monitored via the variation in the peak intensity or as a shift in the LSPR 
peak position (ΔλLSPR)
4, 5. 
The sensing mechanism of the LSPR based sensors are mainly controlled from several 
parameters including shape, size, sensing volume, decay length which is directly control the 
electromagnetic (EM) field enhancement6, 8, 21 and hence the sensitivity of the developed sensors. 
Additionally, number of receptor molecules on to the nanostructure also plays a critical role on the 
final sensitivity4, 6, 22. Accordingly, it is important to consider the linker length, the position of 
analyte-receptor complex and the density of the receptor on to the nanostructure. Therefore, 
systematic understanding of effect these surface ligand structural parameters together for highly 
sensitive LSPR based sensing application is much more important. 
In this article, we have studied the effect of sensing volume by mainly considering the 
structural parameters of receptor molecules for Au TNPs for sensing application by considering 
cTnT as the model analyte. The fabrication of the chip- based sensor was carried out as depicted 
in Figure 5.1 and with our findings we have shown that the decay length of the Au TNPs which 
is controlled by the number of methylene units of the alkylthios of the self-assembled monolayer 
(SAM) plays a critical role to achieve the highest sensitivity for cTnT detection even in different 
types of undiluted biological fluids without losing the high specificity. Further we investigated the 
effect of the receptor concentration which was the (anti-cTnT) for cTnT bindings to obtain the 
highest sensitivity without disturbing the selectivity of the developed sensors. 
Altogether, we have developed the sensor based on three different structural parameters 
that controls the sensing volume. Accordingly.  (i) an ~42 nm edge-length Au TNP, (ii) 1.7 nm 
distance between Au TNP and anti-cTnT, and (iii) an 8:2 ratio of receptor-to-spacer ration utilized 
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and under the optimized condition we were successfully able to detect cTnT with the highest 
sensitivity LODs of 7.2, 14.5, 21.9 aM in phosphate buffer saline (PBS), human plasma, and 
human se-rum, respectively. Additionally, experimentally validate the reproducibility of the 
developed sensor by accounting batch to batch variation and found high reproducibility of our 
sensor responses. 
cTnT is an ideal biomarker which has been consider for symptom free early diagnosis of heart 
attack ( >10 ng/L level is considered to be high risk for Myocardial Infarction) and the developed 
simple, cost-effective, and ultrasensitive assay in real human biofluids will be capable of highly 
efficient assay of cTnT, hence prevent heart attack by early diagnosis23, 24.  
5.3 Materials and Methods 
5.3.1 Materials 
Chloro(triethylphosphine) gold (I) (Et3PAuCl, 97%), poly(methylhydrosiloxane) (PMHS, Mn 
= 1700-3300), trioctylamine (TOA, 98%), ACS grade acetonitrile (CH3CN, 99.9%), methanol 
(99.8%), N-hydroxysulfosuccinimide solution (NHS), 1-ethyl-3-(3-dimethylamino) pro-pyl 
carbodiimide (EDC), human plasma, human serum, and all alkylthiols were purchased from 
Sigma-Aldrich and were used without further purification. Human urine was purchased from 
(UTAK Laboratories). Human cTnT and sheep anti-cTnT were obtained from Protein-Specialists 
and Fisher Scientific, respectively. 3-Mercaptopropyl)-triethoxysilane (MPTES, 94%) was pur-
chased from Alfa Aesar. All organic solvents, reagents for PBS buffer (pH = 7.4) preparation, 
RBS35 detergent, and the glass coverslips (Cat. No. 12548C) were purchased from Thermo Fisher 
Scien-tific. Nanopure water was used for PBS buffer preparation and for all cleaning purposes. 
5.3.2 Spectroscopy and Microscopy Characterization 
A Varian Cary 50 Scan UV-visible spectrophotometer was used to collect absorption and 
extinction spectra in the range of 300- 1100 nm. Absorption spectra of gold nanoprism solutions 
were obtained by diluting 0.3 mL of reaction solution to a final volume of 2.0 mL with acetonitrile 
in a 1 cm quartz cuvette. Acetonitrile was used as a background in each run before collecting the 
absorbance spectra. Background subtracted (using silanized glass coverslips) extinction spectra of 
our LSPR cTnT biosensors were measured in PBS buffer (pH 7.4) at room temperature. Before 
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each measurement, the sensors were incubated in buffer solution for 10 min to equilibrate and then 
extinction spectra were collected. Scanning Electron Microscopy (SEM) was used to determine 
the average edge-length of gold nanoprisms used in our biosensor fabrication. 
5.3.3 Silanization of Glass Coverslips 
Glass coverslips were functionalized based on previously reported procedure at chapter 2.3.3. 
5.3.4 Synthesis of Gold Nanoprisms  
We synthesized gold triangular nanoprisms (Au TNPs) according to same procedure reported 
in chapter 2.3.4. 
5.3.5 LOD and KD Calculations 
The LODs were determined according to the literature as follows: (1) Measure the ΔλLSPR 
for the blank sample (anti-cTnT functionalized Au TNPs attached onto glass coverslips). (2) 
Determine the Z (mean + 3σ) value, where σ is the standard deviation.5 (3) Convert Z value into 
relative concentration using a calibration curve. We determined the effective dissociation constant 
(KD) using the highest ΔLSPR value and then best fit the data to a Langmuir isotherm. 
5.3.6 Preparation of Chip-Based Format Biosensors and Quantification of cTnT in 
Biofluids 
To understand the effects of nanoscale structural parameters on sensor performance, coverslips 
containing Au TNPs were incubated in an ethanolic solution of thiols to prepare self-assembled 
monolayers (SAMs) as follows: (a) For sensing volume optimization, 16-mercaptohexadecanoic 
acid (MHDA) and 1-dodecanethiol (DDT) each of 1.0 mM concentration were used. (b) For decay 
length optimization in addition to the MHDA/DDT SAM, two ad-additional SAMs were prepared 
using 6-mercaptohexanoic acid (MHNA) and 1-hexanethiol (HT), or 11-mercaptoundecanoic acid 
(MUDA) and 1-nonanethiol (NT) each using 1.0 mM concentration. (c) For optimization of cTnT 
binding sites, we used MUDA/NT SAMs of varying mole ratios. After the SAM preparation, 
coverslips were washed with plenty of ethanol and then extinction spectra were collected. Next, 
SAM-modified Au TNPs were incubated in a PBS buffer solution containing EDC/NHS (0.2 M 
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each) for 2h to activate the carboxylic group. The coverslips were then placed in-to a solution 
containing 10.0 μg/L of sheep-anti-TnT, incubated overnight at room temperature, then washed 
with a copious amount of PBS buffer, and stored in buffer for further use. This produced our chip-
based format LSPR biosensors. The biosensors were then used to determine the LODs in PBS 
buffer and various biological fluids (pure human plasma and serum, and 50% human urine) by 
incubating for 8-12 h in different concentrations of cTnT, which were prepared through serial 
dilution. An ~2.5 mL of cTnT solution is required to incubate 5 LSPR cTnT biosensors. 
5.4.1 Optimization of Sensing Volume of Chip-Based LSPR cTnT Biosensor 
  We selected Au TNPs to fabricate our LSPR biosensors for their unique structural and 
optical properties as delineated below: 
(i) In order use the LSPR biosensors as analytical tools it is important to perform 
measurements under normal atmosphere and in actual biofluids. Non-noble metal nanoparticles 
such as copper and aluminum are susceptible to corrosion under these conditions.14 Although silver 
nanoparticles display very high LSPR sensitivity, they undergo fast photooxidation in air under 
physiological conditions, and thus optical measurements are generally performed under more inert 
conditions. 
(ii) TNPs demonstrate strong EM-field enhancement at their sharp tips and edges16, 30, 31and 
are thus capable of providing higher sensitivity than spherical gold nanoparticles or nanorods.6 
Although nanostars could provide better sensitivity41 due to the presence of multiple arms with 
sharp tips in their structure, controlling the overall size and arm length is extremely difficult. 
Therefore, large batch-to-batch variations in their structure could result in large deviations in 
analytical measurements. A few other geometries of Au such as nanorice, nanorings, and 
nanoshells provide high LSPR sensitivity but, they display λLSPR >900 nm.8 This spectral region 
is not ideal for biosensing applications in part because of high background absorption and 
scattering from endogenous chromophores in biofluids (e.g., plasma, serum, urine). In this context, 
the spectral region between 700-900 nm is the most suitable for LSPR-based biosensing and we 
can utilize this by controlling the edge-length of the Au TNPs.25 
(iii) TNPs display larger sensing volume than spherical/disk-shaped nanoparticles. 
Furthermore, this volume can be controlled by varying their edge-lengths while maintaining their 
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thickness, and longer edge-length TNPs provide larger LSPR sensing volume (Vs).5 The Vs is 
defined as the fixed volume surrounding a TNP that contains 95% of its sensitivity.32 
We first chemically synthesized 34, 42, and 47 nm average edge-length Au TNPs that 
displayed LSPR dipole extinction peak (λLSPR) at 750, 800, and 820 nm, respectively using our 
published procedure.14, 15Figure 5.2A-C show representative SEM images of three different edge-
length Au TNPs bound onto glass coverslips. Based on our published work, these Au TNPs are 
found to be nearly same (± 1.5 nm) thickness.15, 26, 27, 29, 33A representative atomic force microscopy 
image is shown in Figure. 5.2D. We investigated three nanoscale structural parameters to 
maximize the biosensor response, and further evaluated the sensor performance in quantifying 
cTnT in complex biofluids. Figure 5.2E illustrates the stepwise λLSPR shifts of 42 nm edge-length 
Au TNPs at different functionalization steps. Firstly, incubation of glass coverslip containing Au 
TNPs in mixed MHDA/DDT solution (1:1 ratio) (see Figure 5.1B) provided an ~27 nm redshift. 
The direction of the LSPR shift is in agreement with an increase in local R.I. (n = 1.5) of Au TNPs 
due to formation of the SAM. We selected DDT as part of the SAM because it would not only act 
as a spacer and reduce steric hindrance between proteins, but it would also avoid nonspecific 
adsorption of unwanted biomolecules onto the surface of TNPs. Secondly, the SAM-modified Au 
TNPs were then reacted with 0.2 M EDC/NHS solution to active the acid group of MHDA 
followed by incubation in anti-cTnT overnight (Figure 5.1C), which resulted in an additional 12 
nm red-shift of the λLSPR (see Figure 5.2E and insert red double headed arrow). Attachment of 
anti-cTnT produced our chip-based format LSPR cTnT biosensor. We selected chemical 
attachment of anti-cTnT to Au TNPs through an amide bond to enhance stability and increase 
reproducibility by lowering loss of protein during various incubation steps. Thirdly, incubation of 
the biosensors in cTnT solution (Figure 5.1D) should provide an addition-al red-shift in λLSPR 
(Figure 5.1E) as a consequence of the change in the local R.I. that occurred from cTnT binding to 
anti-cTnT-cTnT. As shown in Fig. 2E (insert black double headed arrow), this hypothesis is in 
agreement with an ~7 nm red shift of λLSPR upon incubation of biosensors in 10 nM (350,000 
ng/L) cTnT solution in PBS buffer. Finally, concentration-dependent λLSPR shifts (ΔλLSPR) of the 
biosensors before and after cTnT incubation were calculated from the center of the LSPR peak, 
which was used to determine LODs (Figure. 5.1E). We also determined the stepwise λLSPR shifts 
of the other two edge-length Au TNPs (Figure. 5.2F). We indeed observed that the largest edge-




Figure 5.1. Microscopy and spectroscopy characterization of chip based LSPR cTnT biosensors. 
Scanning electron microscopy (SEM) image of 34 nm (A), 42 nm (B), and 47 nm (C) edge-length 
Au TNPs. The scale bars are 100 nm. (D) Atomic force microscopy image of 42 nm edge-length 
Au TNPs. (E) UV-visible extinction spectra of 42 nm edge-length Au TNPs attached onto silanized 
glass substrate (green, λLSPR = 825 nm) and after MHDA/DDT SAM formation (blue, λLSPR = 
852 nm), after attachment of anti-cTnT through EDC/NHC coupling (red, λLSPR = 864 nm), and 
after incubation in 10 nM cTnT solution (black, λLSPR = 871 nm). All extinction spectra were 
collected in PBS buffer in order to avoid the effects of bulk refractive index (R.I.) caused by 
surrounding media.(F) Average ΔλLSPR values for three different edge-lengths Au TNPs after 
E F 
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MHDA/DDT SAM formation (blue bars), anti-cTnT attachment (red bars), and incubation in 10 
nM cTnT solution (black bars). 
Table 5.1. Calibration curve and the limit of detection (LOD) for chip based LSPR cTnT sensors 
constructed with various edge lengths of Au TNPs. The LSPR dipole peak position (𝝀LSPR) of Au 





















0.98 1.6 0.9 0.026 
 
Table 5.1 summarize the LODs of our LSPR cTnT biosensors fabricated with 34, 42, and 
47 nm edge-length Au TNPs, which were determined to be 974, 75.4, and 0.9 ng/L, respectively. 
A de-tail procedure for LOD calculation is provided in the Experimental Section. Our LOD values 
for cTnT (protein) detection are in agreement with the literature report in which gold nanoparticles 
with the largest diameter displayed the highest LSPR sensing ability for detection of streptavidine 
(protein) in PBS buffer.18 Importantly, the concentration-dependent λLSPR shifts are found to be 
linear at lower cTnT concentration (Figure. 5.3). The linear detection ranges of cTnT for 47, 42, 
and 34 nm edge-length Au TNPs were 3.5-35000, 350-35000, and 350-35000 ng/L, respectively. 
Our finding of a 3-4 order of magnitude linear range for cTnT detection corroborates literature 
report on LSPR-based detection of protein (antibody).33 Furthermore, the error bars are smaller at 
lower concentration, indicating better quantifying ability of our biosensors at lower  
concentration range. These experimental values are critical in terms of detecting low 
abundance biomolecules, which has been found challenging using LSPR biosensors.34 
Nevertheless, the lowest LOD of 0.9 ng/L (26 fM) is ~13 fold better than the commercial 
instrument, which is commonly used to quantify cTnT levels in patients with cardiovascular 
diseases.35 It is important to mention that we did not con-sider the effect of potential plasmonic 
coupling between the adjacent Au TNPs that could enhance the overall sensitivity. 
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Figure 5.2. Determination of sensing efficiency of LSPR cTnT biosensors. Plot of average 
ΔλLSPR of biosensors that were fabricated with three different edge length Au TNPs as a function 
of cTnT concentration (in logarithm) in PBS buffer: black dots (47 nm edge-length), red diamonds 
(42 nm edge-length), and blue triangles (34 nm edge-length). The purple bar represents three times 
the standard deviation (σ) of the blank (mixed anti-cTnT/DDT functionalized Au TNPs attached 
onto a glass coverslip). The concentration was plotted in log scale to examine the non-specific 
adsorption of proteins at the lower concentration range, as is routinely used to characterize the 
sensitivity of the LSPR biosensors.18, 36 
 
Our LSPR cTnT biosensors with the best sensitivity were prepared with 47 nm edge-length Au 
TNPs and displayed an LOD of 26 fM in PBS buffer. This is in agreement with the literature that 
the largest nanostructures display the highest sensitivity because of their largest sensing volume. 
However, the various required surface functionalization in the process of sensors fabrication for 
this edge-length Au TNPs resulted a λLSPR peak in the near-infrared region at ∼910 nm. Here the 
water absorption peak can potentially interfere with the λLSPR maximum of Au TNPs and cause 
misleading LOD values. To avoid potential challenges in precise quantification of cTnT in 
complex biological fluids using our biosensors, we decided to use 42 nm edge length Au TNPs 
(LOD = 2.2 pM) for further investigation of the effects of decay length. 
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5.4. Results and Discussion 
 
Figure 5.3. Design of a chip-based format LSPR cTnT biosensor. (A) Au TNPs attached onto 
silanized glass, (B) after being functionalized with a 1:1 mole ratio of 1-dodecanethiol and 16-
mercaptohexadecanoic acid, (C) further functionalization with anti-cTnT through EDC/NHS 
amide coupling to complete the nanosensor, (D) detection of cTnT upon binding to anti-cTnT on 
sensor surface, (E) representation of nanosensor ab-sorption maxima (λLSPR) peak shift before 
and after binding of cTnT, and (F) relationship between ΔλLSPR and cTnT concentration to 
calculate the LOD and KD. For simplicity, only one Au TNP is shown in the functionalization 
steps. The image is not to scale.  
5.4.2 Standardization of Surface Chemistry and Decay Length of LSPR cTnT Biosensors 
The Equation-1 below reported by Campbell and coworkers to quantify the overall response 
of surface plasmon resonance sensors37 is commonly used to characterize the sensitivity of LSPR 
biosensors:5, 37 
Here Δn is the change in refractive index caused by the analyte adsorption, m is the refractive 
index sensitivity, r is the distance between the nanostructure surface and analyte, and L is the EM-
field decay length. This equation shows that ΔλLSPR decreases exponentially as r increases because 
 𝛥𝜆𝐿𝑆𝑃𝑅 = 𝑚𝛥𝑛𝑒
−2𝑟 𝐿⁄ (1 −  𝑒−2𝑟 𝐿⁄ ) (1) 
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of the exponential decrease of the EM-field. According to our previous experimental 
determination, the EM-field decay length of 34, 42, and 47 nm edge-length Au TNPs are 22, 24, 
and 26 nm, respectively.25 Therefore, we hypothesize that the sensitivity of our LSPR-based cTnT 
biosensor will increase as distance between the Au TNP and anti-cTnT receptor decreases, which 
can be achieved by shorting the chain length of the alkylthiols used in the SAM. To validate our 
hypothesis, as described before, we selected MUDA/NT and MHNA/HT SAMs to fabricate our 
biosensors. We followed the same fabrication strategy as described for the MHDA/DDT SAM. 
Figure. 5.4 shows the concentration dependent λLSPR shifts for our cTnT biosensors that were 
prepared with three different spacer length 3 fM (see Table 5.2). We purposefully selected a lower 
concentration range for LOD determination for the sensor constructed with MHNA/HT SAM in 
comparison to the sensors fabricated with MUDA/NT and MHDA/DDT SAMs to evaluate the 
limitation of the LSPR biosensors. In general, in the case of miniaturize LSPR biosensors, 
quantifying low concentrations of analyte is extremely challenging. Even though the cTnT sensor 
constructed with MHNA/HT SAMs. As expected, the sensor prepared with MHNA/HT SAM 
provided the shortest distance between the nanostructure and analyte and produced the lowest LOD 
of SAM provided the best sensitivity, there are still several drawbacks associated with this sensor: 
(i) Firstly, there was a large variation between performance with different sensors as 
observed with the large error bars in ΔλLSPR. This could have resulted from nonspecific adsorption 
of analyte as a consequence of defects in the MHNA/HT SAMs, which contained alkylthiols with 
6 methylene units. It is known that for formation of a perfectly packed SAM of alkylthiols on a 
gold surface (i.e., without the presence of defects or pinholes), a minimum of 9 methylene units is 
required.38 
(ii) Secondly, non-linearity was observed in the concentration range of 3.5 -350 ng/L (Fig. 
4, red squares). This concentration range is critical because a patient with cTnT concentration >10 
ng/L can be identified potential risk for MCI.24, 38 
(iii) Thirdly, a shorter distance between the nanostructure and receptor will induce long-
range attractive forces originating from the underlying solid substrate, which results in error in the 
anal-ysis. Thus, a relative larger distance is required to reduce such forces. 
(iv) Finally, for potential application it is extremely important to examine the selectivity of 
our LSPR cTnT biosensors. Therefore, we performed two important control experiments on our 
sensors prepared with MHNA/HT and MUDA/NT SAMs. In the first experiment, MHNA/HT and 
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MUDA/NT SAM-modified Au TNPs attached onto silanized glass substrates were incubated over-
night in 35 ng/L cTnT in PBS buffer, rinsed thoroughly, and then exhibited ΔλLSPR values of 2.7 
and 0.4 nm, respectively. Therefore, the actual sensor (Figure. 5.1) design involving MHNA/HT 
SAM has the possibility of providing false positive responses. In contrast, the negligible shift 
observed for MUDA/NT SAM is within the instrument noise level. In the second control 
experiment, we selected cTnT sensors, which were prepared with both the above-mentioned SAMs 
and then incubated in 35 ng/L tropomyosin, a protein that is present in the heart muscle and is also 
released during a heart attack. Clearly for practical application, it is very important to study the 
selectivity of our chip format LSPR cTnT biosensor. Fig. S5 illustrates UV-visible extinction 
spectra of our sensors constructed with two different SAMs before and after tropomyosin 
incubation. The sensor constructed with MUDA/NT SAM displayed no noticeable λLSPR shift, 
whereas an ~4 nm ΔλLSPR was observed with the sensor constructed with MHNA/HT SAM, 
indicating a non-specific response of the sensor in the latter case. We should mention that this 4 
nm shift corresponds to a concentration of 2.4 ng/L which is within the concentration range of 
patients with the risk of a heart attack. Based on our experimental data and literature reports, our 
LSPR biosensor constructed with MUDA/NT SAMs is more capable of avoiding false positive 
responses in terms of nonspecific adsorption of an important unwanted analyte on the sensors 
surface. Thus, we selected MUDA/NT SAM for chip-based fabrication of our LSPR cTnT 




Figure 5.4. Determination of efficient decay length of LSPR cTnT biosensors. Plot of average 
ΔλLSPR of the LSPR biosensors, which were fabricated with three different types of SAMs: blue 
triangles (MHDA/DDT), black dots (MUDA/NT), and red squares (MHNA/HT) versus the 
logarithm of cTnT concentration. The purple bar represents three times the standard deviation (σ) 
of the blank (mixed anti-cTnT/DDT functionalized Au TNPs attached onto a glass coverslip). 
Green dotted box shows ΔλLSPR for three different SAM-modified sensors at 350 ng/L cTnT 
concentration in PBS buffer. The linear detection ranges of cTnT for MHDA/DDT, MUDA/NT, 
and MHNA/HT SAMs were 350-35000, 35-17500, and 0.035-3.5 ng/L, respectively. 
 
Table 5.2. LOD derived for chip-based LSPR cTnT sensors constructed with three different type 










42 MHDA/DDT y = 0.598ln(x) - 0.888 0.98 1.7 2.2 
42 MUDA/NT y = 0.937ln(x) - 1.472 0.98 1.2 0.5 
42 MHNA/HT y = 0.548ln(x) + 3.529 0.94 2.2 0.003 
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5.4.3 Enhancement of cTnT Binding onto LSPR cTnT Biosensors 
In addition to the sensing volume and decay length of metal nanostructures, the number of 
receptor sites present on the LSPR biosensor directly influences the λLSPR shift, as reported by 
Chilkoti and coworkers for Au nanorods as described by Equation 2.32 
Here S0 is bulk R.I. sensitivity, ΔRI is the difference in R.I. between the analyte and the 
medium, and N and VA are the number of molecules bound to the sensor and volume of the analyte 
molecule, respectively. 
Using Eq. 2 we hypothesize that by increasing the number of cTnT binding sites while not 
causing steric and/or electrostatic repulsion between anti-cTnT molecules and thus decreasing non-
specific analytes adsorption, we will be able to increase the sensitivity of our LSPR cTnT sensor. 
To validate our hypothesis, we selected 42 nm edge-length Au TNPs and MUDA/NT SAMs to 
keep sensing volume and decay length, respectively, to their optimum values and best selectivity 
for chip-based cTnT biosensor fabrication as described above. Then N was varied by changing the 
ratio of MUDA:NT (Equation 2). We expect that an increase of MUDA concentration on the Au 
TNP surface would increase the number of receptor anti-cTnT sites on the sensor and thus more 
cTnT would bind, resulting in larger λLSPR shifts. Fig. S6 shows the LSPR shift of our sensor 
before and after incubation in 1750 ng/L cTnT in PBS buffer. Table S5 summarizes the average 
ΔλLSPR value for four different ratios. The highest ΔλLSPR we observed of 11.5 nm for 8:2 
MUDA/NT is in agreement with our hypothesis and Equation 2. We did not investigate the sensor 
responses for 100% MUDA SAM be-cause the presence of a spacer in SAMs is extremely 
important in reducing repulsion between the receptor sites and avoiding the non-specific 
adsorption of analytes in LSPR biosensors, as report-ed in the literature.3, 32, 34Therefore, we 
determined that the best nanoscale structural parameters for chip-based fabrication of our LSPR 
cTnT biosensor are: (i) an ~42 nm edge-length Au TNP - optimization of sensing volume, (ii) 1.7 
nm distance between Au TNP and anti-cTnT - standardization of decay length (MUDA/NT 
SAMs), and (iii) an 8:2 ratio of receptor-to-spacer – enhancement of cTnT binding (MUDA:NT 
SAMs). Based on these optimized parameters, we determined the LOD of cTnT in PBS buffer and 
found it to be 7.2 aM (Figure. 5.5A). To the best of our knowledge, this is the best sensitivity for 
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than recently reported for label-free detection of cTnT using a diode-based electrochemical 
technique, which requires a complex fabrication strategy.16 As shown in Figure. 5.5B, we 
calculated the KD value by fitting the data to a Langmuir isotherm and found it to be 4.23 x 10-7 
M in PBS buffer. This result suggests that the target protein cTnT has relative strong affinity 
toward its antibody. Under our experimental conditions where the LOD reaches to few tens of aM, 
the cTnT can easily detach from the sensors surface because of their relatively high KD value. 
This could be a potential reason from the deviation of linearity at such very low concentration. 
Surprisingly, even though the KD value is relatively high for cTnT, the ultrasensitive nature of our 
LSPR biosensor, which was constructed with appropriate optimization of structural parameters, 
allowed us to assay concentration as low as 3.5 x 10-4 ng/L with a LOD of 251 x 10-6 ng/L in PBS 
buffer. 
Figure 5.5. Determination of Sensing Efficiency of LSPR cTnT biosensors. (A) Plot of average 
ΔλLSPR of the LSPR biosensors that were fabricated with 42 nm edge length Au TNPs 
functionalized with 8:2 mole ratio of MUDA:NT SAMs versus the logarithm of cTnT 
concentration. The dotted black line shows the linear con-centration range that is within the level 
identified for patients at high risk for heart attack.29,34 The purple bar represents three times the 
standard deviation (σ) of the blank (mixed anti-cTnT/NT-functionalized Au TNPs attached onto a 
glass coverslip). (B) Binding of cTnT to LSPR biosensor in PBS buffer. The data were fitted to a 
Langmuir isotherm (dotted line) to determine the KD value. 
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5.4.4 Potential Applicability of Chip-Based LSPR cTnT Biosensor for Point-of-Care 
Diagnostics. 
Over the last 10 years there has been a growing interest in LSPR-based assays as label-free, 
low cost medical diagnostic tools. To meet the needs not only of point-of-care diagnostics but also 
potential laboratory applications, it is important that the LSPR biosensors be able to assay analytes 
in complex biofluids, such as plasma, serum, urine, etc. With the aim of potential biomedical 
applications, we examined the working capability of our chip based LSPR cTnT biosensor in 
undiluted human plasma and serum, and 50% human urine. We prepared a cTnT stock solution 
using these biological fluids and then lowered the cTnT concentrations through a series of dilutions 
with the respective biological fluids. The sensor was fabricated using our optimized parameters as 
de-scribed for PBS buffer. Figure. 5.6A illustrates concentration-dependent average ΔλLSPR 
value of our cTnT biosensors in the three different fluids. The LODs in plasma and serum were 
determined to be ~14 and 22 aM, respectively, whereas the LOD value is slightly higher (1.9 fM) 
in urine (see Table 5.3). 
Considering that tens of thousands of proteins are present in these complex human biofluids, 
our results, specifically the sensitivity and selectivity of the cTnT assay in human plasma and 
serum, is outstanding. Strikingly, the LOD we determined in undiluted plasma (~14 aM) is more 
than 103 times better than that the LOD reported for cTnT detection of ~300 fM using a 
microfluidic diode-based device monitoring current-voltage response in undiluted human 
serum.19 Furthermore, our sensor in plasma displays 4 x 103 times better LOD than the 
electrochemically determined cTnT concentration involving a ZnO nanostructure. Importantly, to 
the best of our knowledge, our label-free LSPR-based cTnT assay displayed the lowest LOD in 
the literature. This highlights the unique advantage of designing and utilizing LSPR biosensors to 
assay disease biomarkers with an unprecedentedly low LOD. Surprisingly, we observed a high 
value of LOD and large variation of ΔλLSPR values in urine. One would expect better sensitivity 
of the LSPR biosensors in urine in comparison to either plasma and/or serum because of a 
relatively lower concentration of proteins, thus reducing nonspecific binding onto the sensor 
surface. We believe that the high urea concentration in urine screens the interaction between anti-
cTnT and cTnT, resulting in low sensitivity. The calculated high KD value of cTnT in urine of 1.1 
x 10-5 M (see Figure. 5.6B) shows nearly 100-fold less affinity to-ward its antibody in comparison 
to the other two human biofluids. 
142 
Figure 5.6. Assaying cTnT in human biofluids. (A) Plot of average ΔλLSPR of the chip-based 
format cTnT biosensors in undiluted plasma (red diamonds), serum (black dots), and 50% urine 
(blue squares) versus the logarithm of cTnT concentration. Urine samples were diluted with PBS 
buffer. (B) Binding of cTnT to biosensor in 50% urine. The data were fitted to a Langmuir isotherm 
(dot ted line) to determine the KD value of 1.1 x 10-5 M. The linear detection ranges of cTnT for 
plasma, serum, and urine were 0.0175-35, 0.0035-3.5, and 3.5-350 ng/L, respectively. 
 
 
Table 5.3. LOD of chip based LSPR cTnT sensors fabricated using three different type of SAMs 
while keeping the edge-length of Au TNPs constant. 
5.5 Summary 
In conclusion, our systematic study unravels the effects of various nanoscale parameters, which 
modulate the overall sensitivity of our chip-based format LSPR biosensor. This plasmonic 
nanosensor uses LSPR shifts to quantitate an important disease biomarker without complicated 
fabrication strategies. Our sensor displayed LOD as low as ~250 x 10-6 ng/L in untreated human 
plasma, and also showed feasibility of working in other human biofluids (serum and urine) in a 
Physiological 
medium 






Buffer y = 0.671ln(x) + 6.761 R² = 0.99 1.2 261 7.2 
Buffer y = 0.591ln(x) + 6.888 R² = 0.98 1.4 190 5.8 
Plasma y = 0.615ln(x) + 6.224 R² = 0.98 1.5 507 14.5 
Plasma y = 0.587ln(x) + 5.973 R² = 0.97 1.5 460 13.1 
Serum y = 0.624ln(x) + 5.676 R² = 0.98 1.2 766 21.9 
Urine y = 0.707ln(x) + 3.506 R² = 0.98 1.6 67360 1900 
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concentration range much lower than that of the commercial ECLIA instrument from Roche Diag-
nostic.18 Importantly, development of our LSPR-based assay provides several guiding principles 
in the fabrication of optical-based biosensors: Firstly, longer edge length (larger sensing volume) 
Au TNPs display the highest sensitivity for cTnT detection, however their near infra-red LSPR 
peak position could potentially be interfered with by overlapping with the absorption peaks of 
water and other biomolecules. Thus, metal nanostructures with LSPR peaks in the near infrared 
region should be avoided for sensor fabrication. Secondly, appropriate selection of SAM length, 
which connects receptor and nanostructure and positions the anti-cTnT at the appropriate EM-field 
de-cay length is also critical to reducing non-specific adsorption of biomolecules on the surface of 
sensor while maintain the highest sensitivity. Additionally, increasing the number of receptor 
molecules on the surface of Au TNPs while reducing the steric and/or electrostatic repulsion 
between analytes is critical to achieving highest sensitivity. Taken together, we have determined 
that the following structural parameters are the best combination for assaying cTnT: (i) an ~42 nm 
edge-length Au TNP, (ii) 1.7 nm distance between Au TNP and anti-cTnT using MUDA/NT 
SAMs, and (iii) an 8:2 ratio of receptor-to-spacer. We believe that our work on control 
manipulation of surface functionalization and immobilization of bio-recognition molecules will 
provide an experimental benchmark for the fabrication of chip-based format, ultrasensitive 
nanoplasmonic biosensors. Finally, we have demonstrated excellent reproducibility (batch-to-
batch variation) of our sensor fabrication technique, and thus it has the potential for chip-based 
technology development for practical applications for early diagnosis of heart attack.16, 23, 
24Though, our biosensors demonstrate exceptional LOD for cTnT detection but this sensor may 
not be able to quantitatively determine cTnT concentration from a single cell extracts. 
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CHAPTER 6. PLASMOELECTRONIC-BASED ULTRASENSITIVE 
ASSAY OF TUMOR SUPPRESSOR MICRORNAS DIRECTLY IN-
PATIENT PLASMA: DESIGN OF HIGHLY ACCURATE EARLY 
CANCER DIAGNOSTIC TECHNOLOGY AND FURTHER MITIGATING 
FALSE POSITIVE AND NEGATIVE RESPONSES 
This article has been reprinted with permission. Liyanage, T.; Masterson, A. N.; Oyem, H. H.; 
Kaimakliotis, H.; Nguyen, H.; Sardar, R., Plasmoelectronic-Based Ultrasensitive Assay of Tumor 
Suppressor microRNAs Directly in-Patient Plasma: Design of Highly Specific Early Cancer 
Diagnostic Technology. Analytical Chemistry (Washington, DC, United States) 2019, 91 (3), 
1894-1903, DOI: 10.1021/acs.analchem.8b03768 
6.1 Synopsis 
microRNAs are small noncoding RNAs that are implicated in enhancing metastasis in breast, 
pancreatic, liver, and bladder cancers (BCs). State-of-the art PCR-based microRNA quantification 
requires biological fluid treatment, RNA extraction, labeling, amplification, and large samples, in 
addition to having measurement bias and variability, which together restrict its use. To overcome 
these challenges, we reported an ultrasensitive, nanoparticle-based, multiplexing sensor utilizing 
localized surface plasmon resonance (LSPR) gold triangular nanoprisms (Au TNPs) for accurate 
microRNA assay and here in we have reported new transduction mechanism involving 
delocalization of photoexcited conduction electrons wave function of Au TNP in the presence of 
-ssDNA/microRNA duplexes. Due to this unique finding, the electronic dimension and LSPR 
properties of the Au TNPs has been increase which resulted in highly sensitive microRNA assay 
for as low as 140 zeptomolar concentrations for our nanoplasmonic sensors. With this novel 
sensing platform, we were able to assay four different microRNAs (microRNA-10b, -182, -143, 
and -145) from bladder cancer patient plasma (50 μL/sample) and here for the first time, we utilized 
optical label free biosensor to quantify the tumor suppressor microRNAs which provides more 
accurate diagnosis results as confirmed with the statistical analysis. However false positive (When 
the test result indicates the positive for the diseases when actually the patient is negative for the 
disease/condition) and false negative (the test result that inform a person negative disease condition  
when the person actually positive for the disease/condition) are main challenges for more accurate 
diagnosis of such sensitive technique therefore further we have modified our developed sensors to 
eliminate false positive and false negative results by utilizing  UV-Vis and fluorescence techniques 
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for simultaneous quantification of microRNA. This newly proposed design was mainly based on 
the DNA/RNA hybridization kinetics. 
6.2 Introduction 
Here for the first time, we have unraveled the electron wave function delocalization mechanism 
of the gold triangular nanoprisms (Au TNPs) hence reached unprecedented sensitivity for localized 
surface plasmon resonance (LSPR) properties of nanoplasmonic sensors for the efficient 
biomolecular recognition. With this fundamentally novel transduction mechanism, we have 
demonstrated that tumor suppressor microRNAs are ideal biomarkers compare to the oncogenic 
biomarkers for early diagnosis of bladder cancer. For this study we have been compared the 
microRNA levels (oncogenic and tumor suppressor) in the unmodified bladder cancer (BC) patient 
plasma of different stage of cancer (metastatic and nonmetastatic) vs normal control (NC).  
Small single stranded noncoding RNA which may contains (18-25 nucleotides) called microRNA 
and that holds the promise of many discoveries and understanding of critical biological phenomena 
and pathologies1-4. These microRNAs play a significant role as oncogenic, or tumor suppressor, in 
various types of cancers including BCs. During the cancer progression stage, oncogenic 
microRNA levels increase, and level of tumor suppressor microRNA decreases compared to the 
healthy individuals. Many studies have proven that early detection of microRNAs could prevent 
metastasis of cancer and increase the chances of patient survival5, 6. Among different biological 
fluids microRNA containing in plasma found to be more stable as plasma environment supports 
them to be survive even in harsh conditions7. Therefore, microRNAs in plasma can be consider as 
an ideal biomarker for early cancer diagnosis1-3, 8. 
BC is the 6th most common cancer in the United States and among men9, BC is the fourth 
most common cancer and men are in four times more risk of diagnosis of BC compare to women10. 
Muscle invasive BC is the more advanced stage of bladder cancer and this occurs when the cancer 
has grown up to the inner wall of the bladder (T2 and beyond). Also, BCs shows high recurrence 
rate, as an example for the patient with T2 stage who undergoes cystectomy has 20-30% chance 
of the cancer to returned for T3 stage that could be around 40%11-14. Higher the stage the recurrence 
rate is high and also when lymph nodes are involving the recurrence rate reach to the highest15-23. 
Unfortunately, it is hard to predict the nodal disease by using conventional BC diagnosis 
procedure24. Therefore, it is an urgent requirement to build up highly accurate assay which has the 
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capability of noninvasive assaying (detect and quantifying) of BC microRNA in blood circulation. 
Such type of liquid biopsy will be highly advantage for early diagnosis of BC will be the “holy 
grail” of urologic oncology. 
Literature has been reported various techniques which help to diagnosed cancer using 
oncogenic microRNA (oncogenic microRNA levels increase upon the cancer growing) in human 
biological samples25-28 however, to the best of my knowledge there is no report available which 
utilized tumor suppressor microRNA using label free optical based assay. Tumor suppressor 
microRNAs are down regulated microRNA upon cancer progression, and it is required to have 
ultra-sensitive technology in order to quantify the tumor suppressor microRNA assay. Here in this 
report we have utilized the unique “plasmoelectronic” properties of solid state nanoplasmonic 
sensor to quantify four different microRNAs including (oncogenic microRNAs, microRNA-10b 
and -182; tumor suppressor microRNAs, microRNA-143 and -145) at zeptomolar (zM) 
concentrations. Interestingly this assay carried out using direct plasma and the volume utilized was 
as low as 50 μL. This newly designed method has drawn the attention as it does not requirement 
treatment of the biological fluids and RNA extraction and amplification steps which is essential 
for the current available real-time PCR and microarray-based microRNA quantification methods. 
Altogether, we have programmably controlled the structural parameters of Au TNPs in order to 
influence the LPSR property to achieve the unprecedented sensitivity and selectivity. According 
to our findings, the concertation of microRNAs in MT-NMT vs MT-NC varies nearly 4- and 3-
order of magnitude difference and specially for tumor suppressor (microRNA-143 and -145) 
shows the p values of <0.0001. But for the oncogenic (microRNA-10b and -182) it shows only a 
10- fold difference in concentrations. 
The next important phenomena that need to consider with such highly sensitive assay is to mitigate 
the false positive and false negative responses in order to increase the overall accuracy of the 
developed assay29, 30. The national institute of health (NIH) has reported  the  three main parameters 
which can be identified as cause of false positive and negative responses31. 
1. Biomarker is not strong enough to distinguish the healthy individual vs diseased conditions. 
2. Depend on one biomarker to distinguish the condition 
3. Depend on only one technique in order to diagnose the condition. 
However, we have rule out the effect of the first two parameter for the false positive and 
negative response for the developed sensor. In order to address the third parameter, we 
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have remodified the sensing plat form where the response can be diagnosed using LSPR 
and confocal microscopy images. 
Here in this work we have been utilized the DNA/RNA hybridization kinetic to design the sensing 
plat form. According to the literature it is possible to design a less favorable hybridization of 
DNA/RNA duplex for the easy kick off with the more favorable complimentary strands 
(DNA/RNA) by engineering the thermodynamic parameters of the nucleic acid sequences. 
Molecular bacon could take as an example for such application, where they complement is fringed 
by extra bases and the hairpin structure. Upon hybridization of the target analyte with the bacon, 
hairpin structure gets disturbed. Similarly, Peng Yin et al. reported a theoretical framework to 
calculate the nucleic acid hybridization specificity based on the thermodynamic parameters which 
has the capability of deriving the single nucleotide changes and applicable in wide range of the 
temperature. Accordingly, they have been developed the ‘toehold exchange’ probes and further 
experimentally discriminate the single range single-base changes31-33. 
To understand the hybridization kinetics of a reaction where correct target (x) probe 
replacing the protector (P) from complimentary probe (X) is shown in the Equation 1. Here XP is 
the protector- complimentary hybridized complex and after the replacement target will form a 
target- complimentary complex XC. 
𝑋 + 𝑃𝐶 ⇌ 𝑋𝐶 + 𝑃  (6.1) 






0   (6.2) 
Here, in this reported work we simply utilized this phenomenon in order design a promoter 
which carried a fluorophore that can loosely bound to the sensor plat form. Once the target analyte 
bound to the complimentary based on the favorable Gibbs free energy the promoter will be 
replaced and hence fluorescence intensity will be dropdown. The varies of the fluorescence 
intensity could be measured using confocal microscopy which provided simultaneous assay with 
LSPR for more accurate diagnosis. The detailed sensor design is shown in Figure 6.1. 
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6.3 Materials and Methods 
6.3.1 Materials 
Chloro(triethylphosphine) gold(I) (Et3PAuCl, 97%) was purchased from Ge l e s t Inc. Poly - 
(methylhydrosiloxane) (PMHS, Mn = 1700−3300), trioctylamine (TOA, 98%), and ACS grade 
acetonitrile (CH3CN, 99.9%) and methanol (99.8%) were purchased from Sigma-Aldrich. Thiol 
modified 5′-SH-(CH2)n-ssDNAs and micro- RNAs were purchased from Integrated DNA 
Technologies (IDT). (3-Mercaptopropyl)-triethoxysilane (MPTES, 94%) was purchased from Alfa 
Aesar. Ethanol (alcohol 200 proof) was purchased from Decon Laboratories. Thiolated 
polyethylene glycols were purchased from purePEG. All of the chemicals were used without any 
further purifications. Rnase free sterile water was obtained from Baxter Healthcare Corporation. 
The glass coverslips were purchased from Fisher Scientific. RBS 35 detergent was obtained from 
Thermo Scientific and used as received. Bladder cancer patient plasma samples were obtained 
from the Indiana University medical school and used as received. All water was purified using a 
Thermo Scientific Barnstead Nanopure system. Thiol modified -ssDNAs, microRNAs, and patient 
samples were stored at −80 °C. PBS buffer (pH = 7.2) was prepared using RNase-free sterile water. 
6.3.2 Nucleic Acid Sequences 
Table 6.1. DNA (oligomer) sequences used for this study. 
Name Sequence Modification 
-ssDNA-10b 5’ CACAAATTCGGTTCTACAGGGTA 3’ 5’ Thiol-(CH2)6 
-ssDNA-182 5’ TGTGAGTTCTACCATTGCCAAA 3’ 5’ Thiol-(CH2)6 
-ssDNA-145 5’ AGGGATTCCTGGGAAAACTGGAC 3’ 5’ Thiol-(CH2)6 
-ssDNA-10b 5’ CACAAATTCGGTTCTACAGGGTA 3’ 3’ Thiol-(CH2)3 
-ssDNA-182 5’ TGTGAGTTCTACCATTGCCAAA 3’ 3’ Thiol-(CH2)3 
-ssDNA-145 5’ AGGGATTCCTGGGAAAACTGGAC 3’ 3’ Thiol-(CH2)3 
-ssDNA-143 5’CCTCGTCACGACGTAGAGACCA3’ 3’ Thiol-(CH2)3 
-ssDNA-10b 5’ CACAAATTCGGTTCTACAGGGTA 3’ 5’Thiol C6/iSp(CH2)3 
153 
Table 6.2. microRNA sequences used for this study. 
Name Sequence Modification 
microRNA-10b 5’ UACCCUGUAGAACCGAAUUUGUG 3’ N/A 
microRNA-182 5’ UUUGGCAAUGGUAGAACUCACA 3’ N/A 
microRNA-145 5’ GUCCAGUUUUCCCAGGAAUCCCU 3' N/A 
microRNA-143 5’GGUGCAGUGCUGCAUCUCUGGU3’ N/A 
microRNA-p: 18th 
mismatch in 10b 
sequences 




5’ UACCCUGUAGAUCCGAAUUUGUG 3’ N/A 
MicroRNA-q: 4th 
mismatch in 10b 
sequences 
5’ UACCCUGUAGAACCGAAUUCGUG 3’ N/A 
microRNA-r: first 3 
nucleotides missing 
in 10b sequences 
5’ UACCCUGUAGAACCGAAUUU 3’ N/A 
microRNA-s: 18th 
mismatch in 182 
sequences 
 
5’ UUUGACAAUGGUAGAACUCACA 3’ 
N/A 
microRNA-t: 12th 
mismatch in 182 
sequences 
5’ UUUGGCAAUGAUAGAACUCACA 3’ N/A 
microRNA-v: 4th 
mismatch in 182 
sequences 
5’ UUUGGCAAUGGUAGAACUAACA 3’ 
 
N/A 
microRNA-w: first 3 
nucleotides missing 
in 182 sequences 
5’ UUUGGCAAUGGUAGAACUC 3’ N/A 
6.3.3 Spectroscopy and Microscopy Characterizations 
Here we used the same techniques reported in chapter 5. 
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6.3.4 Silanization of Glass Coverslips 
The glass coverslips were functionalized according to our previously reported method at 
chapter 5.2.3. 
6.3.5 Synthesis of Au TNPs 
Gold triangular nanoprisms (Au TNPs) were chemically synthesized according to the same 
procedure reported in chapter 5.2.4. 
6.3.6 Preparation of Nanoplasmonic Sensors for microRNA Assay 
As developed by our laboratory, we performed a tape-cleaning procedure on the glass 
coverslip-attached Au TNPs to remove non-prismatic nanostructures34-37. Briefly, tape cleaning 
was performed by placing the adhesive scotch tape (3M corporation) onto the Au TNP-attached 
coverslips, gently pressed down with a finger, and then slowly removed at a 90 angle.  The Au 
TNP-attached coverslips were then cut into four pieces using a diamond cutter.  Au TNPs 
containing supporting substrates were then incubated into HS-Cn-ssDNA-X: PEGn’-SH (1 μM 
each) PBS buffer solution for overnight. Next, the HS-Cn-ssDNA-X: PEGn’-SH functionalized Au 
TNPs were rinsed with PBS buffer to remove loosely bound reactants that serve as nanoplasmonic 
sensors, which were further used for microRNA assay. 
6.3.7 Development of microRNA Calibration Plots 
The mixed -S–(CH2)n-ssDNA (n = 3, 6, and 9) and -S-PEG functionalized Au TNPs 
(nanoplasmonic sensors) were incubated in different concentrations (range 1.0 nM to 10.0 zM) of 
microRNA solution in PBS buffer  for overnight. MicroRNA-bound nanoplasmonic sensors were 
washed with PBS buffer to remove any nonspecifically adsorbed species, and then the LSPR 
extinction spectra were collected and λLSPR was determined. During the spectral collection the 
refractive index of the bulk medium kept constant by measuring all spectrum in PBS buffer.  
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6.3.8 Quantification of microRNA for Bladder Cancer Patient Samples 
Nanoplasmonic sensors were incubated in a solution containing 50 uL of a bladder cancer 
patient sample (MT/ NMT/ Normal control samples) diluted into 3 mL PBS buffer for 12 h. Then 
the sensors were thoroughly washed with PBS buffer to remove any nonspecifically adsorbed 
biomolecules. Finally, the LSPR extinction spectra were recorded to determine λLSPR.  
6.3.9 Fluorescence Quantification of microRNA for Different Single Base Pair 
Mismatches 
An approximate concentration of microRNAs (fully complementary and having a single base-
pair) attached onto the nanoplasmonic sensor were quantified by fluorescence spectroscopy using 
the procedure reported in the literature. First, we prepared our nanoplasmonic sensors (HS–(CH2)6-
ssDNA-10b and PEG6-SH) as described above and then hybridized with target microRNAs. Here 
we used 1.0 nM solution of 5’ FAM fluorophore functionalized microRNA for the complementary 
(microRNA-10b), single base-pair mismatch (microRNA-p, microRNA-10a, and microRNA-q), 
and three starting nucleotides missing (microRNA-r). After the 12 h hybridization nanoplasmonic 
sensors with microRNAs, they were thoroughly rinsed with PBS buffer, and then incubated in 
aqueous 20 mM of mercaptoethanol solution for overnight for ligand exchange reaction. The 
exchanged solution was collected and centrifuged at 10,000 rpm for 40 minutes. Then the solution 
part was carefully removed and the solid was collected that was further dissolved in 1.5 mL of 
PBS buffer. Finally, photoluminescence spectra were collected. 
6.3.10 Data Processing and statistical analysis 
The λLSPR was obtained by using maxima of the UV- visible extinction spectra, and then ∆λLSPR 
was derived by taking the difference between LSPR peak of nanoplasmonic sensors before and 
after hybridization with target microRNA. Calibration curves were obtained by plotting ∆λLSPR vs. 
microRNA concentration. Finally, the LOD was determined by using z value (mean+ 3σ), which 
was obtained from six ∆λLSPR measurements of the sensors incubated in buffer solution without 
microRNAs. Concentration of target microRNAs in patient and normal control samples were 
determined from the calibration curves developed in human plasma. We used six ∆λLSPR values 
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and corresponding concentrations, and then average concentration was calculated. Each patient 
sample was independently analyzed twice (two weeks apart).  
6.4 Results and Discussion 
In principle, the working hypothesis of any nanoplasmonic sensors is heavily dependent on 
detecting changes in local dielectric environment.16,18−21 MicroRNAs with a single nucleotide 
difference in their sequence would expect to display nearly identical refractive indices, and thus 
the change in local dielectric environment of Au TNPs and LSPR response upon formation of the 
-ssDNA/microRNA duplex should be nearly identical. Recently, we demonstrated that our 
nanoplasmonic sensors are capable of differentiating between microRNAs with single nucleotide 
specificity in the picomolar (pM) to femtomolar (fM) concentration range. A fully complementary. 
microRNA-10b and a single base-pair mismatch at the 12th position (microRNA-10a) provided 
limit of detections (LODs) of 32 aM and 0.15 pM, respectively36. We rationalized that the nearly 
104-fold difference in sensitivity observed is a consequence of delocalization of surface plasmon 
excitation of Au TNP into the -ssDNA/microRNA duplex that alters the electronic dimension of 
the TNPs through delocalization of excitonic wave functions, resulting in a variation of the LSPR 
properties. Furthermore, the single nucleotide specificity of our nanoplasmonic sensors is based 
on the excitonic wave functions delocalization mechanism, which provides variable magnitude of 
LSPR response for different microRNAs. This selectivity is different than the traditional biological 
assay in which the stronger the interaction (a fully complementary -ssDNA/microRNA duplex 
should display a stronger binding interaction than the -ssDNA/microRNA duplex containing 
nucleotide mismatches) between the receptor and analyte, the higher the signal is, and thus, the 
selectivity is better. In this article, for the first time, we examine the surface plasmon excitation 
delocalization mechanism by varying base-pair mismatch between -ssDNA and microRNA and 
controlling the distance between the surface of TNP and -ssDNA. Taken together, this unique 
electronic phenomenon, which has not been demonstrated before with respect to the 
characterization of LSPR-based transduction mechanisms, has allowed us to assay microRNA at 
ultralow concentrations directly in unmodified BC patient plasma. 
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6.4.1 Controlling Surface Plasmon Excitation Delocalization by Varying Base-Pair 
Mismatch 
Delocalization of surface plasmon excitation (conduction electrons) of metallic nanoparticles 
is a steady-state electronic phenomenon in which wave functions of conduction electrons are 
expected to leave the metallic construct and expand into the surrounding environment, including 
into ligand moieties. When this occurs, the electron density around the nanoparticle reduces, 
resulting in the LSPR peak redshifts38. Figure 6.1A shows the construction of our solid-state 
nanoplasmonic sensor using chemically synthesized, ∼42 nm edge-length and ∼8 nm width, Au 
TNPs (Figure 6.1B) attached onto a silanized glass substrate. Light irradiation onto TNP induces 
the collective oscillation of conduction electrons and creates the LSPR properties. The electron 
wave functions are then allowed to delocalize through a highly π-stacked -ssDNA/microRNA 
duplex. Our hypothesis is that both the extent of delocalization and the LSPR sensitivity will 
decrease upon presence of base-pair mismatches in the -ssDNA/microRNA duplex, where the 
largest reduction in LSPR sensitivity is expected to be observed when the mismatches are closest 
to the surface of the TNP. To investigate the effects of base-pair mismatch on wave function 
delocalization and the LSPR sensitivity of nanoplasmonic sensors, in the current work we select -
ssDNA-10b as a model oligomer for the microRNA-10b recognition molecule. Sequences for other 




Figure 6.1. Structural parameters of nanoplasmonic sensors modulating the plasmoelectronic 
effects at the Au TNP and -S-ssDNA/microRNA interface. (A) Schematic representation of 
characterizing the delocalization of conduction electron wave functions of TNPs into a -ssDNA/ 
microRNA duplex. (A, left panel) Au TNPs are chemically attached onto a silanized glass 
substrate, and then their surfaces are functionalized with mixed HS-PEG: HS(CH2)n-ssDNA-X to 
prepare LSPR-based nanoplasmonic sensors. (A, right panel) Incubation of sensors in microRNA 
solution results in the formation of a -ssDNA/microRNA duplex. Photoexcitation of TNP results 
in generation of localized surface plasmon. Wave function of conduction electrons (surface 
plasmon excitation) delocalizes into the -ssDNA/microRNA duplex (yellow shading) that is 
manipulated through single base-pair mismatch in the duplex and spacing (varying alkyl chain 
length, −(CH2)n−, n = 3, 6, and 9) between the TNP surface and 5′-end of -ssDNA-10b (“linker”). 
For simplicity, wave function delocalization along the TNP edges and -S-PEGn (n = 4 and 6) spacer 
are not showing. The image is not to scale. (B) Scanning electron microscopy image of ∼42 nm 
edge-length and ∼8 nm height Au TNPs attached onto silanized glass substrate used for 
nanoplasmonic sensors fabrication. (C) Depiction of -ssDNA-10b and microRNA molecules used 
in the studies to investigate conduction electrons wave function delocalization. The red letters 
represent the position of the single base-pair mismatch in the duplex structure. 
 
We measured the LSPR response (ΔλLSPR) of −S(CH2)6- ssDNA-10b-functionalized Au 
TNPs (nanoplasmonic sensor) after attachment of microRNAs as a function of concentration (1.0 
nM to 100.0 aM) and location of single base-pair mismatch in PBS buffer (wet nanoplasmonic 
sensors). The detailed experimental procedure for the fabrication of nanoplasmonic sensors is 
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provided in the Supporting Information. Figure 6.2A illustrates ΔλLSPR values (nm) for different 
microRNAs. Using our published procedure, we calculated LODs for different microRNAs in 
buffer, and it is 32 aM for microRNA-10b, while microRNAs with 18 (microRNA-p), 12 
(microRNA-10a), and 4 (microRNA-q) base-pairs mismatched display LODs of 5.2 fM, 0.15 pM, 
and 0.4 nM, respectively (see Tables 6.3). These results support our above-mentioned hypothesis 
that the LSPR sensitivity of our nanoplasmonic sensor decreases as the mismatch is closer to the 
surface of the TNPs, because when there is a mismatch, the wave function of conduction electrons 
of TNPs are not able to delocalize throughout the duplex -ssDNA/microRNA structure. Thus, with 
mismatch, the width of plasmon excitation does not increase (consider an Au TNP to be a 
plasmonic slab), as well the aspect ratio (edge-length: thickness) of TNPs remains constant39. This 
plasmoelectronic phenomenon is discussed in more detail below. Most strikingly, microRNA-r, in 
which the first three nucleotides are completely missing from the 3′-end but are fully 
complementary to -ssDNA-10b for the remaining 20 nucleotides, does not display any observable 
ΔλLSPR values. The same nanoplasmonic sensor was then treated with RnaseH enzyme to 
regenerate the sensor 35, 36and incubated in 1.0 nM solution of microRNA-10b. We observe ∼10 
nm ΔλLSPR shifts, suggesting appropriate sensitivity and selectivity of the sensors (Figure 6.2B). 
If the underlying physical property, of greatest significance was the change in local dielectric 
environment of nanoprisms, we would expect a large influence on the LSPR properties when 
microRNA-r formed its duplex with the LSPR-sensor (-ssDNA-10b) and would expect it to induce 
a large λLSPR red-shift. The attachment of microRNA-r to the sensor was confirmed by a 
fluorescence study described below. The experimental data are remarkable and suggest that our 
sensing mechanism is most likely controlled by the delocalization of conduction electrons wave 
function and an increase in the slab height rather than the influence of dielectric change, which is 
the traditionally accepted theory of LSPR-based detection and quantification (assay) of 
biomolecules. Taken together, the specific physicochemical property of the microRNA enabling 
delocalization of conduction electron wave functions through the coupled ssDNA/microRNA 
duplex leading to the zM sensitivity is reported. 
A single base-pair match in the short -ssDNA/microRNA duplex should not influence their 
binding constant significantly40. Furthermore, long incubation time of our sensors in the 
microRNA solution should allow all of the microRNAs to be attached on the sensors regardless of 
their nucleic acid sequence. One could, however, argue that the observed ΔλLSPR values for 
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different mismatches are due to the variable number of microRNAs that are attached onto the 
nanoplasmonic sensor, and thus, the change in local dielectric environment varies between them. 
We overruled such an argument by quantifying sensor-bound microRNAs using fluorescence 
spectroscopy. MicroRNAs were labeled at the 5′-end with FAM. Nanoplasmonic sensors were 
prepared with −S(CH2)6- ssDNA-10b, incubated in 1.0 nM FAM-labeled microRNA solution, and 
allowed to hybridize overnight, and then each sensor was washed to remove loosely bound 
microRNAs. Finally, the −S(CH2)6-ssDNA-10b/microRNA duplex was released in solution 
through a ligand exchange reaction41. Figure 2C shows PL spectra for each microRNA listed in 
Figure 1C, in which the characteristic PL peak of FAM, ∼525 nm, is observed. Noticeably, PL 
peak intensity for different microRNA is within the experimental error. This result is significant 
because it suggests that the number of microRNA attached to the sensors is identical irrespective 
dielectric environment of TNPs in the presence of different microRNAs is presumably similar and 
should provide similar ΔλLSPR values, as opposed to our experimental data (see Figure 6.2A). On 
the basis of the LSPR and PL data for different microRNAs, we alternatively suggest that the 
unprecedentedly high sensitivity of our nanoplasmonic sensors for detection of microRNAs arises 
from the increase of the confinement box size of Au TNPs through wave function delocalization 
that substantially affects their aspect ratios (edge-length: thickness of a TNP) and LSPR properties, 
and thus, provides a new plasmoelectronic phenomenon that has not been demonstrated before 
with respect to the characterization of LSPR-based transduction mechanisms for assaying short 
nucleotides. 
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Table 6.3. Calculated LOD values for -S-(CH2)6-ssDNA-10b functionalized nanoplasmonic 
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Figure 6.2. Spectroscopy characterization of surface plasmon excitation delocalization by 
manipulating the structural parameters of microRNAs. (A) Comparison of microRNA-10b (blue 
bars), microRNA-p (yellow bars), microRNA-10a (red bars), and microRNA-q (black bars) 
concentration dependent LSPR response in PBS buffer. For microRNA-r, no detectable LSPR shift 
was observed. The sensors were constructed with mixed HSPEG:HS(CH2)6-ssDNA-10b. (B) 
UV−visible extinction spectrum of nanoplasmonic sensors prepared with mixed HS-
PEG:HS(CH2)6-ssDNA-10b (black curve), after incubation with 1.0 nM microRNA-r (blue 
curve), treatment with 15 units of RNase H for 2 h, and then incubation in 1.0 nM microRNA-10b 
solution (red curve). All the spectra were collected in PBS buffer. (C) PL spectra of different 
microRNAs, microRNA-10b (red curve), microRNA-p (green curve), microRNA-10a (purple 
curve), microRNA-q (blue curve), and microRNA-r (black curve). For this study, 5′- FAM-tagged 
microRNAs were used. PL spectra were collected at a 496 nm excitation wavelength. (D) Average 
ΔλLSPR value of nanoplasmonic sensors after incubation in different microRNAs of varying 
concentrations, microRNA-182 (blue squares), microRNA-s (red squares), microRNA-t (black 
squares), and microRNA-v (green squares). The sensors were constructed with mixed HS-PEG: 
HS(CH2)6-ssDNA-182. The standard deviation of the blank (6 measurements) was 0.25 nm, and 
the green bar represents three times this value. Concentrations were plotted on the axis in log scale 
in order to investigate nonspecific adsorption at a lower concentration range. (E) UV−visible 
extinction spectrum of nanoplasmonic sensors for different microRNAs at 1.0 nM concentration, 
microRNA-10b (black curve), microRNA-p (yellow curve), microRNA-10a (green curve), and 
microRNA-q (blue curve). Red curve represents the LSPR spectrum of nanoplasmonic sensors. 
(F) Measured relative change in fullwidth at half-maximum after and before microRNA (Δfwhm) 
attachment from panel E for different microRNAs.  
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In fact, our above-mentioned experimental data provide a guideline for the surface plasmon 
excitation delocalization-based sensing mechanism. (i) A fully complementary nucleotide 
sequence is required for extended delocalization of conduction electron wave functions throughout 
the entire -ssDNA/microRNA duplex, and (ii) this transduction mechanism is not controlled by 
the specific identity of nucleotide in the -ssDNA/microRNA duplex. To investigate this further, 
we turned to microRNA-182, which contains an entirely different nucleotide sequence than 
microRNA-10b There are 22 nucleotides in microRNA-182 as opposed to 23 in microRNA-10b, 
thus a slightly higher delocalization is expected in the latter case. Second, microRNA-182, an 
oncogenic microRNA that promotes the MT process of bladder cancer, can be used as a biomarker 
for early detection of BC. We prepared our nanoplasmonic sensor by attaching −S(CH2)6-ssDNA-
182 on Au TNPs and then incubated it in 1.0 nM microRNA-182 solution. We observe LSPR red-
shifts in the UV−visible absorption spectrum with an ΔλLSPR value of 7.2 nm. As shown in Figure 
6.2D, the LOD for fully complementary microRNA-182 is 82 aM, which is nearly 2.5-fold lower 
than that of microRNA-10b. We believe this is related to the overall length of the -
ssDNA/microRNA duplex, which influences the extent of delocalization. Finally, nanoplasmonic 
sensors containing −S(CH2)6-ssDNA-182 were treated with single base-pair mismatch 
microRNA-s, -t, and -v, and the ΔλLSPR values and LODs (see Figure 6.3) are in good agreement 
with the hypothesis of the wave functions delocalization process. Taken together, our experimental 
results show that the transduction mechanism does not depend on the chemical identity of 
nucleotide in the -ssDNA/microRNA duplex.  
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Figure 6.3. Average ΔλLSPR value of nanoplasmonic sensors after incubation in different 
microRNAs of varying concentrations: microRNA-10b (blue bars), microRNA-p (yellow bars), 
microRNA-10a (red bars), and microRNA-q (black bars). The sensors were constructed with 
mixed -S-PEG6: -S(CH2)6-ssDNA-10b. The standard deviation of the blank (6 measurements) 
was 0.25 nm and the green bar representing three times that value. Concentrations were plotted on 
the axis in log scale in order to investigate non-specific adsorption at a lower concentration range. 
 
Most importantly, the proposed plasmoelectronic phenomenon has allowed us to quantify short 
noncoding RNAs with a single nucleotide specificity. In literature, both experimental and 
theoretical data have shown that the line-width (full-width at half maxima, fwhm) of LSPR peak 
of metal nanoparticles increases as the physical dimension (aspect ratio) of a nanoparticle 
increases42-46. In this context, it might be argued that upon conduction electron wave function 
delocalization, both height (thickness) and width (edge-length) of the plasmonic slab (e.g., Au 
TNP) would increase. One would also expect that the thiolated -ssDNAs preferentially attach along 
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the high-index facets, i.e., three sides, edges, and sharp tips of a TNP, as compared to the planner 
top surface. Therefore, TNPs grow more along the edges than the height and thus, increase their 
overall aspect ratio. Together, the plasmoelectronic effect causes a difference in fwhm (Δfwhm: 
after − before microRNA attachment) depending on the extent of delocalization and increase in 
aspect ratio that are controlled by the location of the base-pair mismatch in the -ssDNA/microRNA 
duplex (see Figure 6.1A) that elucidate the delocalization mechanism. Figures 2E and S4 illustrate 
the LSPR extinction spectra of -S(CH2)6-ssDNA-10bfunctionalized nanoplasmonic sensors in the 
presence of different microRNAs with a single base-pair mismatch. Indeed, an increase in Δfwhm 
of the LSPR dipole peak of Au TNP is observed from the 4th to 12th to 18th position mismatches 
in the -ssDNA-10b/microRNA duplex (see Figure 6.2F). The largest Δfwhm of 16 nm is observed 
for the fully complementary -ssDNA-10b/microRNA-10b duplex. Although our PL analysis 
unequivocally supports the attachment of microRNA-r to nanoplasmonic sensors, no noticeable 
differences in Δfwhm are observed. Therefore, the higher the delocalization, the greater the 
confinement box size, and consequently the larger the Δfwhm value.  
6.4.2 Role of Linker between Au TNP and -ssDNA on Conduction Electron Wave 
Function Delocalization 
To improve the delocalization of conduction electron wave functions of Au TNPs into the -
ssDNA/microRNA duplex, it is necessary to reduce the insulating barrier between the TNP and 
the duplex. For the study described above, we used a −(CH2)6 linker to attach -ssDNA-10b (182) 
onto TNPs and to prepare nanoplasmonic sensors. The presence of the linker is absolutely 
necessary to create homogeneous packing of -ssDNAs onto the surface of the TNPs and avoid 
their coiling26, 28. We believe that the shorter alkyl chain length creates a thinner insulating barrier 
and increases the conduction electron wave function delocalization into the -ssDNA/microRNA 
duplex, which results in a larger shift in ΔλLSPR and higher sensitivity. To test this, we varied the 
linker chain length from −(CH2)3 to −(CH2)9, see Figure 6.1A. We used -ssDNA-10b as a model 
receptor for microRNA-10b quantification in PBS buffer, while keeping other parameters in the 
nanoplasmonic sensor fabrication identical. Figure 6.4A illustrates the average ΔλLSPR values for 
three different linkers as a function of microRNA-10b concentration. The LODs for −(CH2)3 and 
−(CH2)9 are 137 zM and 0.81 pM, respectively (see Tables S5 and S6 and Figure S5). We also 
attached a −(CH2)16 linker, but no noticeable ΔλLSPR is observed (data not shown). Strikingly, the 
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sensitivity of our nanoplasmonic sensors constructed with −S(CH2)3-ssDNA-10b is nearly 240-
fold higher than that of −S(CH2)6-ssDNA-10b. Only recently, nanoplasmonic sensors consisting 
of Au−Ag core−shell nanocubes and tetrahedral structured DNA were used for microRNA 
quantification at an aM concentration range using a single nanoparticle scattering measurement10. 
Nevertheless, we conclude that unprecedentedly high sensitivity of our nanoplasmonic sensors 
constructed with −(CH2)3-ssDNA-10b arises due to improved delocalization of conduction 
electrons wave function of Au TNPS into the -ssDNA/microRNA duplex by reducing the 
insulating barrier between the TNP and duplex. Finally, we observe the highest (21 nm) and lowest 
(10 nm) Δfwhm values for the −(CH2)3 and −(CH2)9 linkers, respectively (Figures 4B). This trend 
also supports our surface plasmon excitation delocalization mechanism. We should mention, that 
at a 500 zM detection limit, ∼ 3000 microRNAs would present in 10 mL of solution. A typical 
size of our nanoplasmonic sensors is 25 × 5 mm2 (1.25 × 1014 nm2), and we calculated that ∼12% 
of the substrate was covered with TNPs (ca. 2.0 × 1010 TNP). In this context, the probability of 
microRNA attachment to each TNP is exceedingly low. The area of a sensor exposed to Xenon 
flash lamp light of the UV−visible spectrophotometer was determined to be 1.96 × 1013 nm2. 
Therefore, nearly an entire nanoplasmonic sensor resides within the path of the light beam that 




Figure 6.4. Characterization of the linker’s role on conduction electron wave function 
delocalization. (A) Average ΔλLSPR value of nanoplasmonic sensors, which were prepared with 
three different spacers, −(CH2)3− (blue squares), −(CH2)6− (red squares), and −(CH2)9− (black 
squares) as a function of microRNA-10b concentration. Each spacer was connected with -ssDNA-
10b as a recognition molecule for microRNA-10b. The standard deviation of the blank (6 
measurements) was 0.32 nm, and the green bar represents three times this value. Concentrations 
were plotted on the axis in log scale in order to investigate nonspecific adsorption at a lower 
concentration range. (B) Measured Δfwhm for different alkyl chain length for 1.0 nM microRNA-
10b concentrations. 
6.4.3 Mechanistic Understanding of Surface Plasmon Excitation Delocalization-Driven 
Plasmoelectronic Phenomenon 
The plasmonic slab model proposed by Govorov et al.39 suggests that a large number of highly 
excited electrons can be generated for a slab of 8 nm (the height of our Au TNPs) when Fermi gas 
is perturbed upon light excitation. These excited electrons can be used for various catalytic 
transformations where electrons are transferred from plasmonic nanoparticles to their 
surroundings, and holes are neutralized by using scavengers. In contrast, photoexcited electrons 
have the ability to delocalize their wave functions into the immediate surrounding, such as to a 
ligand environment. Therefore, the confinement box size (also aspect ratio of TNPs) increases that 
results in red shifting of the LSPR peak. We refer to this plasmoelectronic effect as surface 
plasmon excitation delocalization. Most important, this plasmoelectronic effect should be 
reversible by disrupting the delocalization process. Recently, we47, 48 and others49 have 
demonstrated reversible electron wave function delocalization of CdSe quantum dots and 
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manipulated their optoelectronic properties. This delocalization mechanism, which should be 
applicable to plasmonic nanoparticles under light excitation, however, has not been explored in 
metal nanoparticles yet. On the basis of the experimental data, we propose Figure 6.5 as the 
possible mechanism for light-induced plasmoelectronic phenomenon of -ssDNA-functionalized 
Au TNPs. Here, highly π- stacked -ssDNA/microRNA duplexes facilitate electron wave function 
delocalization, which results in an increase in dimension of the plasmonic slab. In this context, as 
the delocalization improves, the aspect ratio of TNPs becomes higher, which results in more red 
shifting of the LSPR peak. Therefore, the electronic dimensions, such as edge-length and height, 
of Au TNP are higher than the physical dimension of 42 and 8 nm of edge-length and height, 
respectively37.  Most importantly, electron delocalization through the phosphate backbone of DNA 
could take place on an attosecond timescale50, and thus, delocalization is highly feasible under our 
experimental condition where continuous wave plasmonic excitation is performed during the 
steady-state extinction measurements. Nevertheless, precise determination of the increase of 
electronic dimension (plasmonic slab) of our nanoplasmonic sensors requires sophisticated 
mathematical calculations, beyond our expertise. We should mention that, the electron wave 
function delocalization mechanism is different than the DNA-mediated charge transport (CT) 
process, as discussed below. Long distance CT through a duplex DNA backbone has been known 
for more than two decades51, where a single base-pair mismatch can disrupt the electron flow and 
influence the conductivity significantly52. Thus, DNA can be considered as a molecular nanowire 
consisting of multiple highest occupied (HOMO) and lowest unoccupied (LUMO) molecular 
orbitals, which facilitate the CT process and charge delocalization53. Electron donors, such as CdSe 
quantum dots54 and Au55 nanoparticles, can transfer charge to MOs of DNA that transport through 
DNA nanowires up to several micrometers. However, LSPR (photoexcited conduction electrons) 
supports the escape of conduction electrons from metallic nanoparticles in the solid-state, 
influencing their optical properties and causing a permanent electron-based damage of the local 
dielectric environment of nanoparticles. In other words, if CT processes were the basis for the 
observed phenomenon, the LSPR properties would not be able to be restored.55 In contrast, our 
nanoplasmonic microRNA sensors show excellent regeneration by enzymatic cleaving of the -
ssDNA/microRNA duplex and rehybridization of the sensors in microRNA solution for 5 
consecutive days.34-36Therefore, we believe delocalization of conduction electrons wave function 
into hybrid MOs (LUMOs′) (see Figure 6.5, yellow wavy line) is occurring and not the transfer 
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of conduction electrons that would permanently change the LSPR properties of Au TNPs, and over 
time would destroy TNPs because of the building of excess positive charge (hole).We believe that 
metallic nanostructures should be highly LSPR responsive upon delocalization of exciton wave 
functions (plasmoelectronic effects) and a minute change in their aspect ratio. Au TNPs display 
strong LSPR response when small changes occur either in their surrounding medium refractive 
index or aspect ratios because of their strong electromagnetic (EM) field enhancement, but one 
would also expect to observe the plasmoelectronic effects for other anisotropically shaped 
nanostructures, such as nanorods and nanostars, because they also display strong EM-field 
enhancements. It is therefore imperative to investigate shape and composition (e.g., Ag TNPs)-
dependent plasmoelectronic effects of nanostructures and their ability toward ultrasensitive 
biosensing, a current research focus of our laboratory. 
 
Figure 6.5.  Schematic representation of proposed plasmon excitation delocalization at the Au 
TNP and −S(CH2) n-ssDNA/microRNA interface. Attachment of −S(CH2) n-ssDNA onto Au 
induces hybridization of electronic states and creates hybrid bonding (HOMO′) and antibonding 
(LUMO′) orbitals. The HOMO′−LUMO′ gap further reduces after formation of the -
ssDNA/microRNA duplex.56 The LUMO′ further facilitates photoexcited conduction electron 
(blue dot, plasmon excitation) wave function delocalization (yellow wavy line) from Au TNP to 
the -ssDNA/microRNA moiety. The extended π-stacking in the -ssDNA/microRNA duplex 
facilitates the wave function delocalization. Delocalization expands the box size (“particle in-a-
box model) and increases the aspect ratio of TNP that together red-shifts the LSPR dipole peak. 
The image is not to scale. 
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6.4.4 Liquid Biopsy to Identify More Specific Biomarkers for Early Diagnostic of Bladder 
Cancer 
 microRNAs are small nonprotein-coding RNAs that have been shown to control cell growth, 
differentiation, and apoptosis, and thus, variable microRNA expressions are linked to 
tumorigenesis57. Because of their unusually high stability in human biofluids, such as serum and 
plasma, circulating microRNAs have the unmatched potential to serve as diagnostic markers for 
cancer for development of a liquid biopsy with unmatched potential to detect cancer faster and 
much earlier than currently available technology. There are two different types of microRNAs of 
interest in cancer screening, (i) oncogenic, which promotes tumor development by inhibiting tumor 
suppressor genes that control either cell differentiation or apoptosis (oncogenic microRNAs are 
overexpressed in different cancers, including BC), and (ii) tumor suppressors, which prevent tumor 
development by negatively inhibiting oncogenes that control either cell differentiation or 
apoptosis. The expression of tumor suppressor microRNAs is decreased in cancer cells57. Because 
tumor suppressor microRNA levels decrease in cancer cells as compared to normal cells, it is 
extremely difficult to quantify them with a PCR-based assay, which is not very sensitive. 
Currently, there is no routine way to selectively detect and quantify (assay) circulating 
tumor suppressor microRNAs directly in crude human biofluids. Zeptomolar sensitivity of our 
nanoplasmonic sensors provides a unique advantage to assay both oncogenic and tumor suppressor 
microRNAs directly in unmodified plasma samples. Here, we present the first label-free assay to 
compare both oncogenic and tumor suppressor levels between patients with MT (n = 7), NMT (n 
= 4), and NC (n = 4) from crude plasma. The current FDA-approved urine cytology test shows 
poor sensitivity for low-grade lesions and significant disparity in specificity for different BC 
grades; thus, it is a highly unreliable screening test. Biologically, it is reported that microRNA-
10b and -182 are upregulated (oncogenic), and microRNA-143 and -145 are downregulated (tumor 
suppressor) in BC; therefore, they could serve as alternative and more specific biomarkers for early 




Figure 6.6. Statistical representation of microRNA analysis in BC (MT and NMT) patient plasma 
and normal control subjects. The concentration of oncogenic microRNAs (microRNA-10b and -
182) and tumor suppressor microRNAs (microRNA-143 and -145) are determined in different 
stages of BC, NMT, and MT, as well as in healthy individuals (NC); n = 4 (NMT), n = 7 (MT), n 
= 4 (NC), and two experiments for each sample (50 μL/sample) using our nanoplasmonic sensors. 
(A) microRNA-10b concentration in plasma. (B) Detection of microRNA-182 in plasma. (C) 
microRNA-143 concentration in plasma. (D) Detection of microRNA-145 in plasma. * P < 0.05, 
**P < 0.01, ****P < 0.0001, and ns = not significant by one-way ANOVA. 
 
 
Figure 6.6. A−D shows the concentration of these four microRNAs determined using our 
nanoplasmonic sensors directly from unmodified patient plasma utilizing the calibration plots 
developed in human plasma (Figure 6.7 Table 4). All seven MT patient samples show high levels 
of microRNA-10b (Figure 6.6A). Moreover, the levels of NC and NMT patient samples are 8- 
and 2-fold lower, respectively, as compared to MT samples. The results suggest that the 
microRNA-10b is not the most ideal biomarker for early diagnosis of BC (p < 0.05), but it is 
suitable to differentiate between MT and NMT disease stages (p < 0.0001). MicroRNA-182, 
however, appears to be a less specific biomarker not only for early diagnosis of BC but also in 
173 
cancer progression stages (Figure 6.6B). Strikingly, microRNA-143 and -145 levels differ by 
nearly 3- and 4.0 × 103-fold between NC vs NMT, and NMT vs MT BC patient samples, 
respectively (p < 0.0001), see Figure 6.6C, D. Moreover, the difference between NC vs MT is 
>1.0 × 104-fold for tumor suppressor microRNAs, in contrast to the ∼6-fold difference observed 
for oncogenic microRNAs for the same patient samples. To further validate the results, we 
performed specificity tests of the nanoplasmonic sensors. These tests unequivocally support a high 
level of specificity toward the target microRNAs without any false positive responses (selectivity). 
Taken together, microRNAs that our body produces naturally to protect unusual transformation of 
cellular pathways (tumor suppressor microRNAs) could be more specific biomarkers for early 
detection of BC and possibly other cancers as well.  
 
Figure 6.7. Average ΔλLSPR value of nanoplasmonic sensors for different microRNAs in human 
plasma: microRNA-10b (blue triangles), microRNA-182 (red diamonds), microRNA145 (black 
squares) and microRNA-143 (green circles). Each type of nanoplasmonic sensors were constructed 
with corresponding –ssDNAs as receptor molecules. The standard deviation of the blank (6 
measurements) was 0.30 nm and the green bar represents three times that value. Concentrations 




Table 6.1. Calculated LOD values of LSPR based sensors, which were made using an alkyl chain 
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Figure 6.8. Schematic representation of the sensing platform in order mitigate false positive and 
false negative responses. A) Synthesized Au TNPs are chemically attached onto a silanized glass 
substrate, and then (B) their surfaces are functionalized with mixed HS-PEG: HS(CH2)n-ssDNA-
X (unique sequence’s) to prepare LSPR-based nanoplasmonic sensors. Obtained LSPR shift is 
shown in red color (C) Incubation of sensors in protector microRNA containing FAM probe 
attached, solution results in the formation of a -ssDNA/protector duplex (D). Then the sensor was 
monitored using confocal microscopy and obtained image is shown in (E). After imaging sensor 
containing ssDNA/protector duplex further incubated in target microRNA containing solution and 
due to the thermodynamic favorable target microRNA forms ssDNA/TARGET complex (F) and 
obtained LSPR shift is shown in blue color (C). Same sensor was monitored using confocal 
microscopy and observed the removal of FAM tag as shown in (G). Finally, two calibration curves 
were developpes (H) for ∆𝜆𝐿𝑆𝑃𝑅vs microRNA concentration and (I) Confocal fluorescence 
intensity vs microRNA concentration. 
6.4.5 Sensor designing for mitigate the False positive and negative responses 
As shown in the Figure 6.7, we have modified the previously designed sensor in order to 
mitigate the false positive and negative responses. Accordingly, chemically synthesized Au TNPs 
were chemically attached on to the glass coverslips as shown in Figure 6.7A and then incubated 




designing was carried out using sequential calculation of ∆𝐺𝑅𝑒𝑎𝑐𝑡𝑖𝑜𝑛





for every possible sequence select the most favorable sequence according to the Equation 6.2. 
Sample calculation is shown in the Table 6.4. Accordingly, gray color high-lighted sequence 
shows the additional nucleotides to the target ssDNA-145 sequence which is shown in red color 
based on the target promoter sequence, the calculated  ∆𝐺𝑅𝑒𝑎𝑐𝑡𝑖𝑜𝑛
0  is given in the last column. 
Table 6.2. Calculated ∆𝐺𝑅𝑒𝑎𝑐𝑡𝑖𝑜𝑛
0  values for the complimentary, promoter and target complex. The 
numerical ∆G◦ values (partition function) calculated for each strand and complex by NUPACK 58 
 
According to the most favorable ∆𝐺𝑅𝑒𝑎𝑐𝑡𝑖𝑜𝑛
0  value we have finally designed the below sequences 
for the sensor designing Table 6. 6. 
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Table 6.3. Finalized nucleotide sequences based on the most favorable ∆𝑮𝑹𝒆𝒂𝒄𝒕𝒊𝒐𝒏
𝟎  calculations. 
 
Once Au TNPs functionalized with modified-ss-DNA145 and PEG4SH the LSPR shift 
obtained and shown in Figure 6.8 red color. Then the sensor was incubated in a 100 Nm solution 
containing FAM-attached promoter (Figure 6.7C) and the LSPR peak didn’t shift as shown in 
Figure 6.8 blue dashed line. This observation is further confirmed our original hypothesis of wave 
function delocalization via DNA/RNA hybridization. Simultaneously we observed the sensor 
under confocal microscopic image and observe bright green color fluorescence on the sensor as 
shown Figure 6.7E. Then the developed sensor was incubated in 100 nM target microRNA 145 
solution (Figure 6.7D) and obtained 18 nm red shift as shown in Figure 6.8 orange line. The same 
coverslip was subjected to confocal microscopic imaging and we observed all the FAM tagged has 
removed from the sensor surface as shown in Figure 6.7F. This experiment has validated our 
theoretical calculations and we have designed simultaneous assay of microRNA using LSPR and 
confocal microcopy which will further help to reduce the false positive and negative responses.  
  
Name Sequences Modification 
-ssDNA-145 5’ AGGGATTCCTGGGAAAACTGGAC 3’  
Modified -ssDNA-
145 









Figure 6.9. UV-visible extinction spectra of Au TNPs before (black curve) and after mixed -
SPEG4: modified-S-(CH2)3-ssDNA-145 (nanoplasmonic sensor, red curve) functionalization, and 
after incubation with 100 nM protector microRNA (blue dashed-curve). Finally, after incubation 
of target 100 nm microRNA 145 (orange curve). All the spectra were collected in air. 
6.5 Summary and Outlook 
In summary, we have fabricated a nanoplasmonic sensor, which is capable of assaying 
microRNAs at ultralow concentration levels from patient plasma. In particular, for the first time 
we show that tumor suppressor microRNAs are likely to be more specific biomarkers than 
oncogenic ones for early detection of BC. On the basis of the experimental results, we believe a 
new transduction mechanism (plasmoelectronic effect), consisting of delocalization of 
photoexcited conduction electrons wave function of TNP into hybrid LUMOs, is involved for 
enabling such an unprecedentedly high sensitivity for microRNA detection and quantification. 
Furthermore, by utilizing Au TNPs as electron donors and their unique LSPR properties as a 
transduction method, we could experimentally probe the electron wave function delocalization 
and/or CT properties of short DNA molecules. The process of designing a new class of 
ultrasensitive nanobioelectronic devices is the current research focus of our laboratory. Taken 
together, our findings suggest that an ultrasensitive nanoplasmonic sensor, in addition to being a 
novel liquid biopsy platform for the detection of circulating microRNAs in patient plasma, may 
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aid in developing early stage, low-volume diagnostic tests for a variety of diseases and analysis 
for a single cancer cell to better understand tumor heterogeneity.  
Further, we have designed and developed the sensor platform for the mitigate false positive 
and false negative responses by utilizing simultaneous techniques for analysis based on the 
DNA/RNA hybridization kinetics. As for the first step we have proven that the probe can be 
designed based on the theoretical calculations and the experimental results further validated the 
theoretical calculations. However, extensive research needs to be carried out for further 
optimization and introducing mismatch to the modified ssDNA/Promoter complex may further 
feasible the leaving process. Also, once optimized the sensor will be utilized for accurately 
distinguish of different types of cancers. 
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Localized plasmon resonance (LSPR) properties of metal NPs that result from the 
collective oscillation of their conduction electrons upon light irradiation. According to the Drude 
model when the electron density of the NPs increase (EDG) the LSPR peak of the NPs blue shifting 
and otherwise (EWG), the LSPR shift will be red shifted. However, we have observed a unique 
observation for the Au TNPs and accordingly when EDG attached the LSPR peak of Au TNPs 
was red shifted and when EWG attached the LSPR peak position was blue shifted compare to the 
neutral molecule. It is well known that the LSPR property is responsive to the concentration, 
dielectric thickness or refractive index of the attached self-assemble monolayer of ligands onto the 
nanostructure. With our unique observation of LSPR peak changes of para substituted (EDG/H/ 
EWG) thiophenol functionalized Au TNPs, we hypothesized that other than the above-mentioned 
parameters electron wavefunction delocalization from Au TNPs surface to the ligand controls the 
unique LSPR properties. Our combined LSPR and surface-enhanced Raman Scattering 
measurements further proved that para substituted conjugated thiols induces delocalization of 
conduction electrons wave function from nanostructure to ligand monolayer. Furthermore, our 
density functional theory calculations suggest that the appropriate alignment between the Fermi 
energy of nanostructure and the highest occupied (HOMO) and lowest unoccupied (LUMO) 
molecular orbitals energies of ligands are extremely important for efficient charge delocalization 
that resulted in previously unknown plasmonic properties of hybrid inorganic-organic 
nanomaterials. We further utilized the UPS spectrum to calculate the work function 𝞍 changes of 
the AU TNPs upon functionalization and further validate the hypothesis. We believe this 
investigation will open new fields of scientific research and promote design of advanced 
biosensors, plasmon-enhanced photocatalysts, and metamaterials. 
We utilized this unique observation of Au TNPs to designed and develop an ultrasensitive 
highly selective LSPR bio sensor for the microRNA’s detection of early cancer diagnosis. Here 
we believe the electron wavefunction delocalization from Au TNPs surface to DNA/RNA 
hybridized duplex. microRNAs are small noncoding RNAs that are implicated in enhancing 
metastasis in breast, pancreatic, liver, and bladder cancers (BCs). With the demonstrated 
sensitivity and feasibility of our novel methodology, we were able to achieve the zeptomolar 
concentration for the BC microRNA detection and for the first time we were able to diagnose the 
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tumor suppressor microRNA in BC patient plasma for highly accurate BC diagnosis. Additionally, 
we have been advancing our sensing platform to mitigate the false positive and negative responses 
of the sensing platform using surface enhanced fluorescence technique based on the DNA/RNA 
hybridization kinetics. This noninvasive, highly sensitive, highly specific, also does not have false 
positives technique provide strong key to detect cancer at very early stage, hence increase the 
cancer survival rate. 
Surface-enhanced Raman spectroscopy (SERS) is one of the most commonly used 
techniques for explosive detection. Here we further utilized the unique LSPR property of Au TNPs 
to develop a SERS based, self-assembled, flexible sensor for explosive detection by utilizing the 
strong electromagnetic enhancement of Au TNPs. Our sensor is capable of detecting explosives 
(cyclotrimethylene trinitroamine - RDX, trinitrotoluene-TNT and pentaerythritol tetranitrate-
PETN) at parts-perquadrillion, (ppq) levels and has long-term stability and shelf life. Therefore, 
we believe that this highly sensitive and highly selective SERS based sensor can be utilized for the 
identification or trace level detection of explosives for investigation of national security concerns. 
Further we achieved the programable self-assembly of Au TNPs using molecular tailoring to form 
a 3D supper lattice array based on the substrate effect. Here due to the coupling between 
nanoparticle plasmon resonances and adsorbate molecular resonances we achieved highest 
reported sensitivity for potent drug analysis including opioids and synthetic cannabinoids from 
human plasma obtained from emergency room patient plasma with exquisite sensitivity (parts-per-
quadrillion). Altogether we are highly optimistic that our research will not only increase the patient 
survival rate through early detection of cancer but also help to battle the “war against drugs” that 
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